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Abstract
All the chapters of this thesis are linked with the concern of aeolian vibra-
tion. At locations where the motion of overhead power line conductors is
restrained (e.g. at suspension clamps), the presence of aeolian vibration may
result in another phenomenon called “fatigue of overhead conductors”. The
latter being responsible for serious damage to overhead power lines. The
first part of the document is devoted to a review of the basic concepts of
aeolian vibration and fatigue, of the tools available to model, measure or
predict vibrational damage, and what are the remedial measures.
In a second part, a series of experimental studies are related:
• A review of the usual fatigue indicators, based on measurements per-
formed on a 63.5m laboratory test span (chapter 2). The aim is to
better understand how to perform a correct vibration risk analysis,
knowing e.g. what to measure and at which locations.
• An evaluation of conductor self-damping properties based on real out-
door measurements, using a new type of monitoring device, able to
perform continuous measurement on power lines (chapter 3). Unlike
laboratory tests, such on-site measurements permit to take into ac-
count e.g. the effect of span ends, the spatial and time fluctuations in
wind, leading to a more realistic vibration risk assessment.
• A study of the vibratory pattern associated to the failure of a conduc-
tor wire1 (chapter 4). If not detected early, the presence of conductor
fatigue may eventually lead to the failure of some conductor wires.
This chapter investigates the possibility to detect such an event and
eventually to use it as a fatigue indicator.
The third part of the thesis gathers modelling studies, starting with a
few basic model validations (chapter 5), which permit to understand some
interesting phenomena observed experimentally and to highlight the pres-
ence of amplitude fluctuations in the computed time response. The latter
are believed to be linked to tension fluctuations. The hypothesis is further
developed in chapter 6, comparing the results of constant versus variable
1Overhead power line conductors are made out of “twisted” (“stranded”) wires
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tension models and discussing the potential impact of tension fluctuations,
when the vibrational behaviour of a real line is being extrapolated from tests
performed on laboratory test spans. The modelling part ends up with the
mining of experimental curves measured at University of Lie`ge by A. Go-
dinas [28] (chapter7). Once this input has been adequately processed, the
followings have been achieved,
• A formula to compute the self damping per unit length within the
conductor has been deduced. The predicted self damping values are
consistent with those deduced from the literature, using more compli-
cated measurement techniques,
• The parameters of an equivalent viscoelastic material have been de-
duced. Once implemented within a non-linear beam element, it per-
mits to model both the conductor variable bending stiffness and self
damping properties,
• A new method is proposed to measure the conductor self damping
properties. The required test set-up is the one used by Godinas. The
proposed method is much simpler than others already published in the
literature in the sense that: the load can be applied quasi-statically,
only a limited number of measurements is required, the test set-up is
simple, simple to operate, less expensive than others... The perspective
shown by this work is the following: knowing the conductor properties
and the shape of some moment versus curvature cycles, the proposed
formula would permit to estimate the conductor self damping in any
kind of aeolian vibration without any dynamic testing.
In the last and fourth part of this chapter, the modelling results have
been compared to experimental ones. To be more precise, the compatibility
between the conductor variable bending stiffness deduced in chapter 7 and
other results either published in the literature or measured by the author
is checked in chapter 8. Then, chapter 9 illustrates the difficulties faced
to reproduce resonance conditions on an experimental test bench. Some of
them could be due to tension fluctuations. Last, in chapter 10, an energy
balance is used to figure the order of magnitude of the self-damping due to
non linearities.
Abstract
Le point commun qui unit les chapitres de cette the`se est le souci des vibra-
tions e´oliennes. Aux endroits ou` le mouvement des conducteurs de lignes
ae´riennes est entrave´, la pre´sence de vibrations e´oliennes peut engendrer un
autre phe´nome`ne, appele´ “fatigue des conducteurs”, et pouvant occasionner
d’importants de´gaˆts.
La premie`re partie du document est consacre´e a` une pre´sentation des
concepts de base lie´s a` la fatigue des conducteurs et aux vibrations e´oliennes,
aux outils permettant de mode´liser ces phe´nome`nes ou de les quantifier, ainsi
qu’aux mesures “curatives”, permettant d’e´viter ce phe´nome`ne ou de limiter
son impact.
Dans la seconde partie, une se´rie d’e´tudes expe´rimentales sont relate´es:
• Une e´tude comparative des indicateurs usuels de fatigue, base´e sur
des mesures effectue´es sur une porte´e de laboratoire de 63.5m de long
(chapitre 2). L’objectif de cette e´tude e´tant de mieux comprendre com-
ment re´aliser une analyse de risque vibratoire correcte, par exemple
en sachant a` quelles mesures proce´der, et a` quels endroits.
• Une e´tude des proprie´te´s d’auto-amortissement de conducteurs, base´e
sur des mesures re´alise´es sur de vraies porte´es, en environnement
exte´rieur (chapitre 3). Les mesures ont e´te´ re´colte´es a` l’aide d’un
nouveau type d’appareil, capable d’effectuer des mesures en continu
sur des lignes ae´riennes. Contrairement aux essais re´alise´s en labo-
ratoire, les mesures sur site permettent de prendre en compte entre
autres l’effet des extre´mite´s de porte´e sur les vibrations, les fluctua-
tions temporelle et spatiale de vent, ce qui conduit a` une estimation
plus re´aliste du risque vibratoire.
• Une e´tude de la signature vibratoire associe´e a` une rupture de brin 2.
Si le phe´nome`ne de fatigue n’est pas de´tecte´ a` temps, celui-ci peut con-
duire a` la rupture de brins et meˆme du conducteur. Dans le chapitre
4, la possibilite´ d’arriver a` de´tecter les ruptures de brins est e´tudie´e,
avec en point de mire son utilisation comme indicateur de fatigue.
2Les conducteurs de lignes e´lectriques ae´riennes sont constitue´s de brins toronne´s.
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La troisie`me partie du document rassemble diffe´rents re´sultats de mode´lisation,
qui permettent de comprendre certains phe´nome`nes observe´s expe´rimentalement,
et de mettre en e´vidence la pre´sence de fluctuations d’amplitudes dans la
re´ponse du conducteur (chapitre 5). Le document prend pour the`se que ce
sont des variations de traction qui ge´ne`rent ces fluctuations. La the`se est
de´veloppe´e plus en de´tails dans le chapitre 6, ou` les re´sultats de simulations
a` traction variable et constante sont compare´s. Ce chapitre discute aussi
l’impact potentiel des fluctuations de traction, lorsque des re´sultats d’essais
re´alise´s sur de courtes porte´es de laboratoire sont extrapole´s pour pre´dire
le comportement de lignes re´elles. La partie “mode´lisation” s’ache`ve sur
l’exploitation de courbes expre´rimentales mesure´es a` l’ULg par A. Godinas
(chapitre 7). Une fois ces donne´es traite´es de manie`re ade´quate, les re´sultats
suivants ont e´te´ obtenus:
• Une formule pour calculer la puissance dissipe´e par unite´ de longueur
dans les conducteurs a pu eˆtre de´duite. Les valeurs fournies par la
formule sont cohe´rentes avec celles de´duites de la litte´rature, qui se
basent sur des techniques de mesure plus complexes.
• Les parame`tres d’un mode`le de mate´riau viscoe´lastique e´quivalent au
conducteur ont pu eˆtre de´duits. Une fois ce mate´riau introduit dans
un e´le´ment de poutre non line´aire, il devrait permettre de mode´liser a`
la fois l’amortissement et la rigidite´ en flexion variable du conducteur.
• Une nouvelle me´thode est propose´e pour mesurer les proprie´te´s d’auto
amortissement des conducteurs, utilisant le dispositif d’essais de Go-
dinas. La me´thode propose´e est beaucoup plus simple que d’autres,
dans le sens ou` les essais peuvent eˆtre re´alise´s de manie`re quasi statique
(les autres me´thodes requie`rent des essais dynamiques), le dispositif
d’essais est simple, simple a` manipuler, moins cher que d’autres... La
perspective offerte par cette nouvelle me´thode est la suivante: connais-
sant les caracte´ristiques du conducteur et quelques courbes moment en
fonction de la courbure, l’auto amortissement du conducteur soumis
a` n’importe quelle amplitude ou fre´quence de vibration e´olienne de-
vrait pouvoir eˆtre estime´ par la formule sans devoir re´aliser d’essais
dynamiques.
Dans la dernie`re et quatrie`me partie de la the`se, les re´sultats obtenus
par mode´lisation sont compare´s a` d’autres re´sultats expe´rimentaux.
De manie`re plus pre´cise, la compatibilite´ entre la rigidite´ en flex-
ion variable de´duite au chapitre 8 et d’autres re´sultats publie´s est
ve´rifie´e. Dans le chapitre 9, les difficulte´s de re´aliser l’ajustement en-
tre fre´quence d’excitation et de re´sonance au laboratoire sont illustre´es.
Certaines de ces difficulte´es pourraient eˆtre attribue´es aux variations
de traction. Pour finir, au chapitre 10, un bilan e´nerge´tique est utilise´
pour estimer l’ordre de grandeur de la puissance dissipe´e par les non-
line´arite´s.
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List of symbols
Symbol Description S.I. Unit
A Antinode single-peak amplitude of vibration [m]
A A = β(C⋆N)
1/2−δ [kgm2/s2]
β Angle through which the conductor is bent
β Self damping parameter [kgm2/s2]
c Damping coefficient [Ns/m2]
c Friction parameter (Coulomb model)
cm Mass proportional damping coefficient
ck Stiffness proportional damping coefficient
C Damping coefficient or matrix [Ns/m]

















E Young’s modulus of elasticity [N/m2]






H Horizontal component of conductor tension [N ]
I Area moment of inertia [m4]
k Factor used in the power law
K Stiffness matrix [N/m]
l Exponent of the power law
L Span length [m]
L Length base quantity (Dimensional analysis)
λ Wave length [m]
M Bending moment [N.m]
1
Symbol Description S.I. Unit
M Mass matrix [kg]
M Mass base quantity (Dimensional analysis)
ml Conductor mass per unit length [kg/m]
m Exponent of the power law
µ Single-to-peak amplitude at the excitation point [m]
n Cycles of vibration
n Exponent of the power law
nwires Number of wires
N Number of cycles or number of samples






P Power per unit length [W/m]
Φ Phase shift




Sc Scrouton number [1]
σ Stress [N/m2]
T Tension [N ]
T Time base quantity (Dimensional analysis)
v Speed [m/s]
W Work, energy [J ]
w Weight per unit length [N/m]
ξ Coefficient [1]
y Vertical coordinate [m]
y0 Initial vertical coordinate [m]
ymax Antinode single-peak amplitude of vibration [m]
Yb or Yb2 Peak-to-peak bending amplitude [m]
measured at 89mm from the last point of contact
between the conductor and the clamp
Yb1 Peak-to-peak amplitude measured at [m]
44.5mm from the last point of contact
between the conductor and the clamp
Yb3 Peak-to-peak amplitude measured at [m]
178mm from the last point of contact
between the conductor and the clamp
ζ Loss factor [1]
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The common thread of this document is aeolian vibration of overhead power
lines. This phenomenon is characterized by vibration amplitudes of the or-
der of the cable diameter and frequencies ranging approximately from 3 to
200 Hz [25]. The focus will be drawn to conductor fatigue4, in particu-
lar to fatigue indicators, vibrational risk analysis, prediction of amplitudes,
conductor self damping... No fluid aspect will be dealt with.
The input material for the study consists in several experimental mea-
surements:
• Laboratory measurements performed at and supported by IREQ5,
• Continuous real outdoor span measurements performed by ULg using
a new monitoring device developed at the same University, named
“Ampacimon”,
• Laboratory measurements performed at GREMCA’s laboratory (Uni-
versite´ Laval, Quebec),
• Original laboratory measurements made by A. Godinas at ULg on 4
meter long cable samples, which have not been exploited yet.
The analysis of these tests has led the author to propose a new non-linear
model for overhead power line conductors, based on an existing non-linear
beam finite element code and able to deal with both the variable bending
stiffness and self damping properties of a conductor. Using a viscoelastic ma-
terial with adequate parameter values, the moment versus curvature hystere-
sis curves observed experimentally can be accurately reproduced (the area
within the hysteresis represents the conductor self damping and the slope of
the hysteresis its variable bending stiffness). All non-linear effects due e.g.
to changes in tension are automatically coped with via the non-linearity of
the finite element software itself.
4The presence of aeolian vibration may result in another phenomenon called “fatigue of
overhead conductors”. The latter being responsible for serious damage to overhead power
lines.
5IREQ: Institut de Recherche d’Hydro-Que´bec, www.Ireq.ca
5
This model will serve as a basis to interpret and discuss experimental re-
sults. Some energy balances will also be produced in order to better quantify
the different contributions to vibration amplitudes. Based on these devel-
opments, a new formulation for conductor self damping will be proposed,
which unlike others is based on the physics behind the phenomenon itself
and is dimensionally correct.
Last, some new laboratory and on-site test ideas will be suggested in







State of the art
1.1 When it all began
The first papers to address aeolian vibrations as a cause of fatigue of over-
head lines were written in the beginning of the twentieth century. The
Stockbridge damper, which is one of the first commercial devices to protect
overhead lines against the harmful effect of vibrations, appeared around
1925. Lots of developments linked to fatigue have followed and are still
ongoing, some of which are summarized in the next paragraphs.
1.2 Dangerous conditions and aeolian vibration
Dangerous conditions for conductor fatigue generally coincide with the pres-
ence of Aeolian vibration. Fatigue may also occur from vibration phenomena
called galloping or wake-induced vibration [25]. So-called Aeolian vibration
on power line conductors is limited to low amplitude high frequency vortex
shedding phenomena. Vortex shedding is characterized by vibration fre-
quencies in the approximate range of 3-200 Hz and by amplitudes that can
reach the conductor diameter for the lower range of frequencies [25].
As high frequencies are considered, it means that modal shapes have nu-
merous loops along the span. All modes of a power line span have frequencies
very close to each other, as the basic frequency is generally a fraction of Hz.
Aeolian vibration can occur on almost any transmission line and at any
time. Low turbulence wind will favour it [36]. Other parameters selected in
[5] to qualify the vulnerability to Aeolian vibration are Hw , the ratio between
the initial horizontal tensile load H and conductor weight per unit length
w and also LDm , the ratio of the product of span length L and conductor di-
ameter D to conductor mass m per unit length in the case of single damped
conductors.
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1.3 Fretting damage mechanisms
Dynamic stresses in a conductor are only partially due to bending. Since all
wires are tensioned, it generates pressure on the layers below. This pressure
results in friction during vibrations. At locations where the motion of the
conductor is restricted, the curvatures are maximum and some micro-slip
or even some sliding may occur. Due to the conductor cyclic motion, the
direction of micro-slip is continually reversed, which may lead to the genera-
tion of small cracks. Under small vibration amplitudes, the contact pressure
may stabilize them but under large amplitudes, some of them will further
propagate and eventually cause a wire failure. Strand failures will occur
where such singular conditions are created (where the conductor motion is
restrained), mainly at suspension clamps but also at a damper, marker or
spacer clamp [25]. Two fretting sub-cases are generally distinguished: fret-
ting wear and fretting fatigue [48] but Waterhouse for example splits fatigue
damage into three categories : fretting fatigue, fretting wear and fretting
corrosion [89, 90]. According to [94], wording “fretting wear” must be used
for surface movements induced by external vibration just as “fretting fa-
tigue” must be related to surface movements induced by a cyclic loading of
one of the two contacting parts. The development of long cracks is not re-
stricted to fretting fatigue, but occurs also in fretting wear, as demonstrated
by Vingsbo and Soderberg [88], Vincent et al. [87, 86, 93].
1.4 From friction between strands to damping
According to Hardy et al [38], most of the damping in the cable transversal
motion comes from the friction between strands which takes place at the
numerous wire contact interfaces. In other words, structural damping (de-
fined in appendix F according to [80]) plays a preponderant role in cable self
damping.
In 1985, Johnson derived an expression for the frictional dissipation per
cycle when two materials are in contact [44]. Note that the sliding and
therefore frictional damping between two materials in contact only occurs
when a certain curvature level is reached (see e.g. [65]). Using this contact
mechanics formulation as a basis, several authors have studied analytically
the conductor self damping behaviour. In 1998, Goudreau et al [29] derived
that the energy loss per vibration cycle is proportional to the cube of the
vibration amplitude, inversely proportional to the tension in the cable and
inversely proportional to the sixth power of wavelength. In 1999, Hardy et
al highlighted the importance of flexural self damping in vibrations [38]. In
2008, Rawlins derived an expression of frictional dissipation at the contacts
and extended it to a total dissipation per unit length of conductor [73]. The
accuracy of the analytical self damping estimation is limited by the hypothe-
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ses made and by the uncertainty associated to some input parameters such
as friction coefficients, specific self damping capacity of a material at a given
frequency, and also the tension in each wire (function of the load history and
the composition of the cable).
1.5 Calculation of idealized stresses
The term “idealized stress” is used because the conductor fatigue mecha-
nisms are so complex that the stress analysis has to be approximate. As an
example, which value of bending stiffness should be used to perform a stress
calculation? Also, it is difficult to deduce the stress state of a cable from
measurement. Therefore, the alternating stress computed at the topmost
fibre of a strand is generally chosen as an indicator of the stress state of a
cable [25]. In 1936, Sturm published a paper where some simplified formulae
to assess the stress in the vicinity of a clamp, and an analysis of the ways to
reduce the maximum stresses were shown [82]. Other authors followed up
with similar analyses ([58], [46], [76], [79], [12]). It is worth mentioning the
formulae that give conductor curvature at the clamp:
• As a function of the angle through which the conductor is bent at the
















It is interesting to note that the conductor tension does not appear in
the previous equation. This is due to the fact that the moment is the
product of tension times its lever arm and that those two parameters
vary in inverse proportion: the higher the tension, the sharper the
conductor emerges from the clamp and the smaller the lever arm (see
figure 1.1).












Figure 1.1: Angle through which the conductor is bent at the clamp by the vibration,
courtesy of EPRI [25]
This equation is well known as the Poffenberger-Swart formula [68].
The bending moment at the clamp can be obtained by multiplying the
conductor curvature by EI. The stress is then obtained by σ = MvI
(where v is half the diameter of the cable). Eventually, the formulae
to compute idealized alternating stress in the top surface of a strand


















e−px − 1 + pxYb (1.7)
The industry standard position to measure y is at x=89mm (3.5 inches)
[74] and, when measured at that position, its peak to peak value is
called Bending amplitude (Yb = 2y).
In 1997, K.O. Papailiou published a paper where a new model for the
variable bending stiffness of conductors is presented. In this model,




The residual life of a conductor is often determined as a function of some
measure of vibration intensity [25]. The usual vibration intensity indicators
are listed below:
• fymax , the product of frequency by the free loop (antinode) single-
peak amplitude of vibration ([54, 1, 42, 81]),
• β, the angle through which the conductor is bent at the clamp by the
vibration ([79, 7, 41]),
• Yb, the bending amplitude (amplitude of conductor relative to clamp,
measured a short distance, generally 89mm, from the last point of
contact between the conductor and the clamp [83, 74, 45, 13]),
• ε, the dynamic strain in an outer-layer strand in the vicinity of the
clamp, ([92, 59])
Fatigue curves have been developed through tests on laboratory spans using
each of these parameters as the measure of vibration intensity.
According to [25], four problems arise in applying such fatigue curves in
order to assess vibration of field spans.
• One is that (talking about fymax, β, ε) “The parameter expressing vi-
bration intensity may be inconvenient to measure reliably in the field”
and (talking about fymax) “does not do justice to the complicated
behaviour found there”. Let us review those two arguments, with an
engineer and pragmatic point of view. With a monitoring device able
to measure the conductor accelerations, provided its position in the
span is known, it should be possible to deduce fymax accurately using
the wave propagation theory. Considering the second argument, it is
true that fymax does not reflect the interstrand fretting fatigue mech-
anism at the clamp, but indeed, which information is needed? An
engineer who is in charge of the maintenance of transmission assets
probably wants to know whether a line is at risk or not and whether
remedial actions are needed. In this case, fymax is an image of the
fatigue risk on a span. If in-span free-loop amplitudes are small, then
the amplitudes in the vicinity of a clamped device will generally be
small. The opposite is not true: the amplitude measured at a sus-
pension span, where an armour rod may be installed, often behind a
vibration damper will not necessarily reflect in-span amplitudes. Also,
clamped devices will often be installed in-span (a spacer for example).
Therefore, an analysis solely based on the measurement of Yb at the
span ends may fail to detect some vibration risks: Yb must therefore
be measured at any location where the conductor motion is restrained.
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• The second problem is that “vibration fatigue tests data are only avail-
able for a small fraction of the conductor sizes and types that are in
use, and such data are expensive to acquire. Since none of the above
parameters is simply related to the fatigue-initiating stresses, results
from tests on one conductor size are not necessarily applicable to oth-
ers”.
• The third problem is that “fatigue tests have to be performed with a
particular clamp” and it has been found that different types of clamps
may yield to quite different fatigue test results.
• Finally, the fourth problem arises when field vibration amplitude is
not a constant, “while available fatigue tests are performed keeping
the selected amplitude parameter constant”.
1.7 Modelling of conductors and its limits
The models which are currently used to model aeolian vibrations are based
on the energy balance principle, which states that “the steady-state ampli-
tude of a conductor due to Aeolian vibration is that for which the energy
dissipated by the conductor and other devices used for its support and pro-
tection equals the energy input from the wind” [25]. The models based on
this principle are simple, but are not able to take into account the reality, e.g.
the excitation of several frequencies and the variation of wind in time and
space. An improvement to the basic energy balance principle is to take into
account a turbulent wind through a reduced wind power input [61, 19, 70].
However, this aspect of the problem has not been fully resolved yet and
research is still going on. Research is ongoing also on more sophisticated
models. These models can be either in time domain [18] or in frequency
domain [61]. The target is to be able to model wind variation in space and
time and to have a more realistic model of vortex shedding. There are still
lots of work to do before those models are ready.
1.8 Usual check up
Most utilities, before stringing their lines or sometimes afterwards, face the
difficulty of evaluating the vibration behaviour of a given power line. The
difficulty mainly lies in choosing an appropriate stringing tension and eval-
uating the number of dampers needed (or not needed) to prevent vibration
damage and obtain an appropriate lifetime. In order to use the energy bal-
ance principle, both a wind power input estimation and an estimation of
the power dissipated by the conductor are needed. Conductor self damping
and the wind power input are data very difficult to obtain (and indeed very
strategic ones to evaluate lifetime based on calculations only). In absence
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of data, literature provides values for wind power input and conductor self
damping based on laboratory [25, 38], and wind tunnel testing [72]. In the
past, it was both expensive and time consuming to perform tests in a labo-
ratory or on a real span to collect representative information on conductor
behaviour. In the coming years, the arrival of new commercial energetically
autonomous vibration monitoring devices might make field measurements
more common, accessible and easy. This should lead to more realistic stud-
ies: actual conditions may be quite different from the cases observed in
laboratory as long spans are used, fixtures are very different from one case
to another and cable behaviour may vary significantly. An on-site mea-
surement may give access to actual maximum amplitude for each of the
frequencies after a certain time of observation (see chapter 3). On another
side, the maximum observed amplitude may then be used to tune the en-
ergy balance either thanks to the wind power input or the self damping (see
section 3.3).
1.9 Non dimensional numbers related to self damp-
ing
Several authors commonly use the Scruton number in publications related
to vibrations of cylindrical structures. This number is a dimensionless com-
bination of variables and gives an image of the damping of the structure.
Let us first define the following dimensional variables:
• ml, the cylinder mass per unit length [kg/m],
• ρ, the fluid density [kg/m3],
• d the cylinder diameter [m],
• C the system structural damping coefficient[N ∗ sec/m],
• Cc the cylinder system critical damping coefficient [N ∗ sec/m],
The mass ratio and the structural damping ratio, which are dimensionless









Let δ be the logarithmic decrement, which characterizes the free decay
of a structure in time domain. In the field of overhead power lines, one can
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write δ = 2πζ (see section 1.10.2). Then the Scruton number Sc can be
defined as a combination of the two previous dimensionless variables:
Sc = δm⋆ (1.10)
Sc = 2πζm⋆ (1.11)
The Scruton number is therefore an image of the damping of the structure.
It is often used in lieu of the reduced damping or reduced decrement
δr = 2mδ/(ρd
2) (1.12)
1.10 Cable self damping measurement techniques
Different methods exist to measure conductor self-damping in laboratory:
the power method, the inverse standing wave ratio, the decay method [25].
These are described in documents published by IEEE and EPRI [63, 25].
Self damping measurements are performed in laboratory test spans which
length ranges from 30 to 90m. The conductor is held rigidly and strung
at the required tension between two very stiff blocks. An electrodynamic
shaker excites the conductor at one of its resonance frequencies. An example
of such test span arrangement can be seen in figure 2.1.
These tests are carried out at different tension levels in order to account
for the impact of tension on the interstrand friction zones. The results are
corrected in order to subtract the self damping coming from the interaction
between the vibrating cable and still air. Most of the time, these measure-
ments are performed with the Inverse StandingWave Ratio method (denoted
ISWR), with which it is possible to separate the contribution of “in-span”
and “span end” losses. Other methods are the power Method and the decay
method. All three methods are described hereafter.
1.10.1 The power method
The power method states that the energy introduced in the span by the
shaker is entirely dissipated within the conductor ([25], formula 2.3-9):
Win =Wdiss = πFµ sin(Φ) (1.13)
where Φ is the phase between the excitation force and the displacement, and
F and µ represent the amplitudes of respectively the excitation force and
displacement.
Note: formula 1.13 can be deduced from the general expression of external
work given in chapter 13 of [56] : WE =
∫∆
0 F
td∆t, where both F t (the
external force) and ∆t (the corresponding displacement) are a function of
time. The integral value represents the area within the curve of force versus
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displacement at the location of the excitation (both quantities are harmonic
functions, with a phase shift equal to Φ) .
Let us assume the excitation corresponds to the kth eigen frequency of





where L is the span length.
Let Wk,max be the maximum kinetic energy of the cable. Assuming a
modal decomposition of the vibration (with a single contribution from the
excited mode), the position of the cable as a function of time y(x, t) satisfies:




where Ak is the single-peak antinode amplitude of vibration of the kth
mode.






















(which is identical to the expression of maximum kinetic energy given in
[25], equation 2.3-11).
The damping is often expressed via the following non-dimensional damp-





Applying the power method, one must keep in mind that extraneous
dissipation sources (e.g. external sources of damping and end damping) are
included in the measurements [25].
1.10.2 The decay method
In the decay method, the cable is forced to vibrate at one of its eigen fre-
quencies, the kth one for example. Then the excitation is stopped and the
decay of the cable studied [25]. If Xk,i is the amplitude of motion during the
decay cycle i (the abscissa where Xk,i is measured does not really matter,
provided the measurement is performed at the sample place from one cycle




ζk ≪ 1 (which is the case for overhead power lines, where ζk has an order
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This second method requires the excitation to be stopped properly so
that the shaker is perfectly disconnected from the cable and that no un-
wanted impulse is induced [25]. It also has the disadvantage of including
extraneous losses like end damping in the measurements.
1.10.3 The ISWR method
The third method, called ISWR requires the amplitudes of vibration at some
nodes to be measured as well as an amplitude at an antinode. The method
is derived from the work of Tompkins et al [85] and is based on the principle
that if there were no dissipation within the cable, no motion at nodes would
occur (because incident and reflecting waves are equal). The motion that
occurs at vibration“nodes” hence reflects the damping within the conductor.
The amplitudes at vibration “nodes” are small (a few micrometers), which
makes their measurement difficult. Let us suppose the span is vibrating at





where ak,i is the single amplitude of vibration in a node and Ak that at a
vibration antinode. From an electromechanical analogy, Tompkins derived







with Vk = ωkAk
The power dissipated between nodes i and j distant of nv half-wave
lengths is equal to
Pk = Pk,i − Pk,j (1.21)





From the definition of the maximum kinetic energy of a cable on the one
hand and the expression of frequencies of a string, it can be deduced that






Provided the amplitudes of vibration at nodes can be measured ade-
quately, the ISWR method permits to withdraw the contribution of span
ends and external devices and to consider only the energy dissipation which
takes place within the portion of cable under study only.
1.11 Experimental self damping power law and
similarity law
The power dissipated per unit length of conductor is often expressed empir-






Where Pdiss is the self damping power per unit length [W/m], k is a
proportionality factor depending on cable data, ymax is the antinode zero to
peak amplitude [m], f the frequency [Hz] and T the tension in the conductor
[kN]. The exponents l, m, n may vary significantly but are generally in the
range given in table 1.1. Let d [mm] and RTS [kN] be respectively the






and is close to 1.5 or 2 for classical conductor material and cross section in
SI system [24]. In 1998, a Cigre´ working group collected information on the
coefficient found experimentally by different laboratories around the world
[84].






In [25], the following interesting comment is given: the exponents vary
significantly according to the measurement method and the configuration of
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span ends. When the power method is used with span ends rigidly fixed,
the amplitude exponent is close to 2 and the frequency exponent close to 4.
When the ISWR or the power method with pivoted extremities is used, the
amplitude and frequency exponents are close to respectively 2.4-2.5 and 5.5.
Reminding the discussion of the previous paragraph, this difference is mainly
due to span end effects, which can not be withdrawn in the power method
with rigidly fixed ends. Self damping coefficients deduced from the ISWR
method and power method with pivoted ends therefore give a more accurate
value of the self damping which comes exclusively from the conductor.
A comparison of the self damping power computed using coefficients
deduced with the same method (ISWR), but by different authors will be
shown in chapter 3, section 3.1. It shows important scattering within the
results (the self damping values may differ by one order of magnitude).
As mentioned in the previous paragraph, the self damping characteristics
of a conductor will depend among others on the wire material (e.g. for a
given size and topology, the damping behaviour of an ACSR conductor will
be very different from an aluminium alloy conductor), and on the size of the
friction zones (and therefore on the size of the conductor and its amount
of layers). Self damping power laws are therefore established for one given
conductor, characterized by its material, number of wires, mass per unit
length... Since the tests required are expensive, one author has studied
the possibility to extrapolate the self damping laws to other conductors
from the same class and with a similar size. In 1997, Noiseux published
generalized similarity laws for near-field (near span ends) and free field (in
span) loss factors for ACSR conductors. Once self damping measurements
have been performed on a given ACSR conductor, these similarity laws
permit to predict self damping for other ACSR conductors with identical
constructions but different diameters [62].
1.12 The wind power input
Wind power input data is based on wind tunnel experiments made in the
air flow at different reduced velocities. Curves of power as a function of
ymax/d (single-peak amplitude/diameter ratio, denoted A/d in [25] and the
following figure) are then drawn from these test data. The maximum energy
input curve is finally determined by the envelope of all the curves.
The tests to evaluate the maximum energy input are made on rigid or
flexible cylinders, leading to different results, as can be seen in the following
figure. The curves representing the flexible cylinder tests are in [70, 8], while
others represent the rigid cylinder tests.
There are several characteristics of wind power input and of the method
used to obtain relative curves which are worth being mentioned in the
present report. The initiation of aeolian vibrations occurs when the ve-
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Figure 1.2: Wind power input curves measured for different reduced velocities, courtesy
from EPRI (A is the peak-to-peak displacement/2) [25]
Figure 1.3: Maximum wind power input coefficient in case of a single conductor, A is
the peak-to-peak displacement (courtesy from[25], based on [8])
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locity of the incoming flow is such that the frequency of the vortices shed
in the wake of the conductor approaches a modal frequency of the span.
Such a velocity is called onset velocity in the literature [25]. The shedding





where St is the Strouhal number, v is the fluid speed [m/s] and d the
diameter of the cylinder which is plunged into the flow [m]. The Strouhal
number may be function of three criteria:
• the Reynolds number (Re) 1
• the relative surface roughness,
• the aspect ratio.
The effect of the two latter criteria can be considered as small for overhead
conductors. Thus the vortex shedding phenomenon can be considered as
“governed” by two non-dimensional numbers: the Strouhal number and the
Reynolds number. In the range of Reynold’s number of interest for aeolian
vibrations (350 < Re < 35000), the value of the Strouhal number is almost
constant and approximately equal to 0.18 [25]. Once aeolian vibrations
are installed, in other words for larger amplitudes of vibrations, the vortex
shedding frequency may be “locked” by the vibration of the cylinder and
aeolian vibration may continue to exist even if the velocity of the incoming
flow is slightly changed. Experimentally, it was possible to maintain aeolian
vibrations with wind velocities comprised between 90% and 130% of the
onset velocity. This phenomenon is called lock-in and has an impact on the
method used to deduce wind power input curves. In order to plot wind power
input curves, several reduced velocities2 are considered. Only the maximum
values obtained for different reduced velocities are eventually retained to
plot wind power input curves. Also, both the oscillation amplitudes and
the wind power input show a hysteresis: depending on the initial conditions
of excitation, the wake flow pattern can either be a 2P or 2S mode3 which
results in two branches in the wind power input curves [8].
The turbulence of the incoming flow is another parameter which will
influence the value of the power imparted by wind to a vibrating conductor.
The lower the turbulence, the higher the wind power that can be imparted
1Let v be the flow velocity [m/s], ν the kinematic viscosity of the fluid (m2/s) and d
the conductor diameter [m]. The Reynold’s number is given by the ratio V d
ν
.
2a reduced velocity is the ratio of flow velocity on the Strouhal onset velocity
3The name of the shedding mode “2P” or “2S” comes from the pattern in the wake of
the conductor which can be characterized either by the shedding of two pairs of vortices
(2P mode) or two single vortices (2S mode) per cycle of oscillation
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to the conductor. Rawlins has published a paper where a model is proposed
in order to take into account the turbulence of wind [72].
1.13 Analysis of a span with (a) damper(s)
In 2005, Cigre´ working group 11 issued a report on Modelling of aeolian
vibration of a single conductor plus damper [4]. Other useful information on
this topic may be found in [25]. The question which needs to be answered by
grid owners is the following: “How much damping needs to be introduced in
the overhead power lines in order to keep them safe from vibration damage”.
To answer this question, several approaches are described in the literature,
depending on the possibility to feed the analysis with experimental data.
The first step of the procedure is to assess the damping efficiency of the
cable plus damper system. Here is how this first step is performed:
• If the damper can not be tested, the first step is to build a model
of this equipment. Then the mode shapes of the span plus damper
system need to be computed so that a modal solution for the equation
of motion can be sought.
• If the frequency response of the vibration damper is known (e.g. if
a test on a vibration shaker has already been performed), this input
can be introduced in the span model under the form of an equivalent
transmitted force. In such a case, the model must be able to simulate
the span distortion caused by the damper presence,
• If it is possible to perform self damping laboratory tests of the ca-
ble+damper system, then the power dissipated by the damper will be
measured at different frequencies of interest for aeolian vibrations and
at different amplitudes.
Then, the second step is to estimate the vibration amplitudes which
can be expected on-site. Once again, field recordings will provide the most
appropriate and complete answer to this question. In their absence, the
amplitudes will be estimated thanks to the Energy Balance Principle EBP.
The wind power input information can be either modelled (e.g. using [72]),
or (advantageously) measured on-site.
The last step is to perform a vibration risk diagnosis. In case the inci-
dence level of fatigue is unacceptable, more damping needs to be introduced
and the analysis restarted.
C.B. Rawlins has investigated the vibration damping on long spans [69],
characterized by non sine shaped modes and variable loop amplitude along
the span. His conclusions mention that the effect of the great length of the
span is to reduce the amount of damping needed by 10 % for overland spans
and by 25% for span crossings.
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1.14 Cigre´ recommendations
In 1950, a first report was presented by the members of the group “Cigre´
Comite´ d’e´tudes 6” [16]. The conclusion of this first report was that an
adequate conception of clamps should prevent vibration damage. Ten years
later, another report was published, based on the statistical analysis of the
conductor mechanical tension [17]. The concept of Everyday Stress (EDS)
was introduced, which is the stress in the conductor, expressed as a percent-
age of its tensile strength, at his average temperature and without (mechan-
ical) overload. A maximum EDS was recommended. Nevertheless, failures
happened even if the EDS value was very low, e.g. < 15%. This is due to
the fact that fatigue depends on several other parameters than EDS (topog-
raphy, turbulence of wind, type of clamps, manufacturing of the line). Cigre´
researches posterior to 1960 (mainly those based on conductor self damp-
ing) have shown that the ratio of horizontal tension load and the conductor
weight per unit length (H/w) was probably a more appropriate parameter
than EDS. In 2005, Cigre´ 22.1, TF4 recommended the H/w values present
in figure 1.4 [5].
Figure 1.4: Recommended Safe Design H/w values for single unprotected conductors,
Cigre´ 22.11 TF4 2005
For damped single conductor, the same working group proposes a new
parameter for rating the protective capabilities of dampers [4]. This pa-
rameter is LD√
Hm
(L is the span length, D the conductor diameter, H the
horizontal tension and m the mass of conductor per unit length). Since
H
w is a commonly used parameter, Cigre´ then decided to simplify the two
parameters LD√
Hm
and H/m in Ldm and H/w. Figure 1.5 shows the design
recommendations of Cigre´ working group 22.11, TF4, 2005. Four sets of
curves are presented. Each one is associated to a certain type of terrain
category described in the legend.
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Figure 1.5: Recommended safe design tension for single conductor lines. H: initial hori-
zontal tension; w: conductor weight per unit length, L: actual span length, D: Conductor
diameter and m: conductor mass per unit length [5].
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1.15 Vibration recorders
Most existing vibration recorders try to measure the bending amplitude of
conductors. Vibration recorders designed to measure antinode amplitude
are quite recent.
Let us first review the bending amplitude recorders. The oldest bend-
ing amplitude recorders are analog devices such as Ontario Hydro recorder
(1963). Those devices, developed by Edwards and Boyd [22] contained a
clock and were timed to obtain one second recording every 15 minutes. The
autonomy of this instrument was about 3 weeks and it was necessary to
take it off the line to get the recorded data. Other analog bending ampli-
tude recorders are HILDA and Sistemel.
Digital recorders are micro-processor based, battery-powered, with a
memory in which the data are stored under a digital form. Examples of such
devices are Vibrec, Pavica, Scolar III and Ribe LVR vibration recorder. The
autonomy of these devices is of the order of a few months. The weight of
these instruments ranges from 0.5kg (Pavica) to 3.1kg for Scolar III ( but
6.1kg with standard fittings) [3]. Since these devices are battery powered,
in order to spare energy, these devices are only able to perform intermit-
tent measurements. According to [3], Scolar III can be set up for 1 to 4
seconds every 10 minutes and in general, vibration recorders perform ten
seconds recordings every fifteen minutes. Then, the recorders have to per-
form a data reduction because of storage limitations. The frequency and the
amplitude of the vibration cycles are measured by suitable algorithms and
stored in a memory matrix according to the procedure suggested by IEEE
[74]. The Pavica and Scolar III recorders store the highest amplitude and the
average frequency of any sample period. Other recorders like Vibrec400 and
Ribe LVR store amplitude and frequency of each individual cycle recorder
in the sample period. In paper [3], U. Cosmai stresses that the results ob-
tained with these two procedures can be rather different. In the frame of
this thesis, it is also stressed that lots of information is lost when vibrations
are recorded only for a few seconds every 10-15 minutes. The occurrence of
vibration at a given location is far from obvious. In 2003, University of Lie`ge
started a project (named Ampacimon) with the aim to conceive a vibration
monitoring device. The particularity of this device is that for the first time,
the device is installed in-span, is energetically autonomous and is able to
perform continuous vibration measurement.
1.16 Fatigue curves obtained in laboratory
Fatigue curves are generally established relative to fymax or to bending
amplitude. The idealized dynamic stress can be calculated using equation
(1.)6 or (1.7). Examples of such fatigue curves drawn at constant amplitude
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with conductors supported by rigid ends can be found in [25]. Let us consider
fatigue curves relative to fymax. One of these is shown in figure (1.6),
relative to fymax. Most data used to plot these figures come from Alcoa
and Gremca laboratories.
Figure 1.6: Fatigue tests of three-layer ACSR, courtesy from EPRI [EPRI2006].
The number of cycles N leading to a first strand failure at a given ampli-
tude shows a wide scattering rather than a “well defined fatigue curve” [25]
(chapter 3). Having examined several of those fatigue curves, the authors
of that chapter noticed that:
• Given a conductor and its supporting clamp, the level of tension in
the conductor seems to have little effect on the fatigue curve,
• Given a conductor and its supporting clamp, the number of layers
appears to have some influence on the fatigue curve,
• The σa-N relationship is relatively insensitive to clamp contour.
In case there is no S-N (stress S depending on the number N of cycles to
failure) available for a certain conductor, the Cigre´ safe border line can be
used. This curve is derived from various laboratory fatigue measurements.
It represents the conservative lower limit of the permissible number of cy-
cles at various stress levels. It is applicable for commonly used aluminium,
aluminium alloy and multi-layer ACSR conductors and all types of clamps.





where σbf is the dynamic limit stress in N/mm
2, N the number of cycles
until failure, C = 450 and z = −0.2 for N ≤ 2 ∗ 107 and C = 263 and
z = −0.17 for N ≥ 2 ∗ 107 [91].
Figure 1.7: Cigre´ safe border line
1.17 Cumulated damage from constant amplitude
to variable amplitude and frequency
As explained in the previous section, fatigue curves are drawn from lab-
oratory tests, considering constant amplitude of vibration. In reality, the
conductor will undergo variable amplitudes of vibration. To go from the
constant to variable amplitude situation, the usual approach is to consider
a “cumulated damage law”. One of the simplest cumulated damage law is
the Palmgren-Miner one, often denoted Miner’s law. Assuming a conductor
specimen to be subjected to k stress amplitude levels σi, this rule consists









• ni is the number of cycles at stress amplitude i,
• Ni is the number of cycles to failure if the specimen was subjected to
constant amplitude level i.
According to Miner’s rule, the failure occurs for D = Df = 1 (Df is the
damage at failure). Nevertheless, one should be aware that Miner’s law has
two limitations, which have been proven by tests [77]:
• The sequence of occurrence of amplitudes (i.e.: the load history) is not
taken into account in the previous law,
• The impact of amplitudes below the endurance limit is not taken into
account (for N approaching infinity).
Improvements to this damage law have been proposed in [77], but Miner’s
rule still remains used because of its simplicity. Its validity for conductor
fatigue has been tested to some extent (see for example [30, 31]). In [10],
a study of the value of the damage parameter is reported. It appears that
Df is not a constant but rather follows a statistical distribution and extends
over at least a 3:1 range. The use of Miner’s law has been recommended by
Cigre´, but with the remark that the critical value of Df (damage at failure)
may vary from 0.5 to 2. If D = 0.5, life time is divided by 2 compared to
D = 1, and if D = 2, life time is multiplied by 2 compared to D = 1.
1.18 Estimation of conductor lifetime
In [47], one can find a complete description and an example of the procedure
to assess a conductor lifetime. This procedure comprises uncertainties and
approximations.
First, if the “load history” comes from an old type of vibration recorder,
as explained in the paragraph devoted to these devices, because of energy
savings, these devices only perform a few seconds of vibration measurements
every 10 to 15 minutes. Out of these few seconds of records, one amplitude
is saved in memory. Lots of information may then be lost on the real “load
history”. The recordings may not represent the real conditions. With new
energetically autonomous devices, continuous measurement is possible [53].
Second, as mentioned by [20], the local terrain affects the severity of
vibration. Even if there has been no systematic study of the variability of
vibration severity structure-to-structure in any line, the exposure to fatigue
probably varies span-to-span. Choosing a single test structure means taking
a single sample out of a population of structures having varied exposure to
damage. This should be taken into account when doing a fatigue analysis.
Third, it has also been shown by [23] that the behaviour of the different
phases at the same tower can be different.
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In the fourth place, the severity of vibration varies with weather condi-
tions, on an hourly and daily basis and as seasons go by [67]. A full year of
record should be preferred to account for these seasonal effects [20].
In the fifth place, the recorder, by its presence, can change the variable
that is being recorded. The mass of the instrument alters the inertial prop-
erties of the support where it is attached. In some cases, a resonance can
occur that results in amplification of amplitudes at some frequencies and
reduction at others [78, 11, 34, 40].
In the sixth place, the intensity of vibration displays variations in the
form of beats. This beating pattern exists because more than one vibration
mode may be excited at the same time. All these aspects complicate the
problem of interpreting recorded data by means of laboratory data on the
fatigue characteristics of conductors [20].
Last, as mentioned in one of the previous sections, fatigue curves are
obtained with tests run at constant amplitude. The problem is convention-
ally dealt with through Miner’s rule which also has its limitations: both the
sequence of occurrence of amplitudes and amplitudes under the endurance
limit are not taken into account (see section 1.13). Moreover, the parameter
of damage at failure is not a constant and extends over a at least a 3:1 range.







Evaluation of power line
cable fatigue parameters
based on measurements on a
laboratory cable test span
2.1 Introduction
The present chapter describes experiments carried out on IREQ’s 1 labora-
tory cable test bench by Suzanne Gue´rard (ULg), Roger Paquette, Martin
Gravel and Jacques Poirier (IREQ), under the supervision of Pierre Van
Dyke (IREQ). Test span arrangement is a 63.15m cable span with termi-
nation ends designed to minimize energy dissipation. A shaker provides
a vertical alternating force to the conductor. During the experiments, a
maximum of information on mode shape is collected: location of nodes,
antinodes, relative displacement at 44.5, 89, and 178mm from the last point
of contact with the metallic clamp. Several configurations are studied: span
equipped with a homogeneous steel cable, span equipped with an ACSR 2
Crow conductor, sometimes in combination with other equipments such as
a vibration damper or a local mass, to investigate how the presence of such
devices impacts conductor vibrations. It results from these experiments an
interesting comparison of two widely used fatigue indicators, the relative dis-
placement Yb (also called “bending amplitude”)
3 and fymax (the product
1IREQ: Institut de Recherche d’ Hydro-Que´bec, www.Ireq.ca
2Aluminium Conductor Steel Reinforced
3Peak-to-peak displacement of conductor relative to the clamp, generally measured at
89mm from the last point of contact between the conductor and the metallic clamp. In this
chapter, Yb1, Yb2 (= Yb) and Yb3 stand for relative displacement measured respectively at
44.5, 89 and 178mm from the last point of contact between the conductor and the metallic
clamp
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of antinode amplitude of vibration by frequency).
Recognized vibration intensity indicators are the product of antinode
amplitude of vibration by frequency (fymax) [1, 7, 13], angle through which
the conductor is bent at the clamp [42, 74, 45], relative displacement (Yb) [59,
79, 81] and dynamic strain at the surface of an outer-layer strand (usually
measured at the top of conductor [43]) in the vicinity of the clamp [83, 92].
Fatigue curves may be obtained through tests on laboratory spans using
any of those parameters as the measure of vibration intensity, but it is more
common to see fatigue curves drawn as a function of relative displacement,
fymax or an equivalent idealized stress [25].
Among those vibration intensity indicators, relative displacement has
been used for field measurement for decades [74]. However, nowadays, new
technologies are being developed, which allow continuous antinode ampli-
tude monitoring. Given this context, it is interesting to investigate what
are the opportunities associated with real time field measurement of antin-
ode amplitude of vibration, in order to perform a vibration risk diagnosis
of a line. The tests performed on IREQ test span allow to compare rela-
tive displacement and fymax as vibration intensity indicators and to bring
interesting arguments in this discussion.
The tests performed also meet the following objectives:
• Collect all the required data to validate the modelling of a conductor
vibrating at its natural vibration modes,
• Improve the understanding of conductor behaviour at singularities
along the span where the impact of conductor bending stiffness is
particularly important. Examples of such singularities are suspension
clamps, spacer (damper)/damper clamps, aerial warning markers, real
time monitoring devices, etc..
• Improve the understanding of the interaction between parameters Yb
and fymax,
• Finally, collected data also enables the assessment of conductor self
damping.
2.2 Presentation of test equipment
A sketch of IREQ 63.15m long laboratory test span is shown in the figure 2.1.
The conductor is installed into rigid clamps which are part of an extremely
stiff concrete block embedded in the rock underground in order to minimize
end losses. Conductors are tensioned at least 24h before the beginning of
tests, in order to get a final tension value of approximately either 15 or 25%
of their RTS (rated tensile strength). An electrodynamic shaker located at
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1.69m from the anchoring block provides a vertical alternating force to the
conductor.
Figure 2.1: IREQ 63.15m long laboratory test span
Two cables have been tested: a ground cable (7 steel wires, diameter:
11.0mm, mass per unit length: 0.577kg/m, rated tensile strength (RTS):
86.7kN) and a Crow conductor (54 aluminium wires over 7 steel wires, di-
ameter: 26.3mm, mass per unit length: 1.369kg/m, RTS: 117.2kN). Other
equipments used during the tests include:
• A conventional saddle metal-to-metal suspension clamp, which was
installed on the span with a 5 inclination angle relative to horizontal
to reproduce the exit angle of the cable in a standard span length,
• An aeolian vibration damper developed by IREQ and commercialized
by Helix Uniforme Ltd [21]. Energy dissipation is obtained through
an elastomer articulation. The damper is installed at a distance of 1
m from the last point of contact with the clamp. Two non-contact
sensors measured the relative displacement of the conductor on each
side of the damper clamp, at 89mm from the last point of contact with
the conductor.
• A fake vibration damper, with the same geometry and located at the
same place as in the previous set-up, but without articulations and
thus no energy dissipation.
• A prototype of a real time monitoring device based on vibration mea-
surement. It consists of a micro system array in its aluminium housing.
The housing dimensions are 370mmx173mmx255mm and it is fixed on
the conductor with a metallic clamp on one side and an EPDM clamp
on the other side. The mass of this prototype is approximately 7kg.
During the tests, the position of the housing on the span was slightly
modified, but remained between 5 and 9m from the suspension clamp.
Two non-contact sensors, located at a distance of respectively 89mm
and 178mm from the metallic clamp recorded the conductor displace-
ment relative to the device.
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Figure 2.2: (a) Span end opposed to the shaker equipped with a rigid clamp embedded
in a concrete block; (b) Span end opposed to the shaker equipped with a suspension clamp;
(c) aeolian vibration damper ; (d-e) real time monitoring device; (f) non-contact sensors
located at 89 and 178mm from the last point of contact with the metallic clamp in order
to measure relative displacements
2.3 Experiments description
For each experiment, excitation frequency has been tuned so as to corre-
spond with one of the natural frequencies of vibration of the conductor and
the followings have been measured:
• Conductors excitation frequency.
• Antinode amplitude of vibration (using a Zimmer camera).
• Location and vibration amplitude of 4 nodes on the span (three nodes
located near the span end, and one node located near the shaker),
so as to deduce conductor self damping. The vibration amplitude of
nodes is measured with non-contact sensors.
• Conductor relative displacement, i.e. peak-to-peak displacement am-
plitude measured respectively at 44.5 (Yb1), 89 (Yb2, frequently simply
written Yb in the literature), and 178mm (Yb3) from the last point of
contact with the metallic clamp, using non-contact sensors.
• In case there is some equipment installed on the span, relative dis-
placements at 89mm (Yb or Yb2) and/or 44.5mm (Yb1), and/or 178mm
(Yb3) from the device’s clamp is measured.
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2.4 Analysis of the results
2.5 Relationship between Yb and fymax
A steel ground wire and Crow conductors have been tested at several eigen
frequencies, comprised respectively between 18 and 113Hz and between 7
and 62Hz. For each frequency, tests were repeated with three different am-
plitudes which corresponded to fymax values of 40, 80 and 160mm/s. Free-
loop amplitudes were measured, as well as “relative displacements” at 44.5,
89 and 178mm from the last point of contact with the clamp. The following
figures represent the evolution of the ratio Yb over fymax as a function of
frequency. As can be seen in these figures, for all cases without any partic-
ular in-span equipment, the ratio between Yb over fymax is almost constant
with frequency and close to:
• 0.0030s for steel cable equipped with a rigid clamp and tensioned at
25%RTS and for ACSR Crow conductor equipped with a suspension
clamp and tensioned at 15%RTS,
• 0.0023s for Crow ACSR conductor equipped with a rigid clamp, what-
ever its tension.
There is a considerable difference (superior to 20%) between the Yb/fymax
ratio of the Crow ACSR conductor as the span extremity changes from
suspension to rigid clamp.
The correlation coefficient between measured data and linear regression
is for all cases superior to 0.95, and most of the time very close to unity,
even when relative displacements are measured at a distance of 44.5mm or
178mm from the clamp. The ratio between Yb and fymax tends to decrease
slightly with an increase of fymax.
As could be expected, the situation is different when in-span devices
such as vibration dampers are installed. Figure 2.3 represents the evolution
of the ratio Yb measured at 89mm over fymax as a function of frequency for
three different configurations: A suspension clamp (figure 2.2 b) is installed
at the span end remote from the shaker and one aeolian vibration damper
(figure 2.2 c) is installed at a distance of 1m from the suspension clamp.
The conductor is tensioned at 24%RTS. Same set-up but with a fake (rigid)
aeolian vibration damper. Same set-up but with a real-time monitoring
device (figure 2.2 c) installed at 5 to 9m from the suspension clamp. One
can see in figure 2.3 that there is no obvious relationship between Yb and
fymax whenever some equipment which can be considered as an obstacle to
wave propagation is installed in the vicinity of the span end. The correlation
coefficients between measured data and a linear regression are low (lower
than 0.55), which means that amplitude near the clamp is no longer an
image of in-span amplitude (and vice versa).
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Figure 2.3: Evolution of the ratio of Yb over fymax as a function of frequency for
fymax = 40mm/s (top), fymax = 80mm/s (middle) and fymax = 160mm/s (bottom),
left column corresponds to no device installed in-span, right column corresponds to tests
with devices installed in-span
38
2.6 Influence of a suspension clamp on Yb mea-
sured near span end
When a suspension clamp is introduced at the extremity of the span opposed
to the shaker (to replace the rigid clamp visible in figure 2.2 a), an increase
of 30% in average of relative displacements measured at 89mm from the
last point of contact between conductor and clamp is obtained. This phe-
nomenon is illustrated in the following figure.
Figure 2.4: Relative displacements (measured at 89mm from the last point of contact
between conductor and suspension clamp) at span end with and without the presence of
a suspension clamp
This increase in relative displacement measured values is probably due
to the fact that with a suspension clamp, the mode shape begins slightly
further inside the clamp since the keeper is slightly shorter than the length
of the clamp in contact with the conductor. Moreover, there may be some
deformation of the saddle clamp itself since it is made of aluminium while the
rigid clamp which is thicker, made of steel, and held in place with eight bolts
is much more rigid. These results show that the last point of contact between
conductor and clamp may not be perfectly still and its behaviour may change
with amplitude and frequency. Moreover, while the suspension clamp is held
in place on the laboratory span end, in the field, a real suspension clamp may
rock at amplitudes depending on the mode excited in the adjacent spans.
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Therefore, the relationship between fymax and Yb is sometime difficult to
obtain and it may have an impact on damage and residual lifetime estimation
with fatigue curves and cumulative damage law. In the rest of this chapter,
a suspension clamp will systematically be present at the span end opposed
to the shaker.
2.7 Comparison between Yb at the suspension clamp
and at the equipment clamp
In this paragraph, the introduction of line devices on the span is consid-
ered, and a comparison of relative displacements measured at the suspen-
sion clamp and at the device clamp is performed. Let us first consider the
case of Crow conductor tensioned at 23.8%RTS, with an aeolian vibration
damper 1m apart from the suspension clamp. Figure 2.5 compares rela-
tive displacements measured on both sides of the damper clamp (one side
is oriented towards the suspension clamp and the other one towards the
vibration shaker) with relative displacement at the suspension clamp. The
highest relative displacements are observed at the clamp of the damper, on
the side oriented towards the shaker 4. The fact that relative displacements
may be higher at the damper clamp than at the suspension clamp at some
frequencies has already been observed (e.g. by IREQ) during previous mea-
surements made with Stockbridge dampers. Relative displacements at the
Aeolian vibration damper’s clamp, but on the suspension clamp’s side, are
significantly less important than the suspension clamp’s ones. Let us now
consider the case of Crow conductor tensioned 23.8 % RTS, with a suspen-
sion clamp and a real time monitoring device in the vicinity of the clamp
(note that the metallic clamp of the monitoring device is oriented towards
the suspension clamp). Relative displacements are measured at 44.5, 89
and 178mm from the last point of contact with the Slater clamp, and at 89
and 178mm from the last point of contact with the clamp of the monitoring
device during a test where excitation is at an eigen frequency of 12Hz.
For most measurements, relative displacements (at 89 and 178mm of
the last point of contact between conductor and clamp) at the equipment
clamp are inferior to those at the Slater clamp. Nevertheless, there is one
exception. When the monitoring device is located at 8.45m from the Slater
clamp, for fymax equal to 20mm/s pk, the relative displacement at the
monitoring device was more important than at the Slater clamp. This will
be further investigated through modelling. It results from this paragraph
4When the vibration damper is installed at a distance of 1m from the suspension clamp,
it subdivides the initial span in a two portions, a long one (L-1) m and a short one (1m).
With regard to propagation of waves created by the shaker, we can say the long portion of
span is “before the obstacle to vibrations (the damper)” and the short portion is “after”
this same “obstacle”.
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Figure 2.5: Comparison of relative displacements measured at 89mm from suspension
and dampers clamp, Crow conductor tensioned at 23.8 %RTS
Figure 2.6: Comparison of ratios of relative displacements measured at 89mm and
178mm from the suspension and real time monitoring device clamp, Crow conductor
tensioned at 23.8%RTS
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that the study of relative amplitudes in the vicinity of suspension clamps
is only part of the vibration information. It must be completed by in-span
measurements to perform an adequate vibration risk analysis because all
span locations where the movement of the conductor is restrained may be
at risk (e.g. near the clamp of vibration dampers, air warning markers,
spacers).
2.8 Conclusions
When no particular in-span equipment (such as vibration damper, aircraft
warning marker, spacer) is installed in a span, fatigue parameters Yb mea-
sured at the extremity of the span and fymax lead to similar information:
the ratio between conductor bending stiffness and free-loop amplitude of
vibration is almost constant with frequency for all test cases without any
particular in-span equipment. It has also been observed that the ratio be-
tween Yb and fymax decreases slightly with an increase of fymax. The situa-
tion is completely different when in-span devices such as vibration dampers
are installed. Free-loop amplitude of vibration is no more an image of rela-
tive displacement at the suspension clamp. Tests have shown that the most
important relative displacement may be present at the clamp of in-span de-
vices, particularly when their mass may disturb locally the modal shape of
the span. Such case depends on the system location and the ratio mass of
the device/mass of the conductor. This appears to be quite disturbing. A
fixed point (like a span end) could have been considered at first as more
rigid than a moving point, but it has been observed that local mode shape
may be significantly affected. Also, it has been observed that resonances
may occur when subspans are present (between two systems or between a
system and the suspension clamp), and may catch more energy than in the
free span situation. In the reality, such high amplitudes may probably occur
between the span extremity and some line equipment or between two line
equipments such as aircraft warning markers for example. The last point
of contact between conductor and clamp may not be perfectly still and its
behaviour may change with amplitude and frequency. Moreover, while the
suspension clamp is held in place on the laboratory span end, in the field, a
real suspension clamp may rock at amplitudes depending on the mode ex-
cited in the adjacent spans. Therefore, the relationship between fymax and
Yb is sometimes difficult to obtain and it may have an impact on damage
and residual lifetime estimation with fatigue curves and cumulative damage
law. The present study will be completed by a modelling of the observed
phenomena (see chapters 5-7), but an important conclusion can already be
drawn: the study of relative amplitudes in the vicinity of span extremities
is only part of the vibration information. It must be completed by in-span
measurements to perform an adequate vibration risk analysis because all
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span locations where the movement of the conductor is restrained may be








The leading roles and interactions of aeolian vibration, self damping and
fretting damage mechanisms in the fatigue phenomenon have already been
underlined in chapter 1 (State of the Art). Conductor self damping needs
to be taken into account in describing the aeolian vibration phenomenon.
In fact, wind energy input is balanced by conductor self damping (and any
additional damping on the line, due to any kind of damper or to the aero-
dynamic damping). Conductor self damping is very much related to inter-
strand friction. As amplitude increases, there is some stick-slip behaviour
between the strands of different layers. Such friction is at the origin of en-
ergy dissipation. It is thus very much influenced by the frequency (which
affects- through the modal shape- the radius of curvature of the vibration
for a given amplitude) and by the conductor tension, which has an effect on
the inter-layer stickiness.
To date, a method based on the “Energy Balance Principle (EBP)” has
often been used to approximate the vibration behaviour of a given power
line. It requires for its use wind power input as well as system self damping
power values. Up to now, information on conductor self damping generally
comes from laboratory measurements, which require a substantial amount
of money and time. A state of the art on Wind-Induced conductor motion
was published by EPRI in 2006 [25]. Different sets of parameters for self
damping computation using the so called “power law” (see section 1.11)
are given in the second chapter of that book. The range of variation of
these parameters is given in section 1.11 of the present document. Each
set of parameters has been measured by an author on a laboratory span
which length is comprised between 36 and 92m. Computing the amount
of self damping with this information, one may find very different results
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according to the selected set of parameters. As an example, for an amplitude
of vibration equal to 20mm, a frequency of 5 Hz and a mechanical tension of
30 kN, comparing the self damping power computed using on the one hand
the set of parameters given by G. Diana and on the other hand the set of
parameters given by Noiseux, one obtains PDianaPNoiseux ranging from 6 to 30
1.
This shows an extreme sensitivity to the parameters of the power law (and
in particular to the tension exponent n).
Many experiments have been carried out in the area of self damping, but
after decades of research, the whole picture is not known yet. The influence
of wind direction, large scale wind turbulence, conductor stranding (smooth
wire, round wire), the along span effect (tension is not constant, wind spatial
coherence) and some other aspects are still under investigation. Measure-
ments are needed to better understand the actual behaviour of power lines
in the wind.
This chapter will be focused on continuous observations at a site well
known for being prone to aeolian vibration. Aeolian vibration occured dur-
ing about 30 % of the measurement period. About 10 million cycles were
observed on each cable. They covered all frequencies between 2 and 60 Hz
but most cycles were located within the range 3 to 30 Hz. This chapter is
suggesting new ways to better tune self damping on actual observations on
a cable during a few weeks to deduced appropriate laws of dissipation. The
aim is to help utilities to improve the design of their lines, in particular to
check the need, if any, of dampers and their efficiency after installation.
3.2 Presentation of test equipment
The measurements were performed on a 190 m dead-end span equipped with
four different kinds of conductors. Two of them are conventional AAAC
conductors (Aster 228 and Aster 570). The two others have Z shaped wires
in their external layers (Azalee 261 and Azalee 666, see figure 3.1). Their
properties are summarized in table 3.1.
Figure 3.1: Section of an AZALEE666 conductor with Z shaped wires in its external
layer
1Diana gives l=2, m=4, and n comprised between 1.5 and 3 while Noiseux gives l=2.44,
m=5.63 and n=2.76. Taking n=1.5 or n=3 in Diana’s set of parameters, one obtains
respectively PDiana
PNoiseux




Table 3.1: Conductor properties
Name Aster 228 Aster 570 Azalee 666 Azalee 261
Area [mm2] 227.83 570.22 666 261
Diameter [mm] 19.6 31.05 31.5 19.6
Breaking load [kN] 74.05 185.3 211.6 84.9
Linear mass [kg/km] 648 1631 1900 737
Lay direction left left right right
Round wires
Wire number 37 61 1+6+12 1+6
Diameter [mm] 2.8 3.45 3.5 2.8
Z shaped wires
Wire number 18+24 12+24
Thickness [mm] 3.5 2.8
A Lacrosse WS2300 weather station was installed on-site. It permitted
among others to continuously measure the wind speed (to be more precise,
its average value deduced from 8 seconds of records). In the data sheet of the
weather station, the following characteristics are given for the anemometer:
wind speed range of 0-50m/s, precision of 0.1m/s and threshold start-up
speed of 0.7 m/s. A turbulence value of the order of 20 % was deduced
from the measurements. The device used to record vibration amplitudes is
a patented Microsystems array (including among others 3D accelerometers)
embedded in an aluminium housing (see figure 2.2.d and 2.2.e). It was fixed
directly on the conductor. Its location during the first test campaign was
about 0.4m away from the span end. During the second test campaign,
it was fixed about 9m away from the span end. The mass of the whole
measuring system is of the order of 6kg. Further details on the device can
be found in [53].
Some calibration tests of the monitoring device have been performed on
IREQ’s laboratory test span, using a vibration shaker to excite the cable.
The main results are given in chapter 2. The tests included not only a
study of the influence of the monitoring device, but also a comparative
study with the influence of other line equipment such as an aeolian vibration
damper or a concentrated mass (which represents the effect of e.g. an “Aerial
Warning marker”). Using a vibratory shaker to excite the cable, it has
been observed that the introduction of a device in a span (whether it is
a monitoring device or a vibration damper or a concentrated mass) was
susceptible to modify the vibration amplitudes. It is as if the initial span
were subdivided in smaller “subspans” which extremities correspond to the
location of some line equipment. There may be as many different amplitudes
of vibration in a span as there are “subspans”... In summary, under the test
conditions, different amplitudes of vibration may be met on either side of
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some line equipments. Nevertheless, a shaker excitation, though extremely
helpful for laboratory investigations, differs from a wind-induced one, so
that these laboratory calibration results may not serve to predict the effect
of the monitoring device on the vibration amplitudes of a real span, under
a real wind excitation. Further calibration tests (on a real wind-excited test
span) would be required to deal with both the calibration question and the
problem of shaker excitation compared to wind-induced excitation.
3.3 Self damping evaluated in actual conditions
To date, the Energy Balance Principle (EBP) has often been used to ap-
proximate the vibration behaviour of a given power line (see section 1.7).
This principle, as detailed in [25, 84] and many other studies, holds that
the steady-state amplitude of vibration is that for which the energy dissi-
pated by the conductor and other devices used for its protection and support
equals the energy input of the wind. Most of the time, the expressions of
wind power input and self damping needed to apply this principle come from
laboratory tests. Caution is taken during those laboratory investigations to
remove the aerodynamic damping due to conductor friction in still air, to
obtain the “net” wind power input and the “net” self damping to be used in
the EBP. During vibration, all aerodynamic effects are included in the net
wind energy input. There is no need to re-insert aerodynamic damping in
the EBP [70]. Both conductor self damping and wind power input are very
strategic data for evaluating lifetime based on calculations only.
3.3.1 The self-damping power
The self-damping power is difficult to measure because extremely low quan-
tities are involved. Also, in a laboratory environment one cannot take into
account:
• the sag effect,
• the cable ageing which may affect damping,
• etc.
Furthermore, it is also believed that non linearities play a role in the con-
ductor motion (see chapter 6). Obviously, in real world, span end effects
also make their contribution to the global damping on actual span and only
on-site measurement would be able to evaluate this accurately.
In laboratory, a series of tests is carried out in still air to determine the
conductor self damping (the aerodynamic damping is subtracted from the
measurements thanks to an adequate formulation [70, 49]). These tests are
needed for any particular conductor, but the range of values may be deduced
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from literature as it will be detailed in the following section. As shown in
the introduction, the self damping parameters deduced from laboratory tests
have a significant scattering in their evaluation.
3.3.2 The wind power input
The wind power input is usually estimated thanks to wind tunnel tests.
During those tests, either a flexible or a rigid cylinder is used to simulate
a conductor. A set of tests is performed in wind tunnel at different wind
velocities to calculate the energy transfer from the wind to the mechanical
system. Details on the method used to derive the wind power input curves
can be found in [25] and also in section 7.2.4 of the present document. These
curves have been produced in the literature and may be used for any case
with round conductors. A comparison of eight wind power input curves can
be seen in [8]. One of the key information of this comparison is that the
wind power input may vary from a factor 2 according to the model chosen
for wind power input. Based on these facts, self damping, which is the most
uncertain value, will be evaluated from on-site observations.
3.3.3 Self damping fit with actual observations
In the present work, the self damping has been evaluated using the EBP
with a wind power input given by Rawlins [72]. Let us first describe Rawlins’
model for wind power input. Let Pw be the power imparted to a conductor
by the wind. As published in [25], Pw [W/m] can be expressed as a function







In the previous expression, ρa stands for the air density [kg/m
3], f the
frequency [Hz], ymax the 0-peak antinode amplitude of vibration, d the con-
ductor diameter [m]. In [72], Rawlins proposes a polynomial function to fit
the reduced wind power input at a certain turbulence intensity ranging from








where Ymax is the peak-to-peak antinode amplitude of vibration.
The polynomial coefficients required to use this function are given in
table 3.2.
It is the latter polynomial fit which has been used as an input for the
present work, assuming a wind input turbulence equal to 20 % (as measured
on site).
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Table 3.2: Test campaign (2007, 550 hours of recording), tension ranges
used for the tuning of “n” self damping coefficient
Applying the energy balance principle, the wind power input has been
assumed equal to the power dissipated per unit length within the vibrating
conductor. Referring to section 1.8, the latter amount can be approximated
by the “power law” (equation 1.24): PL = k
ylmaxf
m
Tn [W/m]. During the
observations, there were interesting periods of vibrations covering the whole
range of frequencies. For a given wind power input, the best fit in self
damping coefficients (l, m and n) can thus be estimated.
The second test campaign included a considerable amount of data, and
a wide range of (measured) tension in the conductor. Not only were there
temperature changes, but tension was also changed manually from one week
to another. Moreover, two different kinds of conductor diameter were tested.
The data collected during this test campaign was used to find a suitable
combination of exponents for the self damping power law. In order to do
that, as can be seen in table 3.3, recorded data was classified into three
classes according to the corresponding conductor tension value.
A tuning operation is performed on the damping coefficient n (see equa-
tion (1.24), tension dependency). In the frequency range of interest for aeo-
lian vibration, the amplitudes are reasonably well predicted for the following
values of exponent n :
• Aster 228: n=4.4,
• Azalee 261: n=4,
• Aster 570: n=2.6,
• Azalee 666: n=2.7
Figures 3.2 and 3.3 show both measured amplitudes and amplitudes
predicted by the self damping power law for conductors Azalee666 and Aza-
lee261, when exponent n is taken equal to 2.7 and 4 respectively. Table 3.4
is a summary of suitable combinations of self-damping coefficients for the
different conductors, filled in under the following hypotheses:
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Table 3.3: Test campaign (2007, 550 hours of recording), tension ranges
used for the tuning of “n” self damping coefficient
Range [% RTS] Range [N]
Azalee 261
Tension range 1 9.4-12 7992-12206
Tension range 2 12-15 10206-12720
Tension range 3 15-17.3 12720-14687
Aster 228
Tension range 1 11.5-13.2 8526-9773
Tension range 2 13.2-16.4 9773-12127
Tension range 3 16.4-18.1 12127-13408
Azalee 666
Tension range 1 12.7-14.7 26852-31116
Tension range 2 14.7-16.0 31116-33949
Tension range 3 16.0- 17.3 33949-36680
Aster 570
Tension range 1 12.6-15.3 23250-28351
Tension range 2 15.3-17.4 28351-32215
Tension range 3 17.4-19.3 32215-35805
Table 3.4: Test Campaign (2007, 550 hours of recording), best coefficient
combinations to fit low frequency (lower than 20-30 Hz) amplitudes
Conductor l m n
Aster 228 2.44 5.63 4
Aster 570 2.44 5.63 2.6
Azalee 261 2.44 5.63 4
Azalee 666 2.44 5.63 2.7
• The combinations given in table 3.4 correspond to a fit of low frequency
amplitudes of vibration (lower than 20-30 Hz), recorded during the
second test campaign,
• Predicted amplitudes are obtained by intersecting wind power input
curves from Rawlins and the conductor self damping power law. The
wind power input curves cover a range of relative amplitudes (peak-to-
peak antinode amplitude/diameter) between 0.05 and 1.4. For a given
frequency, when wind power input is (for all amplitudes) higher than
the power which can be dissipated by the conductor, the predicted
peak-to-peak relative amplitude is taken equal to 1.4.
For Azalee 261 and Aster 228, the values of coefficient “n” (n=4 and
4.4 respectively) are outside the range given in the literature. This is not
the case for large diameter conductors (Azalee 666 and Aster 570), where
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their evaluation (n=2.7 and 2.6 respectively) is within the top band of the
proposed values.
Using data recorded during the first test campaign, it was possible to
check whether the coefficients listed in table 3.4 were suitable to predict
the amplitudes of vibration on the same test site, but during another test
period. The result is given in figure 3.4. For frequencies ranging from 0 to
20 Hz, a good agreement can be seen between the fit and data measured in
2006.
Some “holes” can be noticed (frequency ranges with no corresponding
recorded vibrations) in the frequency domain, near 11 Hz, 24 Hz and 32
Hz. As there is no reason not to have seen corresponding wind speeds, these
zones are probably related to stronger damping in these areas. The extra
damping obviously does not come from the conductor itself. Therefore it
must come from outside: mainly from towers.
Figure 3.2: Dimensionless anti-node amplitude of vibration vs frequency. AZALEE666.
Measured data is classified in three tension ranges (Table 3.3) and is fitted by a value of
coefficient n equal to 2.7
3.3.4 Wind power input comments
Figure 3.5 shows 1 % and 20 % turbulence curves of the wind power input
together with recorded data converted into self damping power using the best
fit coefficient as explained in previous section. The envelope of the curve
of the measured values (dots) obviously fits with the 20 % turbulence wind
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Figure 3.3: Dimensionless anti-node amplitude of vibration vs frequency. AZALEE261.
Measured data is classified in three tension ranges (Table 3.3) and is fitted by a value of
coefficient n equal to 4
Figure 3.4: Checking of the fit based on data recorded in 2007 as a result of data
recorded in 2006 -example of conductor ASTER570.
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power input curve. Even though the discrepancies look small, the log-log
graph emphasizes a significant difference between 1 and 20 % turbulence.
Figure 3.5: Reduced wind power input versus relative anti-node amplitude. In red, ex-
perimental dots based on self dissipation obtained using best fit coefficients for dissipation.
In dashed and continuous lines, wind power input at 1 and 20% turbulence respectively,
following Rawlins [71]
3.3.5 Real world approach of power line vibration
Self damping of conductors is overestimated by some existing heuristic laws
available in the literature. This may be quite significant, particularly for
smaller diameter conductors. The error in self power damping by existing
laws may be as high as a factor of 30 for thin conductors (the actual value
being 30 times lower than predicted), but the same factor is much closer to
the real world in the case of larger conductor, e.g. between 1.3 and 2.
A few weeks of on-site measurement by appropriate systems might help
to accurately evaluate actual self power damping, which could lead to a real
world approach and better diagnosis.
3.4 Conclusions
Field experiments with the Ampacimon monitoring device provide inter-
esting information on conductor self damping behaviour. Two periods of
measurement have been detailed. The following conclusions may be drawn
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from these tests based on four different types of conductor, all sagged at
about the same level:
Based on fits of measurements, the best value of the self damping coef-
ficient (tension exponent) n for Azalee 666 and Aster 570 are given in this
chapter. The values of this coefficient are well within the range proposed in
the literature. The dependence of both conductors, on tension in the dissi-
pation law, was almost the same. To respect the same sag/span ratio, the
tension in the smooth conductor has to be higher. All other things being
equal, this will induce lower dissipation capacity for smooth conductors.
Based on fits of measurements, the best value of the self damping coef-
ficient (tension exponent) n for Azalee 261 and Aster 228 are given. These
values are much higher (about two times) than the values usually proposed
by other authors. This means that the self power dissipation of these con-
ductors is much lower than what can be predicted from the literature.
During most of the observations (between 54 % and 98 % of the time),
there were high frequency vibrations of small amplitudes. These vibrations
(over 20 Hz up to 100 Hz, the maximum detection level) were larger on
smooth conductors compared to round wire conductors, but these vibrations
had no effect on the fatigue behaviour, as their amplitudes were too small
(this sentence results from an estimation of the conductor damage using
the method described in sections 1.17 and 1.18). They were, therefore, not
taken into account in the self damping power evaluated above.
Another interpretation will be given to these results in chapter 7, in light




The failure vibratory pattern
of a conductor
4.1 Introduction
Beyond its scientific interest, the detection of a wire failure may represent
some potential for fatigue study. The number of broken wires is a very
practical fatigue indicator. An interesting question is: could wire failures
be detected in real life processing the conductor accelerations? This chapter
represents a first step in order to answer this question by characterizing the
vibratory pattern generated by a failure. It describes tests which have been
performed in Gremca’s laboratories (Universite´ Laval, Quebec), by Suzanne
Gue´rard (ULg), helped by Claude Jolicoeur and under the supervision of
Prof. Goudreau (ULaval).
4.2 Description of the set-up and tests
4.2.1 The test span
These tests were carried out on two conductors, at a constant bending am-
plitude Yb (see sections 1.4-5 for the definition of this indicator) of the order
of 0.7mm peak-to-peak, concomitantly with fatigue tests.
The test bench model can be seen in the following figure, which is ex-
tracted from [31].
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Figure 4.1: Resonance fatigue test bench, GREMCA laboratory
4.2.2 Conductors and fittings
As required by Gremca’s laboratory, the brand and exact type of conductors
may not be disclosed, but their main characteristics are as follows.
Type Wires Ext. ø[mm] lin. mass [kg/m] RTS [kN]
ACSR 54(al)/7(steel) 26.3 1.369 117.2
AAAC 61 31.05 1.574 183.6
During the tests, a clamp was installed at the span end opposed to the
vibrator, at an angle of 6.5 to 7 degrees with the horizontal. Its model is of
current use in France.
4.2.3 Test conditions
The ACSR conductor was strung at about 35kN (20%RTS) and the AAAC
conductor at about 30kN (25%RTS).
The tests on the AAAC conductor took place on 05/05/2009, 06/05/2009
and 11/05/2009 and were deliberately carried out during work hours only
(the driving system was stopped at 5 pm each day). A bending amplitude
Yb equal to 0.7mm (peak-to-peak) was maintained constant all along that
period.
The tests on the ACSR conductor took place from 20/05/2009 until
27/05/2009. The driving system was not stopped between the first and
second failure. The tests began at a constant amplitude of Yb = 0.65mm
peak-to-peak. Due to the accelerometers saturation it was decided to reduce
this amplitude to Yb = 0.6mm after the second failure.
4.2.4 Measurement of the conductor accelerations
Conductor accelerations have been measured with tri-axis accelerometers
of the MEMS type. Their reference is LIS344ALH and their measurement
range can be selected, either +-2g or +-6g. During the first tests these
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accelerometers have been used in the +-6g range. For this range of acceler-
ation, the manufacturer of the sensors guarantees a sensitivity of 0.22V/g+-
5%. The minimum analogical output of the accelerometers is 0V and the
maximum 3.3V.
In general, during the fatigue tests performed at Gremca, the conductors
are excited at a frequency which is near their fifth vibration mode. In order
to minimize the impact of the excitation signal and the potential saturation
of the accelerometers, it was decided to place the accelerometers at the
first vibration node near the suspension clamp (note that the wire failures
generally occur where the motion of the conductor is constrained, that is to
say at the clamp in the present case).
The accelerometers were placed diametrically opposed to each other on
the conductor, with a lever arm of 0.1m from the conductor axis.
The different measurement axes are shown in figure 4.2.
Figure 4.2: The two accelerometers are placed diametrically opposed on the conductor.
In the figure, the shaker side is on the left and the clamp side on the right
The matching between those axes and the channels of the data acquisi-
tion system is given in appendix D.
4.2.5 Measurement of the rotation of the conductor
Usually, at Gremca’s laboratory, a Hall sensor is placed near the clamp to
detect a wire failure. In figure 4.3, this sensor can be seen between the span
end and the accelerometer system. This Hall sensor is fixed to the ground
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Figure 4.3: View of the test settings on the clamp side of the span, the Hall sensor is
located between the clamp and the accelerometers
of the laboratory and has in its line of sight a metallic rod fixed to the
conductor. The distance between this target point and the conductor axis is
approximately 67mm. Any rotation of the conductor will set in motion the
metallic rod fixed to it. The output from the Hall sensor is an image of the
distance between the metallic rod and the hall sensor itself. The rotation
angle of the conductor can be deduced by trigonometry.
The Hall sensor of the two test benches used have been calibrated re-
spectively on 11/05/2009 (just after the first failure) for test bench 6 and
on 27/05/2009 (just after the third detected failure) for test bench 3. The
result of the calibration can be seen in appendix C. The error on the knowl-
edge of the rotation angle is of the order of 15 %, which does not enable an
accurate measurement but rather an estimation of its order of magnitude
and gives some qualitative information on its evolution during the failure.
4.3 Analysis of the “noise” signal
The signal of interest is the failure vibratory pattern. All other contri-
butions to the measured accelerations (such as accelerations generated by
the alternate vibration of the conductor) can be considered as “noise”. A
comprehensive study of the “noise” signal has been performed in a sepa-
rate document. It permits to highlight that even if the accelerometers are
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located at a vibration node, the “noise” level is high. All accelerometers
continually measure a harmonic acceleration signal of the order of a few
g as well as a harmonic rotation signal. The level of the latter accelera-
tion signal is maximum for the Zi (vertical) axes. Figure 4.4 illustrates
the level of vibration which is continually measured during the tests (data
recorded on 30/04/2009 on the AAAC conductor, when Yb = 0.7mm, which
is a rather high amplitude). Figure 4.5 is the FFT (fast Fourier transform)
of some signals measured during the tests, with a frequency resolution of
0.017Hz (sampling frequency equal to 1000Hz and number of samples equal
to 60000). Here are some plausible hypotheses to explain the high level of
“noise” and the harmonic content:
• Imperfect excitation. The signal of the vibration shaker may contain
some harmonics,
• Changes in tension. The tension continually varies during the tests.
Each vibration cycle corresponds to two cycles in tension, which can
explain the presence of the second harmonic,
• Due to cable self damping, the amplitudes of incident and reflected
waves are not equal. Their sum at a vibration “node” is not zero,
• The accelerometer system is fastened to the cable with a collar which
width is not negligible, and may overlap on the up and down vibration
loops,
• Changes in tension are parallel to the wires. Because of the angle
between the conductor axis and the wires, the changes in tension may
generate some rotation of the conductor (the rotation and conductor
axes are the same).The rotation generates a tangential acceleration ω2∗
r. The 0.1 m of the lever arm support of the accelerometers, which was
chosen with the purpose of amplifying the conductor rotation during
a wire failure also amplifies the motion due to changes in tension.
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Figure 4.4: Evolution of theXi, Yi and Zi signals (respectively top, middle and bottom),
when the AAAC conductor is vibrating with an amplitude Yb=0.7mm. The vertical axis
gives a value in volts [V] and the horizontal one the sample number.
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Figure 4.5: Frequency content of the Xi, Yi and Zi signals (respectively top, middle and
bottom) presented in figure 4.4, when the AAAC conductor is vibrating with an amplitude
Yb=0.7mm. The vertical axis shows a non-dimensionnal image of the signal power.
63
Table 4.1: Failures on the AAAC conductor
No. Day hour location noticed
1 2009/05/11 1h22 pm ext. layer, clamp bottom during the tests
2 2009/05/18 11h47 pm ext. layer, clamp top during the tests
3 2009/05/19 11h39 pm ext. layer, clamp top during the tests
Table 4.2: Failures on the ACSR conductor
No. Day hour location noticed
1 2009/05/22 9h22 am ext. layer, clamp bottom during the tests
2 2009/05/25 4h45 pm ext. layer, clamp bottom during the tests
3 2009/05/27 2h00 pm ext. layer, clamp bottom during the tests
4 N.A N.A. inner layer just during the
under ext. layer dissection
5 N.A N.A. inner layer just during the
under ext. layer dissection
6 N.A N.A. inner layer just during the
under ext. layer dissection
4.4 Failures
All the failures on the AAAC conductor were noticed as the tests were
ongoing. For the ACSR conductor, three failures were noticed during the
tests but three additional failures were confirmed by the dissection of the
conductor. An overview of the failures on both conductors is given in tables
4.1 and 4.2. Detailed information can be found in appendix B (dissection
report).
As will be explained in the next sections, the tests permitted to highlight
that the behaviour of the AAAC conductor versus the ACSR during a failure
was different.
4.4.1 Failures of the AAAC conductor
Before the tests began, a line was drawn on the conductor perpendicularly
to its axis so that a wire sliding in the external layer could easily be visual-
ized. The wire pre-stress is decreased after each failure, causing the longest
remaining part of the broken wire to move of approximately 5mm towards
the centre of the span (figure 4.6).
The following chart shows the data recorded by the Hall sensor during the
failure. The sampling frequency is equal to 1000Hz. The time interval shown
is therefore equal to 10 minutes. The three failures on the AAAC conductor
are characterized by a similar rotational pattern. As an example, consider-
ing failure 1, before the failure takes place, the signal oscillates around an
average value equal to 0.16V. As the failure moment approaches, one can
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Figure 4.6: AAAC conductor, images of the span after the first failure
see that the signal increases of approximately 0.2V. Then, another phase be-
gins. Let us call it phase 2. It is characterized by a constant rotation speed
of 0.13◦/s and lasts for 1.5s approximately. It is followed by a third phase
with a constant rotation speed of approximately 0.03◦/s. Finally, a counter
rotation begins (phase 4). It is characterized by a decreasing rotation speed.
The signal levels between failures 2 and 3 are consistent: about 0.4V at the
end of failure 2 and before failure 3 arises. The difference in signal levels
between failures 1 and 2 can be explained by the fact that the position of
the hall sensor was modified manually on 11 May 2005 (just after the first
failure) to perform a calibration. Also, one can see some regularly spaced
“noise” events (every 25 seconds approximately) in the figure. According to
Prof. Goudreau, this “noise” may not be attributed to the control system
of the test bench (which regularly needs to adjust the excitation amplitude
to maintain both Yb and fymax). So far, the origin of this “noise” remains
unexplained. The failure event is automatically followed by the switch off
of the vibrator a few tens of seconds afterwards.
The dissection of the conductor confirms that the number of broken wires
is limited to 3. The complete dissection report is provided in appendix B.
Failures 2 and 3 coincide with the last point of contact of the conductor with
the cap of the clamp. The conductor grease was seeping and unlike in the
ACSR conductor, the conductor wires had a tendency to untie themselves.
Some typical rupture faces can be seen in the figure 4.8 (courtesy from
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Figure 4.7: AAAC conductor, signal recorded by the Hall sensor during the first failure
(top), second failure (middle), third failure (bottom)
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Figure 4.8: AAAC conductor, faces of the second failure (courtesy from Claude Joli-
coeur)
Claude Jolicoeur). The section is always composed of a smooth area and a
rough one. The smooth area corresponds to the failure propagation. The
repeated cycles have caused the caulking of this area. The reduced section
of the conductor plasticized and eventually broke leaving the rough area.
The sharp change in level was created during the plasticizing of the reduced
section.
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Figure 4.9: ACSR conductor, images of the span after the first failure
4.4.2 Failures of the ACSR conductor
In total, three failures on the external layer of the ACSR conductor were
detected during the tests. The fretting zone (where the crack was initiated)
was located in the lower part of the clamp for all of them. As can be seen in
figure 4.9, each of these three failures caused the longest remaining part of
the broken wire to move of approximately 2.5mm towards the centre of the
span (instead of 5mm for the AAAC conductor). The difference probably
comes from the higher wire cohesion in the ACSR conductor.
The signal recorded by the Hall sensor is also very different than that
recorded during the previous failures. One can see that the angular position
changes more slowly and without counter-rotation or de-spin (figure 4.9).
The signal levels between failures 1 and 2 are consistent (about -0.1V), but
there is a significant increase between failures 2 and 3 (from -0.4 to -0.3V).
This time, the change in signal is believed to be caused by one or more
failure(s) of the second internal layer. Such failures have been confirmed
by the dissection. Moreover, the records show that a failure of the external
layer causes the signal of the hall sensor to decrease. Due to the difference
in lay direction between layers, a failure in the internal layer just under the
external layer would logically cause an increase in the Hall signal.
Unfortunately, during all the tests preceding the second failure (see fig-
ure 4.11), the accelerometers measuring the vertical acceleration were sat-
urating. The time left between the first and second tests was too short to
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Figure 4.10: ACSR conductor, signal recorded by the Hall sensor during the first failure
(top), second failure (middle), third failure (bottom)
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Figure 4.11: ACSR conductor, acceleration measured along the Z axis- saturation before
the first failure
analyse the data recorded but just enough to perform a few impact tests.
It is only after the second failure that the saturation was underlined. The
saturation of the Zi (vertical) axes unfortunately jeopardizes the analysis of
the conductor rotation during the first two failures.
During the dissection of the conductor, three (additional) failures were
detected on the second layer of the conductor. Unlike for the external fail-
ures, it is not possible to tell their order of happening. It is probable that
these failures remained undetected during the tests because the correspond-
ing change in the signal recorded by the Hall sensor was too small. Unlike
for the AAAC conductor, there was little wax on the wires. The detailed
results of the dissection are in appendix B.
Some typical failure faces can be seen in figure 4.12 (courtesy from
Claude Jolicoeur).
4.5 Detection of the failures
4.5.1 Overview
The investigations to detect a failure using data recorded by the accelerom-
eters were performed according to three aspects.
• The rotation motion which characterizes a wire failure incentivized us
to perform an analysis of the rotational acceleration signal.
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Figure 4.12: ACSR conductor, faces of the first detected failure (left)
• Every failure of the external layer was followed by a wire displacement.
The longitudinal acceleration was therefore studied too.
• Last, the evolution of the eigen frequencies after each failure was de-
duced from some impact tests.
Both the rotational and longitudinal signals have been examined with dif-
ferent time scales. When far from a failure, within a time frame of a few
seconds, the signal amplitude is steady. Increasing the time interval to a
few hours, amplitude modifications of the order of a few percents could be
noticed. For this reason, the detection of a failure using the first two aspects
was definitely performed on a short time interval (a few seconds to a few
tens of seconds).
4.5.2 Eigen frequencies
Gremca fatigue test spans can certainly be considered as short spans. The
tests have been performed at rather high tension levels. The parameter M
presented in [50] (which accounts for coupling inside a span and between
spans of symmetric modes) is inferior to 0.001. The correction due to this
factor (on vertical and torsional frequencies) can be neglected. Neverthe-
less, the conductor average bending stiffness may have some impact on the




The relationships giving the eigen frequencies of a cable span as a function
of its average bending stiffness can be found in e.g. [25, 58].













In the frame of these tests, the vertical frequencies could also easily be
deduced from the tests performed (see e.g. figure 4.26 and 4.27), so that
the previous formula was used for another purpose: assessing the conductor
average bending stiffness (see appendix E).
Torsional frequencies








where J is the polar moment of inertia [m4]. For a rod of circular cross
section, J is equal to πd
4
32 . In the case of a cable, J can be approximated by
[50] πd
4
32 fstrand where fstrand accounts for the stranding and is usually close






where G is the shear modulus of the material [N/m2]. According to [50],
in the case of an overhead line cable, the product GJ may be approximated
by GJ ≈ kτkageingkconstitutiond4 where kτ = 0.00027, kageing is a factor com-
prised between 1 and 3 and kconstitution is equal to 1 for stranded conductors.










Assuming a solution of the form
θ(x, t) = θ(x) sin(ωt) (4.4)






θ(x)ω2 = 0 (4.5)
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A solution to the previous differential equation is
θ(x) = Aeiλx (4.6)
where λ = kπxL . Replacing θ(x) by its expression in (4.5), one obtains the








The previous formula is valid for a single conductor. The torsional eigen
pulsation of bundle conductors is given in [50], but one must note that in
the case of a wire failure in a real bundle span, the torsional motion may
take place in one conductor (only) and solely on one subspan.
Longitudinal frequencies
The longitudinal frequencies of a span can be found from the longitudinal









where E is Young’s modulus of elasticity [N/m2] and ρ the linear mass
[kg/m].






+ ω2ζ = 0 (4.9)
A solution to this equation is ζ(x) = Aeiλx where λ = kπxL to implicitly
respect the boundary conditions ζ(0) = ζ(L) = 0. Substituting in 4.9, one








The first eigen longitudinal, vertical and torsional pulsations have been
computed for the AAAC and ACSR conductor under the same conditions
as in the laboratory (see table 4.3)
The sampling frequency required to detect the first longitudinal mode is
far beyond half the sampling frequency (the sampling frequency is equal to
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Table 4.3: first eigen longitudinal, vertical and torsional pulsations com-
puted for the AAAC and ACSR conductor
AAAC ACSR
ωv,1[rad/s] ≈ 2π12 ≈ 2π11
ωθ,1[rad/s] ≈ 2π85 ≈ 2π77
ωl,1[rad/s] ≈ 2π13230 ≈ 2π15919
1000Hz). In real life, the parameter L of equation 4.10 is the length of the
entire line section and eigen frequencies of the order of 100 to 102 Hz are
common.
The first vertical and torsional mode of the 7m span, though much higher
than in real life, do fall within the detectable frequency range. Usually, basic
vertical frequencies of the order of 10−1 Hz are met. The torsional basic
frequency of a single conductor is about one order of magnitude higher than
that.
4.5.3 Tracking tools: wavelet transform versus short time
Fourier transform
Processing a signal with a fast Fourier transform (FFT), one will see whether
it contains any or many oscillations at a given frequency. To know how
the amplitude and frequency content of a signal evolves as a function of
time, more sophisticated tools are required. In his book “Une exploration
des Signaux en ondelettes” [55], S. Mallat presents the Short Time Fourier
Transform and the Wavelet Transform as the two main examples of time-
frequency decomposition tools. In the case of multiple frequency signals,
some criteria need to be fulfilled to correctly detect the signal ridges. Let g be
a symmetrical window which support is [−1/2, 1/2] and norm is ‖g‖ = 1. Let
ĝ be its Fourier transform. The bandwidth ∆ω of ĝ is defined by | ĝ(ω) |≪ 1
for | ω |≥ ∆ω. During the application of a transform, the window will be
translated on the time axis. The coordinate of its centre on the time axis is
denoted u. Let s be a scale factor (constant for the STFT and variable for
the wavelet transform). Then, let us consider a real signal which contains
two frequencies. Their instantaneous values are denoted φ′1(t) and φ
′
2(t).
The latter will correctly be separated by the transform (wavelet or STFT)
if for all u [55]
ĝ(s | φ′1(u)− φ′2(u) |)≪ 1 (4.11)
Given the specificities of each transform, the previous relationship can
be rewritten [55]:
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• for a STFT transform




• for a wavelet transform










Heisenberg’s uncertainty principle states that it is not possible to obtain
both a high frequency resolution and a high time resolution at the same
time. If σt and σω denote respectively the time and frequency variance, this




In the case of a short time Fourier transform (STFT), σt and σω are
constant whatever the time or frequency. In the case of a wavelet transform,
the product σtσω is constant, but the respective values of these factors varies
with the scale s. A small scale s is suitable to detect the high frequencies of
a signal, but unfortunately the corresponding frequency resolution will be
poor.
Considering a real signal which content is made up of high frequency
values, inequality (4.12) will be more easily satisfied than (4.13-14). This
also means that the high frequencies will be more easily separated. Provided
these high frequencies are almost constant with time, the analysis of this
signal can advantageously be performed with a STFT. Considering a real
signal which content is made up of low frequency values which vary a lot
with time, the wavelet analysis will be the most suitable tool.
In the frame of this work, high eigen frequencies (at least several tens of
Hertz) almost steady or with very small changes as a function of time are
expected. In such situation, the natural choice is to use short time Fourier
transforms rather than wavelet transforms to perform the signal analysis.
For all other information on the definition, domain and validity of the
STFT and wavelets, one may refer to [55]. The code which has been used
is a courtesy of B. Godard. Its complete description is given in [26].
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Figure 4.13: AAAC conductor, rotational acceleration and signal recorded by the Hall
sensor during the first failure
4.5.4 Study of the rotational acceleration
The analysis is limited to the failures of the AAAC conductor and the third
detected failure of the ACSR conductor (the accelerometers were saturating
during the first two tests on the ACSR conductor). The rotational acceler-
ation of the conductor can be deduced subtracting the signals recorded by
the two accelerometers Z1 and Z2. The result is shown in figure 4.13 for the
first AAAC failures as well as the Hall sensor signal.
The amplitude of the Z1-Z2 curve seems to be modified during the fail-
ures. Further analysis is required to confirm this feeling, starting with a
fast Fourier transform of the signal (see figures 4.14 and 4.15 for a zoom on
lower frequencies). Having used samples of 30000 data points acquired at a
frequency of 1000Hz, the frequency resolution is equal to 0.033Hz. All peaks
are narrow, which means that no significant change in frequency happens
during the failures (potential changes are < 1%). Four peaks are common
to the figures, at about 60Hz, 120Hz, 180Hz and 300Hz. Within the range
0-50Hz there is nothing else but “noise”, except for the second failure (fig-
ure 4.15) with a peak around 30Hz. The 60 Hz frequency coincides with
the excitation signal and the other ones with its harmonics. The 30Hz peak
corresponds to the third vertical frequency, which may have been excited at
that moment and which may have contributed to the rotational signal by
one of the mechanisms discussed in section 4.3.
A continuous wavelet transform, using Haar wavelet was applied on the
same signals. It showed in a qualitative manner that the amplitude of some
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Figure 4.14: AAAC conductor, frequency content of the rotational acceleration during
the first failure (top), second failure (middle), third failure (bottom). The vertical axis
shows a non-dimensionnal image of the signal power.
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Figure 4.15: AAAC conductor, frequency content of the rotational acceleration during
the first failure (top), second failure (middle), third failure (bottom), zoom on the lower
frequencies. If X is the discrete fourier transform of the raw signal measured by the




of the frequencies varied. To obtain quantitative information, the data was
then processed through a short time Fourier transform algorithm written by
B. Godard [26], which is able to detect the ridges of the signal [55]. The
number of samples processed is 214 (approximately 16.4 seconds) for the
first two failures. For failure 3, due to some lack of memory problems, the
maximum number of samples was 213, which corresponds to approximately
8.2 seconds. The size of the frame is 100 samples and the window inter
spacing is 10 samples. The resolution in frequency is equal to about 10Hz.
The results are shown in figures 4.16 and 4.17, with the evolution of the ridge
amplitudes in the first figure and ridge frequencies as a function of time
on the second one. The highest, the medium, and the lowest amplitudes
correspond respectively to frequencies of about 300, 60 and 120Hz. As a
comparison, figure 4.18 shows the evolution of ridge amplitudes outside a
failure event. It can be deduced that the occurrence of a failure has an
impact on the amplitudes of the rotational acceleration. As explained in
the previous paragraph, the excitation frequency is approximately equal to
60Hz. The 120Hz peak is generated by tension fluctuations (at twice the
excitation frequency). The presence of the 300Hz frequency may be due to
some rotational eigen frequency of the cable. Similar observations can be
made for the ACSR conductor. First, the fast Fourier transform confirms
the presence of three peaks: at respectively 60, 120 and 180Hz (see figure
4.19). Then, the short time Fourier transform (performed on 213 samples
due to memory limitations) confirms that the amplitude of the 120Hz signal
significantly decreases (see figure 4.20).
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Figure 4.16: AAAC conductor, Short time Fourier transform of the rotational accel-
eration, amplitudes during the first failure (top), second failure (middle), third failure
(bottom), ridge amplitudes
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Figure 4.17: AAAC conductor, Short time Fourier transform of the rotational accel-
eration, frequencies during the first failure (top), second failure (middle), third failure
(bottom), ridge frequencies
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Figure 4.18: AAAC conductor, Short time Fourier transform of some typical rotational
acceleration signal outside a failure event





















Figure 4.19: ACSR conductor, failure 3, fast Fourier transform of the rotational accel-
eration. The vertical axis shows a non-dimensional image of the signal power.
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Figure 4.20: ACSR conductor, frequency content of the rotational acceleration during
the third failure, ridge amplitudes (left) and ridge frequencies (right). If X is the discrete
fourier transform of the acceleration signal, the vertical axis shows ( |Xk|
N
)2.
4.6 Axial acceleration of the conductor
Analysing the frequency spectra of longitudinal accelerations for both con-
ductors, one will detect two peaks, one at 60Hz and the second one at twice
that value (see figure 4.24). As could be expected for this 7m span, the
contribution of changes in tension (120Hz) in the longitudinal signal is im-
portant. The data recorded by channel 1 has been processed with the short
time Fourier transform routine described in the previous section. The com-
putation parameters are similar as in the previous paragraph and so is the
resolution (size of the frame equal to 100 samples, sampling frequency of
1000Hz, frequency resolution of 10 Hz). The results can be seen in figures
4.21 and 4.22 for the AAAC conductor and in figures 4.24 and 4.25 for the
ACSR conductor. In figures 4.21, the highest amplitude corresponds to a
frequency of about 60 Hz, while in 4.24 and 4.25, the highest amplitude
corresponds to a frequency of about 120 Hz.
Some typical amplitude output outside a failure event can be seen in fig-
ure 4.23 (AAAC conductor). The comparison between figures 4.21-22 and
4.23 shows that during a failure event, the 60Hz signal amplitude signifi-
cantly increases for the AAAC conductor. Note that even if the frequency
resolution of the STFT is low, the same failure signals have also been pro-
cessed with FFT (with a resolution of the order of 0.033 Hz), which has
confirmed that no significant changes in the frequencies are to be expected
during a failure (see e.g. figure 4.24, where the frequency peaks are narrow).
In the case of the ACSR conductor, both the 60Hz and the 120Hz am-
plitudes significantly decrease during the failure (see figure 4.25).
83












































Figure 4.21: AAAC conductor, ridge amplitudes of the longitudinal acceleration de-
duced by short time Fourier transform during the first failure (top), second failure (mid-
dle), third failure (bottom)
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Figure 4.22: AAAC conductor, ridge frequencies of the longitudinal acceleration de-
duced by short time Fourier transform during the first failure (top), second failure (mid-
dle), third failure (bottom)
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Figure 4.23: AAAC conductor, ridge amplitudes of the longitudinal acceleration de-
duced by short time Fourier transform outside a failure event
4.7 Evolution of the eigen frequencies as the num-
ber of failures increases
Generally speaking, the eigen frequencies of a conductor depend on several
parameters among which its temperature. GREMCA’s laboratory is located
in a cellar without any window and all tests have been performed within a
time interval of a few days. It seems reasonable to suppose that the maxi-
mum ambient temperature changes were of the order of one degree Celsius.
The ruling span equations (which express the changes in conductor length
due to changes in tension, temperature...see e.g. [6]) permit to estimate
the impact of an ambient temperature change on the conductor length and
hence on frequencies. It appears that a one degree Celsius change in ambient
temperature would lead to a change in the first vertical eigen frequency in-
ferior to 0.1Hz. Under this hypothesis, it was decided to study the evolution
of the conductor eigen frequencies as the number of failures increased. It is
also important to add that the conductors were not re-tensioned during the
fatigue tests.
Impact tests using a hammer have been performed before and during
the fatigue tests at the rate of one test after each (detected) fatigue failure.
The recorded spectra have been processed with a fast Fourier transform
algorithm to find the eigen frequencies. The frequency resolution of a FFT is
equal to fe/N , where fe is the sampling frequency [Hz] and N is the number
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Figure 4.24: ACSR conductor, frequency content of the longitudinal acceleration during
the third failure, amplitudes. If X is the discrete fourier transform of the raw signal
measured by the accelerometers, the vertical axis shows ( |Xk|
N
)2.


































Figure 4.25: ACSR conductor, Short time Fourier transform of the longitudinal accel-
eration during the third failure, ridge amplitudes
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of samples. The number of samples used for data processing is 30000 so
that the resolution in frequency is 0.033Hz. The first four frequencies have
then been tracked (figures 4.26 and 4.27). A steady decrease in the eigen
frequencies is observed as the number of failures increases. Table 4.4 shows
the slope of a linear fit on the data. As an example, for the AAAC conductor,
the slope is −0.13 for the fourth mode, which means that in average, when
a failure arises, the eigen frequency of the fourth mode decreases by 0.13
Hz. For the ACSR conductor, the decrease in frequency is inferior to the
resolution in frequency, and no conclusions may be drawn from the frequency
evolution analysis.
The table highlights that the impact of a failure is far more important for
the AAAC than for the ACSR. In the case of the ACSR conductor, since the
decrease in frequency is inferior to the resolution, nothing can be concluded.
One may not exclude that a change in ambient temperature may have
had an impact on the vertical eigen frequencies (see the computation of
order of magnitude performed two paragraphs earlier). Nevertheless, there
is no particular reason for this impact to be such a steadily decrease. On
the contrary, if the change in frequencies is a consequence of a wire failure,
it is consistent with the relaxation which takes place after a failure and with
the fact that the conductor was not re-tensioned between the failures.






















   y=−0.3*x+35
mode4
Figure 4.26: Evolution of the first four eigen frequencies as a function of the number of
failures for conductor AAAC
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Figure 4.27: Evolution of the first four eigen frequencies as a function of the number of
failures for conductor ACSR
Table 4.4: Slope of a linear fit on data presented in figures 26 and 27







Considering a failure in the external layer, these are more easily detected
on an AAAC than on an ACSR, probably due to a higher cohesion of the
wires in the latter. The failure pattern may therefore vary from one type
of conductor to another. Also, as could be expected, the failure of an ex-
ternal wire is easier to detect than an inner one because it produces a more
important rotation of the conductor.
All aspects studied (rotational acceleration, longitudinal acceleration
and eigen frequencies) have shown changes ensuing the occurrence of a fail-
ure.
• The occurrence of a failure has an impact in the amplitudes of the
rotational acceleration signal measured on AAAC conductor. The am-
plitude of the 60Hz component increases for the first two failures and
decreases in the last case. Some chaotic changes in amplitudes can
also be noticed for the 300Hz component and nothing particular for
the 120Hz component. The spectrum of the third ACSR conductor
failure brings other information. Unlike the AAAC conductor, the
amplitude of the 120Hz component is the highest and it steadily de-
creases during the failure event though the amplitude of vibration is
maintained constant. This difference in behaviour could be explained
as follows: The failure causes the conductor to rotate. The position of
the accelerometer system is modified so that its capacity to measure
some accelerations is either improved (AAAC conductor) or deterio-
rated (ACSR conductor).
• In all conductors, an analysis of the longitudinal acceleration signal
shows that the 60Hz component is significantly modified during a fail-
ure event. The change is generally within the range 10-35%. For
all AAAC failures, the amplitude systematically increases, and it de-
creases for the ACSR conductor. Once again, it is believed that the
difference in amplitudes between the two conductors is due to the ro-
tation ensuing the failure. In the case of the AAAC conductor, the
axis of the longitudinal accelerometer coincides better with the cable’s
own longitudinal axis after the rotation. If these amplitudes decrease
for the ACSR conductor, it is probably because its alignment is worse
after the rotation.
• The occurrence of a failure on the AAAC conductor coincides with a
decrease in the corresponding eigen frequency. This decrease ranges
between 0.05 and 0.3 Hz. This decrease can probably be explained by
a decrease in conductor tension.
In real life, the vibrational amplitudes of a conductor continually vary
and so do the rotational accelerations. The impact of a failure on rotational
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amplitudes of vibration may be flooded by these continual changes. This is
specially true since the expected amplitude change in rotational acceleration
due to a failure event is small compared to the normal vibration level.
The detection of a failure event studying the longitudinal acceleration
of a cable may be more interesting. In particular because the “noise” level
according to the conductor axis is much lower. The vibratory signature of
a failure therefore represents a more important part of the nominal signal
level. To further investigate this topic, one should study:
• whether the longitudinal frequencies are modified by the occurrence of
a failure. Note that this study was not possible on a 7m span because
the acquisition frequency was limited to 1000Hz, and the fundamental
longitudinal frequency of such a short span is of the order of several
kHz.
• how far from the failure location the longitudinal failure signal may
propagate.
• how the continual (normal) changes in vibration amplitudes may mod-
ify the longitudinal acceleration signal via the conductor tension. In
particular, one should check the time scale and amplitude of this phe-
nomenon.
Provided the time evolution of influence parameters such as conductor
temperature are known, the tracking of eigen frequencies could be of some
use in the detection of failures for dead-end spans equipped with AAAC
conductors. In the case of a line section, the mechanical coupling between









In the second chapter of this thesis, experiments carried out on IREQ´ s 1
laboratory cable test bench were described. One of the objectives of these
experiments was to collect all the required data to validate the model of
this cable test bench vibrating at its eigen frequencies. Near span ends,
important variations of curvature as a function of time are expected. At
that location, the influence of conductor bending stiffness is important. It
is a well-known fact that, during bending, conductors show a variable bend-
ing stiffness [28, 65]. Under such circumstances, cable elements, where the
bending strain energy of the cable is neglected cannot be used. Also, the
mechanical behaviour of overhead line conductors is characterized by non
linear damping. In the present chapter, basic simulation results are pre-
sented. To be more precise, the topics which are being worked out are: the
shape of eigen modes, the computation of a time response with a forced ex-
citation, a sensitivity analysis and the reproduction of observed phenomena
when in-span line equipment is introduced. The strategy chosen to model
these characteristics is described in the next paragraph.
5.2 Model description
The strategy followed is to use a beam element to obtain some bending
stiffness. The finite element code used is Samcef V13.01 2, and its non linear
analysis module Mecano. There are two different non linear beam element
formulations available in Samcef. The first one is the one from Cardona and
Geradin [9]. The second one, which offers the opportunity to define users
1IREQ: Institut de Recherche dHydro-Que´bec, www.Ireq.ca
2Samcef is a trademark of Samtech Group, www.samtech.com or www.samcef.com,
LIEGE science park, Rue des Chasseurs-Ardennais, 8, B-4031 Lie`ge (Angleur), BEL-
GIUM, Tel: +32 4 361 69 69, Fax: +32 4 361 69 80
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materials and which was therefore used in the present model, is denoted 3D
beams T022, and has the following characteristics:
• Beams have stiffness in extension, bending and shear in 2 planes and
torsion,
• Beams can be curved. The initial curvature is treated by Arguerre’s
theory,
According to Samcef user manual [75], the two formulations converge to-
wards the same solution when the mesh is refined. Several meshes were
used to simulate the 63.5 m long span. One of them contains 330 elements,
with a mesh refinement near the extremities of the span (see figure 5.1). For
Figure 5.1: One of the models used: 331 nodes along the 63.5m span, with mesh
refinement near the span extremities
this first modeling attempt, conductor bending stiffness is kept constant and
equal to the measured average conductor bending stiffness (EI = 591.3N.m2
cf. [33]).
The integration scheme for time response is a Newmarks trapezoidal rule
[60], with automatic time step. Integration parameters beta and gamma are
chosen equal to respectively 0.25 and 0.5, so that there is no additional
numerical damping introduced.
5.3 Shape of eigen modes
During the tests performed at IREQ´ s laboratory cable test bench, two con-
ductors were tested: a steel ground wire conductor (7 steel wires, diameter:
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11.0mm, mass per unit length: 0.577kg/m, rated tensile strength (RTS):
86.7kN) and a Crow conductor (54 aluminium wires over 7steel wires, di-
ameter: 26.3mm, mass per unit length: 1.369kg/m, RTS: 117.2kN). Those
conductors were tensioned at approximately either 15 or 25% of their RTS
(rated tensile strength). Their sag was measured on a daily basis. They
have been tested at frequencies comprised respectively between 18 and 113
Hz and between 7 and 62Hz. For each frequency, tests were repeated with
three different amplitudes which correspond to fymax
3 values of 40, 80 and
160mm/s. This paper will focus mainly on tests performed on the Crow
ACSR conductor on September 30th 2009, at a fymax value of 80mm/s and
a tension of approximately 24% RTS. The conductor was tested at frequen-
cies of 20.4, 42.9 and 59.3Hz. During the tests, in order to collect information
on mode shapes, especially near span ends, the position of the first three
vibration nodes next to the span end opposite to the vibration shaker was
measured for every mode excited. The position of another vibration node
further in span was also measured, but for the purpose of assessing the
conductor self damping properties. From the distance measured between
adjacent mode nodes, it is possible to deduce the value of half the wave-
length. As shown further in this paragraph, both the position of the first
node and the distance between adjacent nodes of higher order (e.g. between
the second and the third one) computed using the beam model of the span
for vibration modes 19, 40 and 53 agreed well with measurements. This
suggests that the excitation frequencies of 20.4, 42.9 and 59.3Hz correspond
to eigen modes 19, 40 and 53 respectively. The sag of the finite element
model has been tuned (using a virtual temperature change) so that both
measured and computed sag coincide. Once the actual sag value of the span
is obtained in the model, a modal analysis can be performed combining
non linear matrices computed by Mecano with Dynam module for eigen fre-
quency analysis. A comparison between measured frequencies, frequencies
computed using a cable model, frequencies computed using a beam finite
element model and frequencies computed with the following formula [25]
(using the same tension values as in the model: 27.1kN for the beam and

















The comparison between the beam and cable model is performed re-
specting an imposed sag value. Given this hypothesis, tension in the beam
model is worth 27.1kN and 29kN in the cable model. A discussion of the
difference between eigen frequencies computed with the beam model and
observed ones is presented further in the text. The following tables (5.1-5.3)
3fymax is the product of frequency [Hz] by zero-to-peak antinode amplitude of vibration
ymax [mm], as defined in section 1.5
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Table 5.1: Comparison between measured and computed frequencies for the
beam and cable models
Mode Obs. Beam Dif. Eq. (5.1) Cable Dif. Eq. (5.1)
freq. FE freq. % 591.3Nm2 FE freq. % 0Nm2
[Hz] [Hz] [Hz] [Hz] [Hz]
19 20.4 21.06 +3.2 21.24 20.50 +0.5 21.76
40 42.9 44.46 +3.6 46.14 42.22 -1.6 45.82
53 59.3 61.74 +4.1 62.93 56.49 -4.7 60.71
Table 5.2: Comparison between measured half wavelength and computed
half wavelength (for the beam and cable FE models)
Mode Measured Beam FE Differ. Cable FE Difference
λ/2 [m] λ/2 [m] % λ/2 [m] %
19 3.51 3.51 0.2 3.34 5
40 1.71 1.71 0.1 1.63 4.7
53 1.27 1.27 0.5 1.22 3.8
compare measured mode shape information versus values computed by a
modal analysis, with a cable and a beam finite elements (FE) model of the
span.
One can see that the beam model with the assumption of constant bend-
ing stiffness (taken equal to the average bending stiffness deduced from mea-
surements) leads to good results. The position of node 1 is computed with
a difference of a few % (against 10% for the cable model), which means that
the mode shape in the vicinity of the span is correctly computed. The dif-
ference between computed and measured position of node 1 is minimum for
the 53rd vibration mode (0.4%). Also, half the wavelength is computed with
a difference much inferior to 1% (against about 5% for the cable model).
5.4 Time response with a forced excitation
On IREQ ´ s cable test bench, a vibration shaker was used to excite the
cable. It was located at a distance of 1.68m of the span end opposed to the
Table 5.3: Comparison between measured and computed position of node 1
for the beam and cable models
Mode Measured pos. Beam FE pos. Differ. Cable FE pos. Differ.
of node 1 of node 1 % of node 1 %
19 3.65 3.68 3 % 3.34 8.5 %
40 1.83 1.86 1.5 % 1.63 11 %
53 1.39 1.40 0.4 % 1.22 12.4 %
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suspension clamp. Let us consider tests carried out on September 30th 2008
on Crow ACSR conductor tensioned at approximately 24% RTS. During
those tests the conductor was excited at its 19th eigen frequency, with an
amplitude fymax equal to either 40, 80 or 160mm/s. The corresponding ex-
citation forces imposed by the shaker were respectively 3.7, 13.2 and 40.67N
(0-pk).
In our finite element model, the vibration shaker is modelled by a ver-
tical harmonic force acting at the same distance from span end. The force
amplitude introduced in the model is worth 26.4N 0-pk. This value therefore
corresponds (in real world) to an fymax amplitude comprised between 80
and 160 mm/s. The 19th eigen frequency computed by a modal analysis for
the beam model is worth 21.15Hz. This means that there is a 3.6% differ-
ence between the computed value of the nineteenth frequency and the one
measured in laboratory (20.4Hz). Such difference probably comes from one
or several of the following reasons:
• no damping is considered for the present modal analysis; in reality,
some damping is present, which will affect the values computed for
eigen frequencies,
• the sag of the model has been tuned so as to coincide with the sag
value deduced from measurements. To deduce that sag, the relative
height of two points located at 50cm from the end of the span and
of a third point located at the centre of the span was measured on a
daily basis with a precision of the order of 0.1mm. Nevertheless, since
information on the conductor shape between the span ends and 50cm
further is not known, the precision on the sag value deduced from
measurements is of the order of 1cm when transposed to the model.
Moreover, a small sag variation during the day due to temperature
change may not be excluded.
• the system used to excite the conductor is a vibration shaker which
moving arm is connected to the conductor. The mass of this moving
arm is not negligible and will impact conductor vibrations. Never-
theless, it is not taken into account in the present model. According
to the data sheet of the vibration shaker, the armature weight of the
vibration shaker is 9.1kg.
• the cable is a complicated system with layers, stranding angle, It is
modelled here with a simple beam element,
• the spatial discretization of the span has an impact on the computed
mass and stiffness matrices and hence on computed values of eigen
frequencies.
Let us now consider the dynamic response of the cable when a forced har-
monic excitation, with a frequency of 21.15 Hz and an amplitude equal to
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26.4N (0-peak). The position of the third antinode (the first antinode being
the one adjacent to the span end opposite to the shaker) as a function of
time can be seen in figure 5.2. Note that the integration scheme used is
Newmark with no numerical damping.











Figure 5.2: Position of the third antinode of eigen mode 19 at 21.15Hz
A beat is clearly visible. Its period is approximately 1.6 s. It may mean
that the introduction of the vibration shaker in the model has an impact on
eigen frequencies. The resonance can be visualised with a Lissajous curve,
with position on one axis and excitation force on the other. At resonance,
phase shift between acceleration and excitation force is 90◦, which means
that the Lissajous curve plotting either excitation force as a function of
displacement, or excitation force as a function of acceleration is a circle
(provided an appropriate scale is chosen for axes X and Y, else the plot will
show an unrotated ellipse). Figure 5.3 shows a Lissajous curve (acceleration
as a function of excitation) for an excitation frequency of 21.15Hz. One can
see that the phase is not constant. Changing the excitation frequency to
either 22 or 20.85Hz, it is possible to improve the phase stability, but not to
completely get rid of beats (Figure 5.4).
The evolution of conductor tension during the same simulations is shown
in figure 5.5. A frequency content analysis of the tension in the beam excited
at 20.85 and 22Hz shows an important component at twice the excitation
frequency (figure 5.6). These curves show that the introduction of an exci-
tation force in the model induces tension variations. The interested reader
can find further information on this double-frequency phenomenon in [66].
As long as tension continuously varies in the model, eigen frequencies will
vary too. Therefore, with those continuously changing eigen frequencies, it
is not possible to obtain a perfect resonance exciting the cable model at a
fixed frequency. This is a plausible explanation to the beat phenomenon.
The continuous tension fluctuations probably causes a continuous eigen fre-
quency fluctuation, and even if no damping is introduced in the model, the
nodes will be vibrating. This topic will be further investigated in chapter 6.
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Figure 5.3: Lissajous curve (acceleration [m/s] as a function of excitation [N ]) at a
frequency of 21.15Hz.
5.5 Parametric study
As mentioned in the introduction of the present paper, the behaviour of
overhead line cables is complex to model. The present parametric study aims
at studying the impact of an inaccurate value of average bending stiffness
on the one hand and of excitation force on the other hand.
Figure 5.7 shows the impact of a 10% change in the value of average
bending stiffness used in the simulations. Three values of conductor bending
stiffness are considered: the average one, as well as 90% and 110% of this
average value. Also, the previous figure is drawn respecting a constant sag
value and a frequency adjustment is performed for each case to get closer
to resonance conditions. The previous figure shows that a bending stiffness
change of 10% leads to an amplitude change comprised between 1 to 6%.
Another source of uncertainty resides in the knowledge of the excitation
force. Figure 5.8 shows the results of a sensitivity analysis to the value of
the excitation force. One can see that the sensitivity to the amplitude of the
excitation force is low. Considering changes of 10% in the amplitude of the
excitation force, corresponding changes in maximum amplitudes computed
are of the order of 5%. Provided the value of the excitation force is of the
order of a few tens of Newtons, the impact of a 1N error in the evaluation
of the amplitude of the excitation force is negligible.
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Figure 5.4: Position of the third antinode for eigen frequency of 20.85 Hz (top) and 22
Hz (bottom)
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Figure 5.5: Evolution of tension in the model when the excitation frequency is 20.85 Hz
(top) and 22 Hz (bottom)
5.6 Reproduction of observed phenomena when
in-span line equipment is introduced
During some of the tests performed with line equipment installed in-span,
higher amplitudes were observed on the subspan corresponding to the short
portion of conductor between the line equipment and the suspension clamp,
opposite to the shaker side. As further explained in this paragraph, it was
possible to reproduce such phenomena with the beam model computing a
dynamic time response of the span, but these higher amplitudes on the
short portion of span can already be observed by modal analysis. Let us
consider a vibration test made on October 27th 2008, with conductor Crow
tensioned at approximately 23.5% RTS, a suspension clamp installed on
the span extremity opposed to the vibration shaker, and monitoring device
installed at approximately 6.2m from the suspension clamp. For an excita-
tion frequency of 61.23Hz, amplitudes between the monitoring device and
the suspension clamp (short subspan) were approximately 50% higher than
amplitudes between the monitoring device and the shaker (long subspan).
Modelling the monitoring device with a concentrated mass of 8kg, the 52nd
mode shape which corresponds to a 59.44Hz eigen frequency is also charac-
terized by higher amplitudes on the short portion of conductor between the
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Figure 5.6: Frequency content of the tension in the beam for excitation frequencies of
respectively 20.85Hz (top) and 22 Hz (bottom). If X is the discrete fourier transform of
































Figure 5.7: Sensitivity of the model to the value of average bending stiffness




























Figure 5.8: Sensitivity of the model to the value of excitation force
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line equipment and the suspension clamp (see figure 5.9).
Figure 5.9: 52nd mode shape (eigen frequency of 59.44Hz), higher amplitudes are ob-
tained on the short subspan
Investigating which conditions led to such higher amplitudes in the short
subspan, the graph shown in figure 5.10 was drawn. The graph shows the
ratio between antinode amplitude of the short subspan over antinode ampli-
tude of the long subspan as a function of the ratio frequency/ fundamental
frequency of the short subspan. Three series of data are shown: the first
one with the real mass value of the line equipment (8kg), the second one
with a lower mass value (5kg) and the last one with no mass at all (obvi-
ously leading to an antinode amplitude ratio equal to 1). From the previous
graph, it is clear that amplitude ratios higher than 1 are met for excitation
frequencies which correspond to a multiple of the fundamental frequency
of the span portion between the line equipment device and the suspension
clamp. Nevertheless for all other cases, the vibration amplitudes on the
short portion of span are much lower than on the rest of the span. This
amplitude amplification effect needs to be further investigated to determine
the effect of subspan length ratios for example, but from this information,
it is possible to predict when an amplitude amplification will occur.
5.7 Time response
The model used to compute the time response in the previous sections con-
tains between 300 and 400 elements. With such discretization, it is possible
to model adequately the time response at frequencies of the order of 20 Hz,
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Figure 5.10: Effect of frequency on antinode amplitude of a subspan delimited by a
concentrated mass
but for frequencies as high as 60Hz a mesh refinement is needed. In order
not to increase the number of elements too much, it was decided to compute
the time response of the beam under forced excitation at a lower frequency,
trying to obtain higher amplitudes on the short portion of span. The model
used contains 382 elements, and a case of higher amplitudes on the short
portion of span was obtained for an excitation frequency of 23.075Hz.
On the short portion of span, the antinodes of mode 21 vibrate with a
peak-to-peak amplitude of 25mm (see figure 5.11), while on the long portion
of span, antinode amplitudes of the same mode reach only 13mm peak-to-
peak. This observation is equivalent to a ratio of approximately 2 between
the antinode amplitudes on the short and long portion of span, which is in
agreement with the values of figure 5.10.
5.8 Conclusions
The shape of a conductor vibrating at its vibration modes in the vicinity of
the span end is correctly reproduced by the beam element model.
Studying the time response of the conductor under forced excitation, it
has been shown that tension fluctuations cannot be neglected in the observed
phenomenon. A direct consequence is that the conductor eigen frequency
fluctuates continuously, which makes it difficult to obtain a perfect reso-
nance. The impact of tension fluctuations on the 63.5 m long span are
much less important than for most other (shorter) laboratory tests spans.
Still, even with its important length, vibration amplitudes on the 63.5m are
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Figure 5.11: Amplitude at an antinode located on the short portion of span when the
excitation frequency is 23.075 Hz
worth a significant sag percentage. The ratio amplitude of vibration/sag on
the 63m laboratory test bench is of the order of 5%, while on a real span,
the same ratio is of the order of 0.2%. Part of node displacement on the
laboratory test span may be due to tension variations, and smaller tension
variations may be expected on real spans during Aeolian vibration events.
This potential contribution to node displacement will be investigated in the
next chapters since it may invalidate the hypothesis of ISWR method, which
is a widely used method to assess conductor self damping properties.
Considering a concentrated mass on the conductor, modal analysis with
the beam model made it possible to understand which particular conditions
led to higher amplitudes on the short portion of span (between the concen-
trated mass and the nearest span end in our experiment). Higher amplitudes
on the short portion of span occur when the excitation frequency is a mul-
tiple of the short span fundamental frequency. For all other conditions, the
amplitudes of vibration on the short portion of span are lower than every-
where else. This analysis must be further completed by a study using the
propagation theory. Last, it was possible to reproduce these high amplitudes
on the short portion of span with a dynamic time analysis for an excitation






In the field of Cable Bridges, tension fluctuations are known to have a po-
tential impact on vibration amplitudes, as is the case with the “parametric
excitation” phenomenon. As explained in [14], the parametric excitation of
cables is an instability phenomenon which consists of large amplitude trans-
verse cable oscillations caused by the longitudinal component of the small
periodic motion of the cable supports. More information on the subject can
be found in [51] and [15].
An important amount of data was collected throughout the tests per-
formed at Ireq in 2008 and 2009 (see chapter 3). In an attempt to model
them, interesting phenomena have been highlighted (see section 5.4), which
are believed to be linked to tension fluctuations. In order to confirm inter-
pretation, one needs to go back to theory and cable equations.
6.2 Equations for vertical motion












where m is the conductor mass per unit length [kg/m], T the conductor
tension [N], and fe(z) external forces [N]. Let l [m] be the conductor instan-
taneous length at a given time t. Considering a small perturbation in the









+ a∆T ] = 0 (6.2)
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under the hypothesis of parabolic catenary shape.
6.3 Figuring the change in tension
6.3.1 Simple formulation
The change in tension can be estimated thanks to Hooke’s law
∆T = Kv∆l. (6.4)
where Kv accounts not only for conductor axial stiffness, but also for










Note that when the cable is fixed by two heavy metallic clamps, which are
themselves tightly fixed to two heavy and highly rigid concrete blocks (which
is the case for IREQ´ s test span), the contribution of the anchoring stiffness
system may be neglected.












Assuming both a small perturbation in the equilibrium position of the cable








where s is the span index and k the mode number, one obtains the following














for k odd and zero for k even.
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6.3.2 A more accurate formulation
Neglecting the conductor bending stiffness effect, the shape of a conductor
can be represented by a hyperbolic function. Considering a level span and
a set of axes located at one end of the span, this function is:
ys = P cosh(
x− L/2
P
)− P cosh( L
2P
), (6.9)
where P [m] is the ratio of conductor tension [N] on weight per unit length
[N/m].
When the conductor is vibrating at one of its eigen modes, if the con-
ductor bending stiffness is still neglected, the shape of the conductor can be
approximated by the following function:
y = ys + ye (6.10)
where




and k is the mode number.
Let y′ be the first derivative of y with respect to abscissa x. The length





1 + y′(x)2 dx. (6.12)
6.3.3 Comparison of the changes in tension computed ana-
lytically versus with a finite element model
The comparison of the change in tension computed using either the finite
element model or one of the analytical formula has been performed under
the following hypotheses:
• 63.5 m long span with infinitely rigid span ends,
• An ACSR Crow conductor is strung on the span at 26.5% RTS. The
cable characteristics can be found in [25]: a total section of 409.4mm2,
an aluminium section of 362.6mm2, 54 aluminium wires (diameter
2.92mm), 7 steel wires (diameter 2.92mm), a total diameter of 26.3mm,
a linear mass of 1.3698kg/m and a rated tensile strength of 116.9kN





68.3 ∗ 109 ∗ 409.4 ∗ 10−6
63.5
= 4.4 ∗ 105N/m
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Table 6.1: Comparison of the changes in tension computed from a simple
formulation (see section 6.3.1), a more accurate formulation (see section
6.3.2) or with a finite element model
Method mean dynamic σ <T>−T0T0
tension < T > (standard deviation)
Analytic 1 31212.96N 156.60N 0.69%
(see section 6.3.1)
Analytic 2 31212.94N 156.58N 0.69%
(see section 6.3.2)
Finite elements 31187N 203.26N 0.6%
• The cable vibrates at its 19th eigen mode, with an amplitude fymax =
188.8mm/s. The latter amplitude is slightly inferior to the endurance
limit of ACSR conductors, which is about 200mm/s [25]. Higher
fymax values would hardly be met in reality.
The previous table not only confirms that the analytical formulae lead to a
change in tension too, but it also highlights that the latter values are very
similar to those computed by the finite element model. As an example, the
mean dynamic tension differ from less than 0.1% and <T>−T0T0 by less than
15%.
The results computed with the “more accurate analytical formulation”
(see section 6.3.2) are further illustrated. In figure 6.1, one can see the initial
and deformed shape of the conductor and in figure 6.2, the evolution of the
total span length, which is characterized by a frequency equal to twice the
excitation one.
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vibrating cable−eigen mode 19
Figure 6.1: Initial and deformed shapes of the 63.5m span, as computed with the model
presented in section 6.3.2
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Figure 6.2: Evolution of the total span length over one period of vibration, as computed
with the model presented in section 6.3.2
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6.4 Tension fluctuations in real spans versus lab-
oratory test spans
Since it is a common practice nowadays to assess the self damping properties
of conductors on short laboratory dead end spans 1, it sounds relevant to
ask ourselves whether tension fluctuations have a different impact on real
spans versus laboratory ones.
In real life, it is commonplace to see single spans which length is of
the order of a few hundreds of meters. In Cigre´ brochure TB396 [2], the
maximum reported length for a single span is 5374m, in a fjord crossing
in Greenland. In the present document, the vocable “long span” denotes
spans with a length comparable to real ones (generally more than a hundred
meters). Other spans which length represents a few tens of meters will be
denoted “short spans”.
Also, in real life configurations, line sections are common 2.
6.4.1 Changes in tension in a single dead end span versus a
section span
Starting from equation (6.8), the potential changes in tension within a span
can be estimated whatever its length or configuration. Let us assume that:
• a span of some overhead line section is vibrating at its kth mode only
(all other spans of the line section are supposed to be still),
• k is high enough so that its modal contribution to the initial sag is
negligible, (y2sk − y2sk0) ≈ ∆y2sk,
• the section ends are infinitely rigid.
If this vibrating span is the jth span of a series of s suspension spans,
the change in tension is
∆T ≃ KvLj( kπ
2Lj
)2∆y2j,k (6.13)










Since the section ends are supposed to be infinitely rigid, one obtains:
1The self damping power of an average to long span at a given frequency is generally
estimated using data recorded on a short span, at the same amplitude and tension levels
















It means that all other things being equal (span length, mode number,
vibration amplitude, etc..) the change in tension is much higher in a single





Compared to single spans, their axial stiffness is of course much inferior.
6.4.2 The axial rigidity of span ends
Coming back to the rigidity of span ends, the anchoring stiffness of real spans
will be completely different than in the case of a dead-end span “fixed by
two heavy metallic clamps, themselves tightly fixed to two heavy and highly
rigid concrete blocks”. As a consequence, for real spans, the contribution of
span ends should not be neglected in equation (6.5), leading to lower axial
stiffness values.
This is another reason why in real life, changes in tension may be inferior
to those existing on laboratory spans, even if similar vibration levels are
considered.
6.4.3 fymax (amplitudes times frequency) and changes in ten-
sion in single dead end spans
The fatigue indicator fymax (defined in sections 1.4 and 1.5) is generally used
to quantify the severity of vibrations on a power line in fatigue tests or self
damping tests. It seems relevant: when strung at the same tension level,
and excited at the same fymax amplitude, two spans of different lengths
will vibrate with a similar “loop pattern”. Nevertheless, the corresponding





and λ2k ≃ Tf2
k
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This formula (6.16) has the following physical meaning: under the as-
sumptions made, the change in tension in a (single) dead end span varies
as the square of fymax. Comparing two dead-end spans with exactly the
same parameters and characteristics but length, vibrating with the same
amplitude fymax, at a high order vibration mode, no important difference
in the computed changes in tension is to be expected.
6.4.4 Checking the hypotheses made
In case k is small and odd, the hypothesis of negligible contribution to the
initial sag (which permits to approximate (y2sk−y2sk0) by ∆y2sk) and to obtain
(6.13)) may be violated. In order to check this out, some computations have
been performed for a dead end span, using the “ more accurate formulation
” presented in section 6.3.2. Other hypotheses are identical as in section
6.3.3 except the amplitude which is worth exactly fymax = 200mm/s. The
results are shown in figure 6.3., where the change in tension (%) is given
as a function of the span length. Four series of data are shown, each of
them corresponding to a given mode (1, 3, 5 or 19) excited at an amplitude
fymax = 200mm/s. Analysing the curves, one can clearly see two things:
• for a fixed span length value, the influence of yk0 is stronger for mode 1.
Yet, the difference between the computed changes in tension is inferior
to 1% . For higher mode numbers, there is almost no scattering among
the results.
• as the span length increase, for a fixed value of fymax, the change in
tension computed with a more accurate formula decreases. Neverthe-
less, the order of magnitude of this decrease is limited (e.g. for the case
depicted in figure 6.3, less than 1% when the span length in increased
from 100m to 200m).
All in all, the hypotheses made to deduce the simplified formulae (6.14)
and (6.15) seem acceptable.
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Figure 6.3: Maximum change in tension [%] computed analytically with the formulae
presented in section 6.3.2 for several odd mode numbers and as the span length varies.
The span length is in meters [m] and fymax is taken equal to 200mm/s. Other hypotheses
are identical as those described in section 6.3.3
6.5 The effect of tension fluctuations on ampli-
tudes
The previous section has demonstrated why differences in changes in tension
may exist between a laboratory span versus a real span. A good under-
standing of the potential impact of tension fluctuations on the assessment of
conductor properties is therefore of paramount importance. The aim of the
present section is to qualify and quantify the effects of tension fluctuations.
To do so, the solutions to two problems need to be compared. Considering
the same amount of damping introduced, and the same harmonic excitation,
a variable tension problem will be compared to a constant tension one.
6.5.1 Resolution of the constant tension problem
Modal solution











+ f(x, t) (6.17)
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where m is the linear mass [kg/m], c is the viscous damping coefficient
[Ns/m2], T is the string tension [N ] and f(x, t) some transverse excitation
[N/m].
A solution to this problem can be sought as a “modal superposition”,




where q¯ are the generalized coordinates of the forced response solution and









, i = j (6.20)





















2Yiq¯i(t) + f(x, t) (6.22)
Suppose the harmonic excitation is punctual and located at x=a. In other
words, f(x, t) = F0 sin(ωt)δ(x − a)
Multiplying the previous equation by Yj and integrating it between 0










q¯i = 2f0 sin(ωt)Yi(a) (6.23)
One can assume that a solution of this equation is
q¯i = Ai sin(ωt+ φi) (6.24)
The solution to the initial problem is
y(x, t) =
∑
AiYi(x) sin(ωt+ φi) (6.25)
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where the mode shapes are given by Yi(x) = sin(
iπx
L ) so that the following
boundary conditions are implicitly respected
y(L, t) = y(0, t) = 0 (6.26)
Replacing the general coordinates q¯i(t) by their values Ai sin(ωit + φi) in
(6.21) gives:
−Aiω2 sin(ωt+ φi) + c
m
Aiω cos(ωt + φi) + (6.27)




The previous expression can be rewritten decomposing the sinusoidal func-
tions of a sum as a sum of products involving sin(ωt) cos(ωt). Then, equating













i − ω2) sin(φi) +
c
m
Aiω cos(φi) = 0 (6.29)
From the latter equations, it is possible to check that φi =
π
2 when the
cable is excited at its ith resonance frequency (non trivial solution when
ωi = ω).
Numerical application
Assuming that a 63.5m span equiped with a cable of 1.369kg/m tensioned
to 28000N (+−23%RTS), and that this cable is excited harmonically at its
19th excitation frequency at x=1.68m, with an amplitude of 30N (0-peak)
then the contribution of mode 19 in the span motion is characterized by an
amplitude A19 = 0.007m and a phase lag φ19 =
π
2 . The contributions of
all other vibration modes under these conditions is far less important: e.g.
A1 = 3.2 ∗ 10−6m, A18 = 3.71 ∗ 10−4m, A20 = 3.51 ∗ 10−4m with respective
phase lags of -0.02, -2.9 and 3 degrees. The value of coefficient c may be
changed, to introduce a different amount of damping. When c tends to zero,
A19 tends to an infinite value. Considering c=0.01 and 0.1 the amplitude of
the nineteenth mode equals respectively 0.7 and 0.07m respectively.
Self-damping computed via integration








The value of the previous integral can be computed once the damping















In the previous subsection, it has been shown that when the cable is
excited at its kth eigen frequency and its motion decomposed according to
its eigen mode shapes, the contribution of the kth mode shape was by far
the most important. In a trial to estimate the self damping power in the
cable, the motion will be approximated by:
y(x, t) = AkYk(x) sin(ωt+ φk) (6.33)
Since φk = π/2, the previous relationship can be simplified:
y(x, t) = AkYk(x) cos(ωt) (6.34)
The derivative of y with respect to time is equal to
∂y(x, t)
∂t
= −AkYk(x)ω sin(ωt) (6.35)
Introducing the expression of ∂y(x,t)∂t into 6.31 and assuming that Yk(x) =





















The power dissipated by the span is obtained multiplying Wd by the
frequency.
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Self-damping computed via ISWR
Several experimental methods exist to deduce the self-damping of a conduc-
tor [25]. Those have been described in the first chapter (Chapter 1, State of
the Art). In the present section, the ISWR (Inverse Standing Wave Ratio)
is used for a comparison with the result of the integration method. Its ap-
plication requires the amplitudes of vibration at some nodes to be measured
as well as an amplitude at an antinode. The method is derived from the
work of Tompkins et al [85] and is based on principle that if there were
no dissipation within the cable no motion at nodes would occur (because
incident and reflecting waves are equal). The motion which occurs at vi-
bration“nodes” hence reflects the damping within the conductor. Further
explanation and all equations required to apply this method can be found
in chapter 1 (section 1.10.3, equations 1.19-1.22).
Comparison of the self-damping computed via integration versus
applying the ISWR method
Let us consider a span with the following characteristics:
• length of 63.5m,
• mass per unit length of 1.369 kg/m,
• tension of 31000N (26.5% RTS),
• harmonic excitation located at x=5m (amplitude of 43N and frequency
equal to the nineteenth eigen frequency of the span),
The modal resolution of the constant tension problem leads to non-zero
steadily decreasing amplitudes (as one moves away from the location of the
excitation). This fact is illustrated in figure 6.4 for a constant c equal to
0.41. The corresponding value of the self damping coefficient ζ is 0.001 (see
[25], formula 2.3-16)
The self damping power of the span can be computed using the two
methods presented above (via Integration and via the ISWR method). The
results are shown in figure 6.5, as well as the single antinode amplitude for
different values of c. One can see that both methods lead to similar results.
As the viscous damping coefficient c increases, the power dissipated by the
span decreases. This result can be explained by the dependence of the energy
dissipated per cycle as the square of antinode amplitudes. Any increase in
the value of c will lead to lower antinode amplitudes and therefore lower
dissipated power.
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Figure 6.4: Evolution of the zero-to-peak amplitude along the span for a viscous damping
coefficient (c) equal to 0.4 and an amplitude of the excitation force of 43N (0-peak)










Value of coefficient c
 
 
0−pk Antinode amplitude [mm]
Dissipated power [W] (Integration)
Dissipated power [W] (ISWR)
Figure 6.5: Evolution of the power dissipated by the span and single amplitude as the
viscous damping coefficient c varies
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6.5.2 Resolution of the variable tension problem
Introduction
As demonstrated in chapter 3, the effect of the conductor variable bending
stiffness on the computed vibration shape is mostly concentrated near the
fixtures, where the motion is hindered. No significant difference is to be
expected at computed antinode amplitudes. This has been easily and duly
confirmed by some simulations. The constant tension problem has been
investigated using the string equation. For the sake of simplicity, the effect
of changes in tension on the variable tension problem has been investigated
using a cable finite element of the span. This also offers two advantages: the
computation time is reduced and the comparison is performed under very
similar conditions but non linearity.
Model and Computation strategy
As in chapter 3, a time resolution of the problem has been performed. The
same finite element software is used (Samcef), with cable elements. Mesh
refinement is introduced wherever and whenever needed:
• The slope of the vibrating conductor is maximum near vibration “nodes”.
A refined mesh is required to adequately estimate the amplitudes in
these areas. Accordingly, the maximum element length used at the
latter location is 10mm.
• The slope of the conductor near a vibration antinode is minimum. It
seems useless to introduce mesh refinement in those areas. Given the
excitation frequency (about 20Hz) and the corresponding wavelength
(about 3m), a minimum element size of about 20cm is used.
The simulations are performed with a very small time step (of the or-
der of 0.001s) during the first half second of dynamic simulation to ensure
convergence. Afterwards, an automatic time-step is allowed. Its value is of
the order of 0.005s, which is compatible with the excitation frequency of the
order of 20Hz. As in chapter 5, the integration scheme is chosen in order
not to introduce any numerical damping (Newmark trapezoidal rule with
adequate integration parameter values).
Some viscous damping has been introduced in the model. To be more
precise, this proportional damping has been introduced via a mass matrix
coefficient. Since the latter matrix is constant, the equivalent viscous coeffi-
cient is constant too. A more complex model, able to cope with the variable
bending stiffness and self damping properties will be presented in chapter 7.
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Miscellaneous simulation results
Here is an illustration of some results, obtained under the following simula-
tion conditions:
• excitation force of 30N (0-peak),
• excitation frequency of 20.98Hz (this value has been tuned with a
parametric study so as to obtain maximum vibration amplitudes),
• span length equal to 63.5m,
• mass proportional damping coefficient equal to 0.1. This value was
chosen for it leads to realistic amplitudes of vibrations (referring to
the tests performed on Ireq’s laboratory test span).
The evolution of the antinode amplitude during one minute is shown
in figure 6.6. One can clearly see a transient in the establishment of the
motion. At the end of one minute, the antinode amplitude still shows beats,
but with a rather stable average zero-to-peak amplitude value, of the order
of 5mm (0-peak). Given this result in the one hand and the considerable
amount of data produced by such a simulation on the other hand, it was
decided to base the analysis on data collected at the end of this one minute
simulation (with corresponding time abscissae >40 seconds).
At each vibration cycle, the excitation force introduces some energy in
the span. Its work can be visualised in a Lissajous curve, where the ex-
citation force is plotted as a function of the cable position at the location
of the excitation (see figure 6.7). The phase shift between the two signals
continually varies around 90◦. As an example, during the short time interval
corresponding to figure 6.7, it is worth about 90.25◦.
Because of the continual tension fluctuations, it is believed that the
vibration nodes keep travelling during the simulation. Without any damping
introduced in the model, both the location and magnitude of minimum
amplitudes continually vary (see figure 6.8). The average amplitudes at
vibration nodes 2 and 1 3 are about 220 µm and 160 µm. Without damping,
one can say that the “nodes” travel on a distance equal to a few centimetres
along the span. When some damping is introduced in the model, the “nodes”
still travel, but on a shorter distance and the amplitudes still vary, but in a
lesser extent (see figure 6.9). The corresponding proportional mass damping
coefficient of 0.1, which leads to realistic antinode and “node” amplitude
values (e.g. 35 µm and 21 µm at two adjacent vibration nodes near the
span end opposed to the excitation force). Such realistic amplitudes lead to
a realistic loss factor ζ (defined in chapter 1) of the order of 0.001.
3The amplitudes at vibrations “nodes” increase as one goes near the excitation force
(see figure 6.4 for example, where the excitation force is located at at an abscissa inferior
to 10m). “Node 1” denotes the first vibration mode next to the span end opposed to the
vibration shaker (the one with an abscissa of about 60m in figure 6.4)
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Figure 6.6: Variable tension problem. Time evolution of the antinode position for a
mass proportional damping coefficient equal to 0.1, excitation frequency of 20.98Hz



















Figure 6.7: Lissajous curve of the excitation force versus cable position at the location
of the excitation
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Figure 6.8: Variable tension problem 0-pk amplitude at several locations in the vicinity
of the second vibration node without damping

































Figure 6.9: Variable tension problem 0-pk amplitude at several locations in the vicinity
of the second vibration node with damping (the mass proportional damping coefficient is
equal to 0.1)
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As could be expected, a frequency content analysis of the displacement
at vibration nodes shows that the main contribution (21.09Hz) is very near
the excitation frequency (20.98Hz) (see figure 6.10).
















Figure 6.10: Variable tension problem. Frequency content of the antinode amplitude of
vibration for a mass proportional damping coefficient equal to 0.1, excitation frequency of




A zoom on the frequency range comprised between 30 and 50Hz shows
a second peak at twice the excitation frequency (42.18Hz, see figure 6.11).
The presence of the latter can probably be explained by the influence of
tension fluctuations. Note that in the validation part of this thesis (part III),
some analyses of unfiltered data recorded at vibration nodes on a laboratory
test bench show similar frequency peaks at twice the excitation frequency.
Several smaller peaks separated by a frequency shift of 1.04Hz can also be
noted. Since the fundamental frequency of the span is equal to 1.18Hz, it is
plausible that these peaks are not numerical artefacts but have a physical
origin.
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Figure 6.11: Zoom on the 30-50Hz range of the data shown in figure 6.10. Variable
tension problem. Frequency content of the antinode amplitude of vibration for a mass
proportional damping coefficient equal to 0.1, excitation frequency of 20.98Hz. If X is the




Table 6.2: Comparisons of the variable constant tension problem “without
damping” versus reality
Reality 1 Reality 2 T variable
Frequency [Hz] 20.4 20.4 20.9
0-pk excitation force [N] 13.2 40.7 26.4
0-pk antin. ampl. [mm] 3.92 7.84 5-10
0-pk ampl. at node 1 [µm] 31.51 93.21 ≈ 160
0-pk ampl. at node 2 [µm] 24.18 81.04 ≈ 220
0-pk ampl. at node 3 [µm] 38.54 111.38
0-pk ampl. at node 14 [µm] 124.57 361.98
ζ 0.0005-0.0015 0.0008-0.0015
Elements size not applicable not applicable 1cm
6.5.3 Comparison of the variable tension problem without
damping versus reality
In reality, it is of course impossible to suppress damping. This first com-
parison therefore aims at “identifying” and “qualifying” the damping effect
of the conductor non-linearities. Some results of the variable tension prob-
lem without damping are illustrated in chapter 5. In those simulations,
the conductor average bending stiffness is supposed constant and equal to
the value deduced experimentally on Ireq’s test-span (about 50% EImax).
Important difficulties have been faced while trying to “tune” a resonance
without damping. Nevertheless, some resonance conditions have been ap-
proached. They correspond to the following experimental case: the tension
in conductor Crow is about 25% RTS, the excitation frequency is worth
about 20Hz and the excitation force is equal to 26.4 N (0-peak) (the con-
ductor properties as well as the description of the test-span are supplied in
chapter 5). The excitation frequency has then been adjusted to approach
resonance conditions. In figures 5.4, 5.7 and 5.8, one can see that a variable
antinode vibration amplitude is obtained, which amplitude varies between
(about) 5-10mm 0-pk.
The amplitudes computed with the variable tension problem can be com-
pared to what has been measured on Ireq’s test-bench, under similar condi-
tions but damping. The result is shown in table 6.2.
Even “without damping”, the antinode amplitudes computed with the
variable tension problem are similar to those measured on the laboratory test
bench. Given the integration scheme is chosen in order to avoid artificial
damping, this may mean that the damping effect of non linearities is very
important.
The amplitudes measured in reality at the first “node” are not consistent
with the ones measured at “node” 2: as can be seen in figure 6.4, “node”
amplitudes should increase as the distance to the excitation force decreases
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(which is the case for nodes 2, 3 and 14 in table 6.2). The amplitude at
the second vibration “node” should be higher than at the first “node” one.
Among the elements which could influence this anomaly:
• only the minimum amplitude value was kept in the records during the
tests, and it often occurred that the amplitude at the vibration node
varied (see also chapter 9),
• the measurement of each “node” requires some time (e.g. a few min-
utes each) to accurately locate the node, follow the time evolution of
amplitude (to find its minimum value), etc.. Since the measurements
are not simultaneous, some small differences in the corresponding test
conditions may exist.
Can an equivalent self-damping coefficient be computed via the ISWRmethod
for the variable tension problem without damping? According to this method,
the difference in amplitudes between incident and reflected waves is an im-
age of the power dissipation which takes place along the span. This method
implicitly supposes that the wavelength of incident and reflecting waves are
equal which is obviously not the case with the variable tension problem.
Continual changes in tension will cause a continual change in wavelength.
The conditions to apply the ISWR method are infringed. As an example,
computing an equivalent value of the self-damping coefficient ζ from the
simulations results of the variable tension model without damping, one ob-
tains ζ ≈ 0.4%. As will be seen in the next section, this value is higher than
the self damping coefficient of the variable tension model where the mass
proportional damping coefficient is taken equal to 0.1.! This result does not
make sense.
Due to some memory limitations, it was not possible to perform com-
putations with more than 1000 elements with the variable tension problem.
The length of the mesh elements is worth about 1cm in the vicinity of vi-
bration nodes and about 10cm elsewhere. In such conditions, the tuning of
the excitation frequency can not be as fine as one would wish. As an exam-
ple, for the present test conditions, a change of 0.1 in the eigen frequency
corresponds to a change in the wavelength of the order of 5cm. The tuning
of the excitation frequency with an finer accuracy than 0.1Hz is therefore
illusory. A finer tuning of the excitation frequency could have led to dif-
ferent amplitudes of vibrations. It is nevertheless interesting to note that
during the tests performed at Ireq in 2008, the resolution in the tuning of
the excitation frequency was also limited to 0.1 Hz.
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6.5.4 Comparison of the variable and constant tension prob-
lems without damping
Comparing the variable and constant tension problems without damping, a
first difference can be seen in the phase lag between the excitation force and
the cable position. In the constant tension problem (see equations 6.27 and
6.28) this value is constant. In the variable tension problem, the Lissajous
curve of excitation versus cable position over several vibration periods shows
a continually fluctuating phase.
Then, the amplitudes at antinodes fluctuate between about 5 and 10mm
(0-pk) in the variable tension problem but tend towards an infinite value
for the constant tension problem. In other words, the effect of the variable
tension is similar to the introduction of some artificial damping. Figure 6.12
shows the amplitudes at the first two vibration nodes in the variable tension
problem.

























Figure 6.12: Variable tension problem- Time evolution of the amplitudes at the first
two vibration nodes
132
Table 6.3: Comparisons of the variable and constant tension problems versus
reality
Reality 1 Reality 2 T Constant T variable
Frequency [Hz] 20.4 20.4 22.5 20.98
ζ 0.0005-0.0015 0.0008-0.0015 0.001 0.0009
0-pk antin. ampl. [mm] 3.92 7.84 16.65 5
0-pk ampl., node 1 [µm] 31.51 93.21 52 21
0-pk ampl., node 2 [µm] 24.18 81.04 106 35
Injected power [W] N.A. N.A. 35.3 9
0-pk excitation force [N] 13.2 40.67 30 30
Elements size not applicable not applicable 1mm 1cm
6.5.5 Comparison of the variable and constant tension prob-
lems versus reality when damping is introduced
Data recorded on Ireq’s cable test bench has been used as a reference for
“reality” (the description of the test set-up can be found in chapter 2). Let
us consider in particular the following case:
• Crow ACSR conductor with a tension equal to 25 % RTS,
• excitation frequency of 20.4 Hz.
Simulations under similar loss factor values have been performed with
the constant and variable tension problems. The results are summarized
table 6.3.
Analysing the results of table 6.3, the antinode amplitudes computed
with the variable tension model agree better with reality than those deduced
from the constant tension problem. To be more precise, the amplitudes
computed with the constant tension are 2 to 3 times higher than real ones.
6.6 Conclusions
As a conductor vibrates, for example due to the presence of Aeolian vibra-
tions, its length will vary and tension fluctuations will occur.
The analysis performed in this chapter shows that changes in tension
computed from Hooke’s law, using different approaches, are consistent with
those obtained with the finite element model of the span.
Comparing the results of a constant versus variable tension model, it
has been shown that non linearities obviously have an impact on vibration
amplitudes (an undamped non-linear model leads to finite amplitudes of vi-
bration near resonance while these amplitudes tend towards infinity for an
undamped linear model). This influence probably comes from the interac-
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tions between vertical and longitudinal motion. Changes in tension have an
effect similar to the introduction of some artificial damping.
In section 6.4, several objective reasons are exposed which make believe
that changes in tension in real spans could be inferior to those met on
laboratory spans, even if similar vibration levels are considered. In reality,
one will often find a succession of suspension spans (called a section), with
a very low extensional stiffness. Also, unlike in laboratory test spans, the
rigidity of real span ends cannot be neglected, leading to lower extensional
stiffness values and lower changes in tension, all other things being equal.
It is a common practice nowadays to study the vibrational answer of
average to long spans using self damping power laws deduced from tests
performed on laboratory spans which length is of the order of a few tens of
meters. The discussion highlights the need to check those changes in tension
and to limit their potential impact on measurements. To do this, several
kinds of solutions can be considered:
• Performing adequate non linear simulations may be of some help in
separating the contribution of self damping due to non linearities ver-
sus conductor intrinsic self damping.
• As shown in chapter 5 and in the present chapter, changes in tension
are characterized by a frequency equal to twice the vibration frequency.
In the case of Ireq’s laboratory, the displacements measured at vibra-
tion “nodes” are systematically processed through a passband filter
with the middle of its range equal to the excitation frequency. This
measure probably aims at limiting the impact of changes in tension on
measurements.
• Another solution undoubtedly is to perform on-site self-damping mea-
surements. Measurements on real spans permit to include all effects
(e.g. span ends) and to avoid corrections for unwanted phenomena







Investigations to assess conductor self damping properties are generally car-
ried out on laboratory test benches which length is of the order of a few
tens of meters. The tests are carried out dynamically, using one of the self
damping measurement methods described in chapter 1. Most of the time,
the Inverse Standing Wave Ratio Method (ISWR) is used 1. The outputs of
these tests (expressed via the “power law”) have been extensively discussed
in chapter 3 and in particular the important discrepancies which exist be-
tween results provided by different authors. In the frame of this chapter,
the focus will be drawn not only to the development of some realistic self
damping model but also to potential improvements or facilitations to self
damping measurement. Indeed, there are several reasons which make such
conventional laboratory self damping tests somehow complicated:
• Because the amounts of self damping involved in a cable are so small,
their measurement is a challenging task and requires very specific
equipment, (using the ISWR method, “node” amplitudes of a few
tens of micrometers have to be measured. With the Decay method,
the excitation system must be disconnected from the vibrating cable
without influencing the existing motion: as an example, any shock
during the release may “pollute” the vibrating signal, et.),
• Self damping studies are expensive,
1This method is based on the hypothesis that when no damping is present, incident and
reflected waves are equal. It therefore supposes that the motion of the vibration “nodes”
is an image of the self damping which takes place within a conductor
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• According to the previous chapter, higher tension fluctuations may be
expected on a laboratory span than on a real span. In case the ISWR
method is used, if no remedial measured is taken to limit their action,
the changes in tension may have an impact on the measured “node”
amplitudes and hence on the deduced self damping power.
The present chapter investigates the possibility of deducing power line
conductor self damping properties from a series of tests performed on a
short pre stressed conductor sample. Data recorded by Godinas [28] on 4m
long pre-stressed conductor samples is used as an input. A formulation for
the self damping per unit length is proposed as a function of the antinode
amplitude of vibration, frequency, conductor tension, bending stiffness, mass
per unit length plus a special parameter called β. The latter parameter has
the dimension of an energy [J]. The present chapter also proposes :
• a comparison of the self damping power computed with this new for-
mula versus the power law. It highlights a good agreement, in partic-
ular with Noiseux’s exponents [62, 25].
• to use a viscoelastic model to take into account both the self damping
behaviour and the variable bending stiffness of a conductor measured
experimentally. Section 7.7 shows how the parameters of this model
can be deduced from experimental data,
• a comparison of the “dynamic” variable bending stiffness deduced from
the present research with the one computed using K. Papailiou’s model
[65, 64],
• a new method to deduce the self damping (and variable bending stiff-
ness properties) of a conductor, which is far easier to apply than other
conventional methods.
• a discussion of the results of chapter 3 “Self-damping evaluated in
actual conditions”, in light of the present new developments.
The interested reader will find a short state of the art on self damping in
mechanical systems in appendix F (review of material damping, structural
damping, etc.).
7.2 Relationship between curvature and moment
versus conductor bending stiffness
In the flexure theory developed by Navier, the bending moment is propor-
tional to the curvature (χ(x) = ∂
2y(x)
∂x2 ) and the proportionality coefficient
between them is constant and equal to the bending stiffness EI (product of
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Young’s modulus by the area moment of inertia of the cross section). This
theory is valid for an elastic structure and if the plane sections remain plane
after flexure (Bernoulli’s assumption).
M(x) = EIχ(x) (7.1)
In the literature, a maximum bending stiffness value is computed as-
suming that all wires act together as a solid [25]. This maximum bending
stiffness is given by the product of the area moment of inertia of the sec-
tion’s wires (taking into account their distance to the neutral axis) by their






In the previous formula, I0i is the area moment of inertia of an individual
wire related to its own axis, Ai is the wire section, nwires the number of wires
and di the distance between the wire’s axis and the bending’s neutral axis.
In [25], the latter distance is defined as a function of:
• ri, the radius of a circle which centre is the conductor axis and which
circumference contains the axes of the wires of the ith layer
• αi, the angle between the flexure neutral axis and an axis which passes
by the conductor centre and the centre of the ith wire, giving
di = ri ∗ sin(αi)
A lower bound for this bending stiffness value is computed assuming that




Due to the bending of the cable, important stress differences exist be-
tween the concave and convex sides. Since the cable is made up of helically
applied strands, the axial stress within one strand will also vary. The latter
variation in turn creates friction forces between the different layers, which
depend on the friction coefficient and the contact pressure. As explained
by Godinas or Papailiou [28, 65, 64], in the case of cables, if the bending
becomes large enough, the wires begin to slip against each other. From the
moment when slipping occurs, the curvature is proportional not only to con-
ductor curvature, but also to the tension force and the friction coefficient
between the wires. The standard version of Navier’s theory is no more appli-
cable. Some authors, like K. Papailiou, have circumvented the fact Navier’s
law is not applicable when the wires begin to slip by introducing a dynamic
bending stiffness [65, 64].
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7.3 The Available data collected by Godinas
7.3.1 Presentation of the experiments
Between 1994 and 1999, in the frame of ARC convention 94/99-176, research
was carried out in the field of cable damping at University of Lie`ge. Ex-
perimental measurements of bending and damping properties of conductors
were made by A. Godinas on 4 meter long cable samples. As described in
[28], two aluminium alloy conductors were tested:
• AMS 621 (section 620.9mm2, 61 wires, 1.765kg/m, conductor diam-
eter 32.4mm, wire diameter 3.6mm, RTS 199950N, Young’s modulus
54000 N/mm2),
• AMS 298 (section 297.57mm2, 37 wires, 0.841kg/m, wire diameter
3.2mm, conductor diameter 22.4mm, RTS 95850N, Young’s modulus
56000 N/mm2),
A complete description of the test set-up can be found in [28]. The cable
samples were fixed on a rigid test frame and pre-stressed at different tension
values. The tension ranges are not explicitly mentioned in [28] but in the
Experimental Results section of the paper, one can see two test curves for
AMS 621, respectively at 2.5% RTS and 17.5% RTS. More test curves are
published in [27], some of which are shown in appendix A. They correspond
respectively to tension values ranging from 2.5 to 10% RTS for AMS 621
and from 5 to 31 % RTS for AMS 228. In real life, conductors are generally
strung between 15 and 30 % RTS. The tension range studied by Godinas
certainly overlaps the latter interval for AMS 298. For AMS 621, one may
infer that at least the lower range of realistic values was covered. During the
tests, the cable motion took place in a horizontal plane. A coupling sleeve
(which length is a=50mm and which is denoted anchoring clip in figure
7.1) is rigidly fixed on the conductor at mid length and a roller bearing is
attached to it (see figure 7.1). A bending moment is applied at that location
by means of a motor and the resulting bending rotation ϕ is measured (see
figure 7.2).
7.3.2 Moment versus rotation angle curves
Having noticed that the moment versus rotation angle curve follows an
asymptote for high values of ϕ, in [28], Godinas proposed to fit the mo-
ment versus rotation angle curve with the following equation:
M = αN1/2ϕ+ βN1/2−δ [1− exp(−γN δϕ)] (7.4)
In the case of conductor AMS 621, the different coefficients proposed are
:
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Figure 7.1: Experimental test set-up used by A. Godinas
Figure 7.2: AMS 621, total moment versus rotation angle measured for a tension equal
to 10%RTS
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• α = 24,
• β = 5,
• γ = 5.8,
• δ = 0.25.
Note that equation 7.4 is written for a minimum rotation angle equal to zero
and for a loading curve (as opposed to unloading). In case the minimum
rotation angle is different from zero or in case of reverse loading , the axes
and their origin need to be updated.
During his experiments, Godinas also noticed that the shape of the mo-
ment versus rotation angle curves was not influenced by the loading speed
[28]. As a direct consequence, the experiment can be performed with the
load being applied almost “statically”.
Figure 7.3 illustrates the fit for conductor AMS621 at a tension of 10%
RTS when the rotation angle varies between -0.03 and 0.03 radians. A good
agreement with the curve measured experimentally is obtained (see figure
7.2).

















Figure 7.3: AMS 621, moment versus rotation angle curve computed from equation




Here is the transition point between the description of the data collected by
another author (Godinas) and the personal exploitation of the same data,
performed in the frame of this thesis (from section 7.4 on).
The option followed to model the variable bending stiffness and self-
damping properties of a conductor is to work with a beam finite element,
where the relationship between “resultant efforts” and strains has been cus-
tomized.


















In particular, it is the relationship between moment and curvature which
should be customized in order to reproduce the observed hysteresis curves.
To achieve this aim, material damping has been used. To be more precise,
the damping and variable bending stiffness have been introduced via a vis-
coelastic model of material. An introduction to material damping can be
found in appendix F, and the main characteristics of the viscoelastic ma-
terial model are given in the following section. The previous relationships,
giving “resultant efforts” as a function of strains in a beam, consider sep-
arately Mx and My. In the case of an overhead line conductor, there is a
rotational symmetry, and the bending stiffness properties remain unchanged
if the neutral axis is rotated around a fixed point which is the centre of the
section. To handle a situation of combined flexure (both Mx and My differ-
ent from zero), the resulting moment and curvature need to be computed,
so that the results do not depend on the reference axes. In the rest of the
document, M and χ will represent the resulting moment and curvature.
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7.4.2 Viscoelastic model
The visco-elastic model of a material is presented in appendix F. In such a
model, the following relationships between stresses and strains are satisfied:




The second term introduces some damping in the model via the param-
eter E∗ [Ns/m2]. Indeed, plotting stresses versus strains for a visco-elastic
material, hysteresis curves are obtained. This model can be modified so that
only the moment versus curvature relationship is damped (other relation-







χ = χ0 sinωt (7.7)
dχ
dt
= χ0ω cosωt (7.8)
• A and B time independent
Integrating 7.6 over one period of vibration, the contribution of the first

















dt = πωBχ20 (7.9)
From 7.6 and 7.9, it can be deduced that parameter A governs the con-
ductor average bending stiffness and parameter B the amount of self damp-
ing introduced in the model.
7.5 Deducing moment versus curvature curves from
experimental measurements on conductor AMS621
7.5.1 Introduction
According to the strategy developed in section 7.4, moment versus curva-
ture curves need to be deduced. The bridge needs to be built between the
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available moment versus rotation angle curves and required information (mo-
ment versus curvature curves). This task is not as simple as it might look
at first. There are in fact three unknowns : the beam deflected shape, the
beam variable bending stiffness and the variable conductor tension. Avail-
able data consists in the recorded applied moment, the rotation angle, the
topology of the test-span and one equation: the beam equation of motion.
The conversion was achieved in a first time by solving with a non linear
finite element model the problem of the pre-stressed conductor elements un-
dergoing bending on the 4 meter long test span. This permitted to deduce
the conductor curvature and both a variable and average conductor bending
stiffness. The finite element model of the span also permitted to check:
• that the moment value which appears in equation 7.4 does coincide
with half the moment applied by the actuating system,
• the changes in tension. As an example, the latter amount to less than
0.5% at 20 % RTS. The results confirm that the conductor tension
can be assumed constant and equal to the initial pre-stress value of
the conductor (before tests start running)
Then the beam equation was solved analytically for the deflected shape of
the conductor, providing a relationship between moment and curvature.
For future tests, the quality of the data could be improved by adding the
variable conductor tension and the conductor deflected shape to the records.
7.5.2 Finite element model of the test-span
For symmetry reasons, there is no need to model the whole span length.
Only half the test-span can be modelled, from one cable extremity to the
centre of the rotation disk, but with only half the total moment supplied by
the actuating system applied on the conductor.
324 elements have been used to model the 2m long section. The con-
ductor is modelled with beam elements. Their bending stiffness is adjusted
until results in agreement with the tests are met. The anchoring clip is
modelled by beam elements which stiffness is 50 times higher than the beam
maximum bending stiffness value. As boundary conditions,
• the left of the span is anchored (all degrees of freedom are fixed),
• all displacements are fixed at the centre of the rotation disk. So are the
rotation around the cable axis (x) and the other in plane perpendicular
axis (z). A bending moment M is applied according to the out of plane
axis y.
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7.5.3 The moment value of equation 7.4
Using equation 7.4, moment versus rotation angle curves can be plotted.
Figure 7.5 shows such a curve for conductor AMS621 at a tension of 20 %
RTS.




















Figure 7.4: AMS 621, moment versus rotation angle computed from 7.4 for conductor
AMS621 at a tension equal to 20% RTS
Let us assume in a first time that the M value which appears in 7.4
and in figure 7.5 corresponds to the total moment applied by the actuating
system. In the finite element model, then only half this value should be
introduced. Under the latter hypothesis, considering realistic amplitudes
(for aeolian vibrations), the rotation angle measured experimentally can
only be reproduced assuming a beam bending stiffness of the order of 10 to
15 %EImax.
In a second time, let us assume that the M value which appears in 7.4 is
worth half the moment applied by the actuating system. In this case, con-
sidering amplitudes compatible with aeolian vibrations, the rotation angle
measured experimentally can be reproduced assuming a beam bending stiff-
ness ranging from 50 to 70 %EImax. Assuming a constant bending stiffness
equal to 60 % EImax, the amplitudes can be adequately estimated (with an
error inferior or equal to 10 %) over the following realistic range of rotation
angles: from 0.001 to 0.01.
As a comparison:
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• the variable bending stiffness which can be deduced from K. Papail-
iou’s model [65, 64] for conductor AMS621 (on the rotation angle range
and hence curvature of aeolian vibrations) ranges between 50%EImax
and EImax for a friction coefficient equal to 0.5, or between 30%EImax
and EImax if the friction coefficient is equal to 0.2 (see figure 7.13).
• the average bending stiffness of ACSR Crow deduced experimentally
on Ireq test span is worth 50% EImax (see chapter 8),
• the average bending stiffness published in the literature is also of the
order of 50% EImax,
It follows from the above that the first hypothesis should be rejected. It
can be deduced that the M symbol which appears in 7.4 is equal to half the
bending moment exerted by the actuating system and its values should be
introduced as is in the model of half the test span.
7.5.4 How is the conductor tension affected by the tests?
The change in tension is of course maximum at the highest amplitudes of
vibration. In the previous paragraph, it has been shown that the bending
stiffness deduced from the tests was about 50% EImax at the highest cur-
vatures values. These maximum curvatures are met for fymax ≈ 200mm/s
and at the highest vibration frequencies. An upper limit to the maximum
curvature is 0.1 m−1. Let us consider conductor AMS621 at a tension of 20
% RTS. With this hypothesis, in Godinas’s device, the maximum curvature
value corresponds to a rotation angle of about 0.015 radians.
Introducing an adequate beam bending stiffness value in Samcef’s finite
element model (50 % EImax), applying the required pre-stress value and
exerting a moment equal to 115.5 N.m at the centre of centre of the rotation
disk, a rotation angle of 0.014 radians is obtained. This result is in agreement
with equation 7.4. The corresponding change in tension can be checked: it is
worth less than 0.5 %. The change in tension would be inferior to that value
for any other amplitude of aeolian vibration. It may be concluded from this
investigation that the hypothesis of constant tension is reasonable.
7.5.5 From rotation angle to curvature
Referring to dimensional analysis, the conductor rotation angle may be seen
as a dependent variable, which may be expressed as a function of the fol-
lowing independent variables: conductor tension N [N], conductor Young’s
modulus of elasticity E [N/m2], the area moment of inertia I [m4] and the
curvature [1/m]. The relationship has therefore the form ϕ = f(N,E, I, χ)
or ϕ = ξNa1Ea2Ia3χa4, where [ξ]=1. The dimensional homogeneity requires
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that
a1 + a2 = 0 (7.10)
a1− a2 + 4a3− a4 = 0 (7.11)
Assuming a2 = a3 and a4 = 1 (which is compatible with field experience






The coefficient ξ was found solving analytically the problem of the pre-
stressed beam, assuming that the cable of Godinas’s set-up behaved like a
beam of average bending stiffness equal to 60% EImax (see previous section).
Let us denote extremity 1 one of the span end (e.g. the left one), and
extremity 2 the location where the conductor emerges from the coupling
sleeve, on the same half span, (in this case, the left one). All these locations
can be visualized in figure 7.1. Let a be the total length of the anchoring
clip (see figure 7.1). The differential equation which characterizes the test


















(extremity2) = ϕ (7.16)
Note that extremity2 is the left side of the coupling sleeve. Solving the
previous equation permits to obtain the shape of the cable in the vicinity of
the left hand side of the coupling sleeve, which in turn permits to estimate
the first and second derivatives of the shape, which correspond respectively
to the rotation angle ϕ and the curvature χ. Introducing this information
in (7.12) permits to deduce the value of coefficient ξ. It results that under
the assumptions made, ξ is worth approximately 0.9.
As an illustration, figures 7.5 and 7.6 show the deflected shape and the
curvature of the conductor obtained at a tension equal to 25 % RTS when
the bending stiffness is equal to 50% EImax and a rotation angle of 0.01
radians is imposed at the coupling sleeve.
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Figure 7.5: AMS 621 deflected shape obtained for a tension equal to 25 % RTS, when
a rotation angle of 0.01 radians is imposed at the coupling sleeve




















Figure 7.6: AMS 621, curvature computed for a tension equal to 25 % RTS, when a
rotation angle of 0.01 radians is imposed at the coupling sleeve
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7.5.6 The difference between rotation angle and curvature
for a vibrating cable
For the test set-up described in section 7.3, near the coupling sleeve, the
rotation angle is an image of the curvature, but it is not the case for a
conductor vibrating at one of its eigen frequencies!
In a vibrating cable, the higher the curvature, the higher the dissipation.
Therefore (as mentioned in the state of the art) important dissipation is
expected near the span ends (where the conductor motion is hindered) and
in the vicinity of vibration antinodes. The dissipation which occurs in span
(as opposed to span end dissipation) and which is denoted by free-field by
Noiseux [61] is the only contribution taken into account to estimate the self
damping power per unit length in the literature. To be able to perform
some comparisons, the present analysis has been limited to this free field
contribution too: the free field shape of a vibrating conductor along half
a wavelength has been approximated by a sine curve which amplitude and
pulsation are defined once fymax, frequency and tension are imposed. The
curvature is therefore maximum at the antinode, while the rotation angle at
that location is zero. Similarly, the curvature is zero at the vibration node,
but the rotation is maximum at that place.
7.5.7 The dimensional homogeneity of the relationship be-
tween moment and curvature
Equation 7.12 permits to convert a rotation angle into curvature. Equation
7.4 furnishes a relationship between moment and rotation angle. One may
expect all there is to do is to obtain an expression of the applied moment
as a function of curvature is to introduce expression 7.12 into 7.4. It is only
partially true. Another of our requirements is to respect the dimensional
homogeneity of the equations, which is the case for 7.12 but not for 7.4. In
order to make 7.4 dimensionally correct, the coefficient C⋆, which dimensions





2T−1, [δ=1], [γ]=1 and [β]=ML2T−2, 7.4 can advantageously be
rewritten
M = αN1/2ϕ+ β(C⋆N)
1/2−δ [1− exp(−γ(C⋆N)δϕ)] (7.17)
which is dimensionally correct since the moment dimensions areML2T−2,
which is equivalent to kgm2s−2 in the S.I system and commonly named
“joule”.
Once all corrections and substitutions are made, the relationship giving
the bending moment as a function of curvature is:
2In dimensional analysis, M, L and T represent respectively the following base quanti-










7.6 Formula giving the power dissipated per unit
length
7.6.1 Introduction
The present section aims at deducing an expression of the self damping per
unit length. This permits on the one hand to add value to the experimental
results and on the other hand to compare them with other results published
in the literature and generally expressed via the “power law”.
7.6.2 The area within the moment versus curvature curve
It has been seen in section 7.4 that the area within M(χ) curves controls the
power dissipated within a viscoelastic material. This will be our starting
point.
If ∆χ = χmax − χmin (i.e. the difference between the maximum and
minimum curvatures of a vibrating cycle), the area within the moment versus
curvature curve can be computed as
Wcycle =
∮
M t(χ)dχt = 2
∫ ∆χ
0
M t(χ)dχt −M(∆χ)∆χ (7.19)
Introducing 7.18 into 7.19, one obtains that
∮


















It is worth mentioning that in (7.20), [γ]=[ξ]=1 and the mantissa of the
exponentials is (of course) non dimensional, so that the correct dimension
of Wcycle (MLT
−2 or J/m) is obtained combining




N , which is a characteristic length [m],
• ∆χ, which is a curvature in [m−1].
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7.6.3 Energy dissipated in a viscoelastic beam, under har-
monic flexural loading
The equality between internal work (WI) and external work (WE) is valid
for any continuous system. It can therefore also be used for any continu-
ous dissipative system, provided the load history is taken into account [56].
Considering a viscoelastic beam under harmonic excitation, the energy dis-




where s is the curvilinear abscissa, P t is the vector of external forces
and ∆t the vector of displacements (both P t and ∆t are a function of time).
In case the cyclic motion is a cyclic bending, then P t = M t (the bending
































From the previous equations, one can deduce that the area within the
M(χ) curve has a physical meaning: it is the energy dissipated per unit
length and per vibration cycle in the viscoelastic beam [J/m].
In order to compute the value of 7.24, an expression for ∆χ(s) ≈ ∆χ(x)






























where [A] = ML2T−2, [C] = L, [D] = MLT−2. The following power
series expansion of the exponential (which is valid for −∞ < x < ∞) can
be applied:







The value of 7.24 has been evaluated on half a wave length. Some numer-
ical computations have been carried out. The results show that no significant
improvement is obtained computing this integral with terms of higher order


















The power dissipated per unit length PE ([PE ]=MLT
−3 = W/m) can
be obtained multiplying 7.30 by (2fλ ):














Limiting the analysis to the terms up to the order (∆χ)3 in the integrand,









As can be seen in figure 7.7, formula 7.32 provides a very good ap-
proximation at low frequencies whatever the amplitude, and also at high
frequencies if the amplitudes remains limited (e.g. fymax = 50mm/s).
7.6.4 Comparison of the self damping deduced from moment
versus curvature curves and other results of the empir-
ical power law
As mentionned in section 1.11, Noiseux has studied the possibility to predict

















































Figure 7.7: Comparison of the self damping power at fymax = 50mm/s (top) or
fymax = 200mm/s (bottom), considering either the formula with terms up to (∆χ)
4
or (∆χ)3. The conductor is AMS621, at 15,20 and 25% RTS
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conductors used by Godinas during his tests are made of aluminium alloy
(AMS). The latter will probably show a different damping behaviour than
ACSR ones. Nevertheless, and since no set of coefficients is available to
predict the self-damping of these AMS conductors using the power law, the
results of the previous subsection have been compared to the self damping
power values deduced from the power law (1.8) taking Noiseux’s exponents
(l=2.44, m=5.63, n=2.76) [25].
As can be seen in figure 7.8, there is a fairly good agreement between
the curves, both in their trends and values.
To provide the reader another reference of comparison, figure 7.9 shows
the self damping power computed from the empirical law (7.14), but with
two sets of parameters coming from different authors (respectively Noiseux
with l=2.44, m=5.63, n=2.76 and Politecnico di Milano with l=2.43, m=5.5,
n=2). These sets of parameters have been obtained via the ISWR method
[25]. It can clearly be seen in figure 7.9 that according to the set of coeffi-
cients used in the power law (Noiseux or Politecnico), there may be signifi-
cant scattering within the results (one order of magnitude). Also, one may
note that the self damping power deduced from formula 7.31 is comprised
between Noiseux’s and Politecnico’s results.
7.7 Deducing the viscoelastic model parameters
from measurements
7.7.1 Parameter A (which controls the slope of the hysteresis
curve)
At a given frequency, tension and amplitude fymax, the first parameter of
the viscoelastic model “A” can be deduced from the average slope of the
hysteresis loop. The latter was estimated from the knowledge of the max-
imum bending moment and the corresponding maximum curvature ampli-
tude (combining equations 7.18 and 7.25). The results are shown in figure
7.10. One can see that for a fixed fymax values, “A” decreases as the fre-
quency increases. This result is logical: for a given vibration intensity fymax,
if the frequency increases, the wavelength decreases, and higher curvature
levels are reached. In other words, a higher vibration frequency corresponds
to a higher maximum curvature reached on the loading curve defined by
equation 7.18. The corresponding hysteresis curve will have both a bigger
area and a lower average slope value. This is illustrated in figure 7.11.
7.7.2 Parameter B (which controls the self damping via the
area of the hysteresis curve)
At a given frequency, tension and amplitude fymax, the value of B can be

















































Figure 7.8: Comparison of the self damping power computed from formula 7.47 and from
the power law (using Noiseux’s coefficients: l=2.44, m=5.63, n=2.76) [25]. The conductor
is AMS621, at 15,20 and 25% RTS. The top figure relates to fymax = 50mm/s and the

















































Figure 7.9: Comparison of the self damping power computed from the power law,
using either Noiseux’s coefficients (l=2.44, m=5.63, n=2.76) or Politecnico di Milano’s
coefficients (l=2.43, m=5.5, n=2) [25]. The conductor is AMS621, at 15,20 and 25% RTS.
The top figure relates to fymax = 50mm/s and the bottom one to fymax = 200mm/s
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Figure 7.10: Comparison of the values of parameter A deduced from moment versus
curvature curves. The top figure relates to fymax = 50mm/s and the bottom one to
fymax = 200mm/s
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Viscoelastic model 20 Hz
Viscoelastic model 40Hz
Figure 7.11: Viscoelastic hysteresis curves at the same vibration amplitude fymax =
200mm/s, but at two frequencies (20 and 40 Hz)
the amplitude of curvature can be estimated. All this information has been
gathered along the previous paragraphs. The results are presented in figure
7.12. Although the area within the M(χ) curve increases as the frequency
increases (all other things being equal), the values of B are little affected by
a change in frequency or even decrease. This may be explained by the fact
that the area within the hysteresis curve is a function of the product ωBχ20
and the resulting product increases with frequency. Also, more damping is
expected if the tension level decreases. This is translated at the level of the
viscoelastic model by a higher value of coefficient B.
In order to check the values deduced from parameters A and B of the
viscoelastic model, the corresponding hysteresis curves have been plotted
and compared to those deduced from measurements. An example is shown
in figure 7.13 at 40Hz and fymax = 200mm/s. One can see that both the
area and the slope of the hysteresis curves agree well.
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Figure 7.12: Comparison of the values of parameter B deduced from moment versus
curvature curves using M . The top figure relates to fymax = 50mm/s and the bottom
one to fymax = 200mm/s
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Figure 7.13: Comparison of the hysteresis curves of the viscoelastic model and deduced
from measurements
7.8 Dynamic bending stiffness deduced from mea-
surements
7.8.1 Slope of the moment versus curvature curve
The dynamic bending stiffness EIdyn can be computed as the slope of the
moment versus curvature curve. An expression of the dynamic bending













Note that the EI which appears in 7.18 and 7.33 is an average bending
stiffness value, which has been deduced from available data in section 7.5.3
(≈ 60%EImax). Considering a realistic range for curvature (χ < 0.1 [1/m]),
a dynamic bending stiffness comprised between ≈ 50 and 90%EImax can
be computed (see figure 7.14). The latter range is compatible with average
bending stiffness values published in the literature (see chapter 8). Compar-
ing the curve in figure 7.14 with the average bending stiffness values deduced
on Ireq’s test-span (see chapter 8, section 8.1):
• At high aeolian vibration amplitudes, the value of 50% EImax is the
same as the one deduced experimentally on Ireq’s test-span,
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• At lower aeolian vibration amplitudes, a value of 60% EImax was de-
duced, which is compatible with figure (7.14).





















Figure 7.14: AMS 621, dynamic bending moment versus curvature (EIdyn/EImax)
7.8.2 Comparison with K. Papailiou’s model
In 1997, Papailiou published a model of variable bending stiffness [65]. The
model gives the evolution of the bending stiffness with curvature for a single
or multilayer conductor as a function of :
• the interlayer friction coefficients,
• the tension in the conductor,
• the modulus of elasticity of the wires
• the conductor’s geometry (lay angle, wire diameter, angular position
of the wires).
Both the geometry of a conductor and the modulus of elasticity of its
wires are generally well known. Its tension can be measured or deduced
easily. The friction coefficient is probably the most difficult data to obtain.
This section aims at comparing K. Papailiou’s model with the variable bend-
ing stiffness which can be deduced from the experimental curves collected
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by Godinas, but first, it is necessary to recall that Godinas’ records have
been performed on established cycles of vibration. Therefore, to perform
a correct comparison, one needs to assume repeated bending loads in K.
Papailiou’s model (in other words, a factor 2 needs to be introduced to com-
pute the average slip curvature, see equation 35 of [65]). Introducing the
data of conductor AMS621 in this model 3, assuming a tension equal to 20
% RTS and cyclic loading, and a friction coefficient equal to either 0.2 or
0.5, the curves shown in figure 7.15 are obtained.
Comparing these curves with the one shown in figure 7.14., one can say
that within the curvature range which characterizes aeolian vibrations, both
models predict a decrease in the bending stiffness in a ratio of about 2:1.
Also, the orders of magnitude of the predicted dynamic bending stiffness are
the same.
In Papailiou’s model, the maximum bending stiffness value is in agree-
ment with the theoretical maximum while in figure 7.14, it is worth 0.9
EImax. Nevertheless, as can be seen in Appendix A, Godinas’ moment
versus curvature curves have probably been obtained with a low sampling
frequency (less than 10 recorded points per cycle). The fit may therefore
be improved increasing this sampling frequency, in particular where rapid
changes in the slope of the hysteresis curve exist, i.e. at the lowest curvature
values. Another improvement to the quality of the recorded data could be
to record the conductor deflected shape, so that one does not have to deduce
the relationship between rotation angle and curvature any more.
7.9 Proposal of a new method for the measure-
ment of a conductor’s self damping properties
As illustrated in figure 7.11 one single loading curve (giving M(χ)) permits to
deduce the viscoelastic self damping parameters of the beam. Also, accord-
ing to Godinas [28, 27], this loading curve does not depend on the loading
speed. Given these two facts, the measurement of both the conductor self
damping properties could be considerably simplified:
• the loading curves could be measured (almost) statically,
• provided the maximum curvature level is reached, only one test per
tension level would (theoretically) be required,
• the tests would provide information not only on the self damping prop-
erties, but also on the conductor variable bending stiffness.
Let us now review the test method in itself. The test frame on which
the conductor is tensioned could be the same as in Godinas’s experiments
3the Matlab code for Papailiou’s variable bending stiffness model is a courtesy from B.
Godard (ULg)
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Figure 7.15: Variable bending stiffness computed from K. Papailiou’s model [65, 64],
assuming conductor AMS621 at a tension of 20% RTS and a friction coefficient equal to
0.2 (top) or 0.5 (bottom)
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(see section 7.4). The following improvements could advantageously be im-
plemented (to improve the quality of the data and/or to avoid re-deducing
information from measurements, which is the case in sections 7.5.2 to 7.5.4):
• collect additional information on the cable deflection,
• increase the sampling frequency,
• record conductor tension during the tests.
It is certainly advised to:
• perform the tests within a tension range in agreement with reality,
• perform the tests at variable amplitudes.
Concerning the exact number and list of tests to be performed, this
topic still needs to be further investigated. In a first approach, it seems
reasonable to perform the tests at several realistic tension ranges (e.g.: 15,
20, 25% RTS). For each tension value, loading cycles covering the amplitude
range 0 < χ < 0.1 should be conducted. Last, the observed independence
of the loading cycle with respect to the loading speed should be checked.
Eventually, having collected this information for a certain type of conductor,
the parameters of the viscoelastic model could be deduced.
In order to better understand the loading cycles and curves, some tests
at arbitrary loading patterns could be planned. In the context of rational-
izing experimental costs and their duration, a study with the objective of
comparing the quality of collected information as a function of the number
of tests sounds worthwhile.
7.10 The implementation of the viscoelastic model
Once a curve giving the bending moment as a function of curvature and
tension is available (7.18), the next step is to implement it in a finite element
code. Let us consider the case of Samcef V13.01 4 and the viscoelastic beam
element. If the aim is to compute the response of a conductor at a particular
tension, frequency and amplitude fymax, a simple solution is to compute
the corresponding values of the viscoelastic model A and B (see section
7.7) and to introduce them “manually” in the data file. If more complex
computations are required, (for example under variable frequencies and/or
amplitudes), an automatic adjustment of the viscoelastic parameters would
be helpful. This implementation requires an advanced knowledge of the
4Samcef is a trademark of Samtech Group, www.samtech.com or www.samcef.com,
LIEGE science park, Rue des Chasseurs-Ardennais, 8, B-4031 Lie`ge (Angleur), BEL-
GIUM, Tel: +32 4 361 69 69, Fax: +32 4 361 69 80
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element code (as well as the authorization to have and modify the element
code itself...), but is perfectly accessible. In fact, in a beam element, at
each time step, “resulting efforts” are computed as a function of strains.
The evolution of curvature (and of course tension) as a function of time
is known by the software. Even though this information is not available
among the standard post processing codes, an authorized user could read
this information.
According to which case is being simulated and/or what information is
made available in the code, several situations may arise. Here are a few
examples an proposals to deal with them:
• Suppose the curves giving A and B as a function of tension and fre-
quency are available via a “lookup table” and the evolution of the
excitation frequency as a function of time is known. Keeping the
maximum and minimum curvature values as well as the excitation fre-
quency in the records, the values of the viscoelastic parameters A and
B could be readjusted for each vibration cycle.
• Suppose the excitation frequency as a function of time is not known.
Keeping the evolution of e.g. the cable position as a function of time
in the records, the frequency of the motion could be approximated
performing a FFT on a couple of vibration cycles. As can be seen
in figures 7.10 and 7.11, the sensitivity of A and B with respect to
frequency is low. A frequency resolution of the order of 1 Hz seems
sufficient.
• Suppose the curves giving the viscoelastic parameters A and B as a
function of tension amplitude and frequency are not available. Only
the output of the tests is known (the relationship between moment
and curvature). In such a case, the software first has to “learn” these
parameters. Before random tests can be performed, a series of pre-
defined tests have to be run, simulating different tension, amplitudes
and frequencies so that “lookup tables” can be filled. As an example,
after one of the predefined vibration cycles, the value of parameter A
can be deduced from ∆M and ∆χ.
7.11 Another interpretation of the self-damping
evaluated in actual conditions (chapter 3) in
light of the present conductor self damping
model
In chapter 3, on-site measurements performed on a “real” outdoor span
have been used as an input to “fit” the exponents of the self damping power
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Figure 7.16: Curves of reduced power computed with formula 7.31 for conductor
AMS621, at a tension equal to 20% RTS
law. The values of the tension exponent deduced was within the range
given in the literature for conductors “Aster 570” and “Azalee 666” (their
diameter is worth about 30mm), but was out of this range for the two smaller
conductors “Aster 228” and “Azalee 261” (their diameter is about 20mm).
In fact, higher values of the tension exponent were required to “fit” the
data. Since the exponents of the power law are empirical values, not fully
justified by the physics behind the damping phenomenon, one can hardly
draw advanced conclusions on the relationship between self damping and
conductor tension based on the power law.
The same analysis can be conducted with the self-damping formula given
in 7.32. Using the exact set of parameters (β, δ and γ) found by Godinas for
conductor AMS621, one obtains the curves in figure 7.17. One can see that
the evolution of the predicted amplitudes as a function of frequency complies
with the real one. The real maximum amplitudes are indeed smaller than
those predicted with formula 7.32. Tuning the coefficients which specifically
control the area within the hysteresis curve of the conductor (β, δ and
γ) would permit to improve the compliance of the results. Figure 7.16
illustrates the adimensional self damping power curves which can be deduced
using equation 7.31 for conductor AMS621, at a tension equal to 20 % RTS.
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Figure 7.17: Comparison of the self damping power computed from formula 7.32 (using
the exponents of AMS621) and the data recorded at Dead Water Fell on Aster570 and
ASTER228 (see chapter 3). The self damping power which can be computed with the
power law using Noiseux’s set of exponents is also shown (note that Noiseux’s exponents
are valid for ACSR conductors only).
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7.12 Conclusions
In this chapter, a new method is proposed to assess the self damping power
of a conductor. Its main advantage is the simplicity to collect information:
unlike the ISWR method, it does not require a fine tuning of eigen modes
nor a measurement of amplitudes of vibration “nodes” nor dynamic loading.
The latter advantage also means that the impact of tension fluctuations on
amplitudes discussed chapter 5 is automatically circumvented.
Based on the recorded and processed data, a formulation for the self
damping per unit length is proposed as a function of the antinode amplitude
of vibration, frequency, conductor tension, bending stiffness, mass per unit
length plus a special parameter called β. The latter parameter has the
dimension of an energy [J]. Together with the conductor characteristic length√
EI
m , tension and amplitude of strain (curvature in the case of a vibrating
conductor), it characterizes the area of the moment versus curvature curve.
It has been shown that a simplified version of this formulation permits to
predict vibration amplitudes which are consistent with those measured in
actual conditions (see chapter 3). The results could yet be improved by an
appropriate tuning of the coefficients which characterize the area within the
moment versus curvature curve. This simplified formulation also shows that
the sensitivity of the self damping to the vibration amplitude, frequency
and tension is comparable to that found by other authors, using another
measurement technique, the ISWR method, but with the difference that in
this case, the exponents for frequency, amplitude and tension are integers,
fully justified by the physics behind the phenomenon of damping.
The present chapter also illustrates how this self damping formulation
can be implemented in a finite element model via a viscoelastic material.
This permits to take into account both the variable bending stiffness and
the conductor self damping.
The perspective shown by this work is the following: knowing the con-
ductor properties and the shape of some moment versus curvature cycles,
the proposed complete formula would permit to estimate the conductor self








Validation of the variable
bending stiffness model
8.1 Average bending stiffness values deduced from
measurements on Ireq test span
In literature, formulae which express how the conductor natural frequencies



















Knowing the value of several natural frequencies of vibration as well as
their mode number for a constant amplitude of vibration fymax, it becomes
possible to estimate the conductor average bending stiffness value. Such in-
formation was collected on Ireq’s cable test bench during experiments carried
out in October 2008 and un July 2009 by Suzanne Gue´rard (ULg), Roger
Paquette, Martin Gravel and Jacques Poirier (Ireq), under the supervision
of Pierre Van Dyke (Ireq). Each data point which appears in figures 8.1 and
8.2 was obtained according to the following procedure:
• Tuning of the resonance. For a fixed amplitude of vibration (e.g.
fymax = 40mm/s for the tests depicted in figure 8.2), the frequency
was finely adjusted until the excitation force was minimum.
• The mode number was checked manually, counting the number of vi-
bration loops (the trick was to count the vibration “nodes” which were
fairly easy to detect manually).
Throughout the tests, a special attention was drawn to fymax ampli-
tudes of vibrations, which were kept as constant as possible. A first series
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of test has been performed on an ACSR Crow conductor tensioned at ap-
proximately 22.7%RTS and a saddle metal-to-metal suspension clamp on
the span extremity opposed to the shaker. These tests have been performed
at a “high” fymax value (the maximum fymax value for aeolian vibrations
is worth about 200mm/s). An average value of 591N.m2 for conductor
bending stiffness can be estimated. This value is obtained combining the
data recorded during the experiment (see figure 8.1) with equation 8.1. This
value is comprised between the conductor minimum and maximum bending
stiffness values [25], respectively about 20 and 1200 N.m2. It is close to 50%
of EImax.
Figure 8.1: Evolution of frequency with mode number for test span equipped with
conductor Crow and a suspension clamp at the extremity opposed to shaker, tension of
22.7% RTS
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The information contained in the previous figure was complemented by
other experimental data from tests at 15.7% and 21.2% RTS (see figure 8.2),
but with other boundary conditions: the suspension clamp is removed and
both span ends are very rigidly fixed. The amplitude of vibration fymax is
almost constant and equal to ≈ 40mm/s (see figure 8.2). The corresponding
average bending stiffness values obtained at those tensions are respectively
equal to 714N.m2 (≈ 59%EImax) and 734.5N.m2 (≈ 61%EImax). Due to
some equipment limitations it was not possible to perform these tests at
higher fymax values for the whole mode number range. The higher average
bending stiffness values are probably due to a lower excitation amplitude
fymax (and hence lower curvature values) than in the first series of tests.
To summarize the results:
• at low amplitudes of vibration (around fymax ≈ 40mm/s), an average
bending stiffness value of about 60 % EImax is deduced,
• at “high” amplitude of vibration, an average bending stiffness value of
about 50% EImax is deduced.


























Figure 8.2: Evolution of frequency and amplitude (fymax(mm/s) with mode number
for test span equipped with conductor Crow. Span ends are very rigidly fixed and tension
is worth respectively 15.7% and 21.2% EImax
8.2 Comparison with other average bending stiff-
ness values given in the literature
In 1936, in a paper called “Cable and Dampers”, R.G. Sturm published some
results on conductor bending stiffness deduced from tests on two ACSR con-
ductors [82]. As an example, for an ACSR 30/19 with a section of 403mm2
and a tension equal to 14% RTS, he deduces an average bending stiffness
value of about 49% EImax at “low” deflection values and down to 8.5%
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EImax at “high” deflection values. Nevertheless, “low” and “high” deflec-
tion values are not explicitely defined (“high” deflection values could be
beyond the range of aeolian vibrations).
In 2003, Hardy and Leblond presented a paper entitled “On the Dynamic
Flexural Rigidity of Taut stranded cables” [37]. A case study with an all-
aluminium conductor is described in the paper. It predicts a “plateau”
in the bending stiffness values, in the curvature range which characterizes
aeolian vibrations. This plateau stands at about 60% EImax.
An average bending stiffness value of the order of 50%EImax was also
deduced from experimental tests by Claren and Diana on the one hand and
Scanlan and Swart on the other hand [76, 12].
8.3 Comparison with other variable bending stiff-
ness models
Such a comparison has already been performed in section 7.8.2. For the sake
of completion, one can mention that in 1997, Hagedorn presented a method
to obtain the bending stiffness as a function of curvature [35].
8.4 Conclusions
Comparing the dynamic bending stiffness curve of the previous chapter
(figure 7.14) with the average bending stiffness values deduced on Ireq’s
testspan, it has been shown that:
• At high aeolian vibration amplitudes, the values of bending stiffness
found (50% EImax) coincide,
• At lower aeolian vibration amplitudes (fymax ≈ 40mm/s), a value of
60% EImax was deduced on Ireq’s testspan, which is compatible with
figure (7.14).
A good agreement is therefore obtained.
Also, the bending stiffness values deduced from Godinas’measurement








Difficulties to perform the tuning of resonance with the non linear finite
element model have been highlighted in chapter 5. These difficulties are be-
lieved to be the consequence of non linearities, mainly tension fluctuations
and coupling between longitudinal and transversal motion. In order to fur-
ther investigate this matter, Ireq has kindly accepted to support financially
a new series of tests in July and Aujust 2009. Even if it was not possible
to gather information on conductor tension, very interesting results related
to the phase shift between excitation force and acceleration, to vibration
amplitude near the “nodes”, etc. have been collected. The latter show that
the “theoretical resonance” is not so easy to reach in practice.
9.2 About the tests
The test set-up is the same as described in chapter 3, except that a new data
acquisition system was available. This new system was inaugurated in July
2009. It is able to tune the excitation frequency with an accuracy of 0.01Hz
(instead of 0.1Hz previously). It made continuous records at a frequency of
1000Hz and for a time length of 30 seconds possible. Among the data which
could be recorded: shaker force, acceleration at the shaker place, antinode
amplitude of displacement, and for some of the tests the displacement at the
location of a vibration “node”. Unfortunately, it was not possible to install
strain gauges on the conductor to access to conductor tension information.
The displacement amplitude at the location of the node is often used by
Ireq to assess the conductor self damping properties using the ISWRmethod.
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In order to perform this node amplitude measurement, data is systematically
processed through a passband filter with the middle of its range equal to
the excitation frequency. In the frame of the present research, this filter was
removed, so that all other components of the displacement at nodes could
be recorded
Most of the tests have been conducted at an fymax value of 40 mm/s.
9.3 Phase shift between excitation force and con-
ductor acceleration
Resonance conditions are met (in theory) when the phase shift between force
and acceleration is equal to π/2. Under these conditions, the excitation
force needed to obtain a given amplitude of vibration is minimum. For a
fixed value of the excitation force, the resonance can be found adjusting the
excitation frequency until the antinode amplitude is maximum. As explained
in chapter 5, a practical way to visualize the phase shift between two signals
is to plot one of these signals as a function of the other, to obtain a Lissajous
plot:
“The resonance can be visualised with a Lissajous curve, with position on
one axis and excitation force on the other. At resonance, phase shift between
acceleration and excitation force is 90◦, which means that the Lissajous curve
plotting either excitation force as a function of displacement, or excitation
force as a function of acceleration is a “circle” (provided an appropriate scale
is chosen for axes X and Y, else the plot will show an unrotated ellipse).”
The resonance frequency being set, the phase shift between acceleration
and force often kept fluctuating (see e.g. figures 9.2 and 9.4). The corre-
sponding conditions are respectively: a frequency of 13.85Hz and an fymax
value of 40mm/s for the first case and a frequency near 30Hz and an fymax
value of 80mm/s. Also, during the tests performed, it was noticed that
for certain resonance frequencies, the force signal of the vibration shaker
was “polluted” by harmonics, which made the tuning operation particularly
difficult to perform. This “pollution” is illustrated in figure 9.1, which cor-
responds to the same test case as figure 9.2 (excitation frequency of 20.44
Hz, fymax = 40mm/s, tension of 21.07% RTS). It can be observed that the
amplitude of the excitation force also varies between 1 and 1.2N. To date,
no satisfying explanation to the presence of harmonics in the force spectrum
for some eigen frequencies has been found, but one may not exclude the
possibility that the answer of the conductor to the excitation force contains
harmonics which in turn are transmitted to the force sensor.
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Figure 9.1: Force as a function of time for an eigenfrequency of 20.44Hz, an amplitude
fymax = 40mm/s and at a tension of 21.07%RTS












Figure 9.2: Lissajous curve of force versus acceleration for an eigenfrequency of 20.44Hz,
an amplitude fymax = 40mm/s and at a tension of 21.07%RTS
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Other experimental Lissajous curves are shown in figures 9.3-7. Except
for the case at an amplitude of fymax = 160mm/s and a rather high ex-
citation frequency (49.83Hz), which is characterized by a phase shift of 94
degrees, all Lissajous curves represent a phase shift remote from 90. This
difficulty to obtain a perfect resonance experimentally may be due to the
fact that there is little energy dissipation in the system, almost at low am-
plitudes of vibration: on the one hand the force sensor is able to measure
within the range of +-4448N with a linearity of +-1% of full-scale and on
the other hand:
• the present tests require an excitation force of the order of a few New-
tons to a few tens of Newtons (0-peak),
• the frequency tuning is performed trying to detect a minimum in the
excitation force.















Lissajous curve force versus acceleration
Figure 9.3: Lissajous curve of force versus acceleration m/s2 for an eigenfrequency of
13.85Hz, an amplitude fymax = 40mm/s and at a tension of 15.32%RTS
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Lissajous curve force versus acceleration
Figure 9.4: Lissajous curve of force versus acceleration m/s2 for an eigenfrequency of
















Lissajous curve force versus acceleration
Figure 9.5: Lissajous curve of force versus acceleration m/s2 for an eigenfrequency of
49.83Hz, an amplitude fymax = 40mm/s and at a tension of 24.%RTS
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Lissajous curve force versus acceleration
Figure 9.6: Lissajous curve of force versus acceleration m/s2 for an eigenfrequency of
49.83Hz, an amplitude fymax = 73mm/s and at a tension of 24.%RTS















Lissajous curve force versus acceleration
Figure 9.7: Lissajous curve of force versus acceleration m/s2 for an eigenfrequency of
49.83Hz, an amplitude fymax = 161mm/s and at a tension of 24%RTS
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9.4 Excitation force
Here are some example of curves of excitation force obtained during the
tests. In some cases, particularly for low frequencies of vibrations (less than
30 Hz), the presence of harmonics 2 and 3 of the excitation force was very
important (see e.g. figures 9.8).





























Figure 9.8: Force and frequency content of force for an excitation frequency of 13.85Hz,
an amplitude fymax = 40mm/s and a tension of 15.32%RTS. If X is the discrete fourier
transform of the force signal, the vertical axis of the right figure shows ( |Xk|
N
)2.



























Figure 9.9: Force and frequency content of force for an excitation frequency of 29.6Hz,
an amplitude fymax = 40mm/s and a tension of 15.32%RTS. If X is the discrete fourier
































Figure 9.10: Force and frequency content of force for an excitation frequency of 30.05Hz,
an amplitude fymax = 80mm/s and a tension of 24.1%RTS . If X is the discrete fourier
transform of the force signal, the vertical axis of the right figure shows ( |Xk|
N
)2.













Evolution of force as a function of time















Figure 9.11: Force and frequency content of force for an excitation frequency of 49.83Hz,
an amplitude fymax = 40mm/s and a tension of 24%RTS . If X is the discrete fourier
transform of the force signal, the vertical axis of the right figure shows ( |Xk|
N
)2.













Evolution of force as a function of time















Figure 9.12: Force and frequency content of force for an excitation frequency of 49.83Hz,
an amplitude fymax = 73mm/s and a tension of 24%RTS . If X is the discrete fourier

















Evolution of force as a function of time















Figure 9.13: Force and frequency content of force for an excitation frequency of 49.83Hz,
an amplitude fymax = 161mm/s and a tension of 24%RTS . If X is the discrete fourier
transform of the force signal, the vertical axis of the right figure shows ( |Xk|
N
)2.
9.5 Amplitudes at “nodes” of vibration
Locating a vibration node requires much precision in order to collect valuable
amplitude data, whereas a rough evaluation of the position of a vibration
antinode leads to acceptable results. Physically, the difficulty to locate a
vibration “node” has to see with the slope of the mode shape, which is
maximum at a vibration “node” and minimum (close to zero) at a vibration
antinode. Here are some examples of vibrations recorded at nodes and an
analysis of their frequency content (figures 9.14-9.16):













Evolution of node position as a function of time
















Figure 9.14: Evolution and frequency content of node amplitude for an excitation fre-
quency of 13.85Hz, an amplitude fymax = 40mm/s and a tension of 15.32%RTS . If X is

















Evolution of node position as a function of time













Figure 9.15: Evolution and frequency content of node position for an excitation fre-
quency of 30Hz, an amplitude fymax = 80mm/s and a tension of 24.1%RTS . If X is















Evolution of node position as a function of time
















Figure 9.16: Evolution and frequency content of node position for an excitation fre-
quency of 49.83Hz, an amplitude fymax = 160mm/s and a tension of 24.1%RTS. If X is





According to these figures, the motion at vibration nodes contains other
components than the excitation frequency. For the case at 30Hz, fymax =
80mm/s and a tension of 24.1%RTS, it has been seen in one of the previous
paragraphs that the excitation force is not a pure sinusoid and this may
explain the presence of other components in the vibration of nodes. But
what is interesting to note is that for the case at 49.83Hz, fymax = 160mm/s
and an tension of 24.1%RTS, a strong component at twice the excitation
frequency is present, even if the excitation force is a pure sinusoid. This
component could be due to tension fluctuations.
9.6 Amplitudes at antinode of vibrations
Amplitudes at antinodes of vibrations were systematically recorded. Here is
a series of views (figures 9.17-19). These figures simply show that the main
component of antinode vibrations is the same as the excitation frequency.











Evolution of antinode position as a function of time

















Figure 9.17: Evolution and frequency content of antinode position for an excitation
frequency of 13.85Hz, an amplitude fymax = 40mm/s and a tension of 15.32%RTS. If X
















Evolution of antinode position as a function of time











Figure 9.18: Evolution and frequency content of antinode position for an excitation
frequency of 30Hz, an amplitude fymax = 80mm/s and a tension of 24.1%RTS. If X is
















Evolution of antinode position as a function of time












Figure 9.19: Evolution and frequency content of antinode position for an excitation
frequency of 49.83Hz, an amplitude fymax = 160mm/s and a tension of 24.1%RTS. If X






The experimental curves of this chapter illustrate how difficult it is to per-
form a tuning operation on a 63.5m span. The Lissajous curves show that
for some tests, the phase shift between force and acceleration keeps fluctu-
ating. Most of the time, the phase shift between acceleration and excitation
force is remote from 90 degrees, the expected value at resonance. Neverthe-
less, a case very near resonance is obtained at a frequency of 49.83Hz, an
amplitude fymax = 160mm/s and a tension of 24.1%RTS: the phase shift
between acceleration of force is worth about 94 degrees. For this same case
at fymax = 160mm/s, a frequency content analysis of the vibration at a
“node” shows an important contribution at twice the excitation frequency.
Given the excitation force is a pure sinusoid for that case, this contribution




Potential impact of the “non
linear damping” in the
energy balance
10.1 Introduction
Some verifications of the computation results have already been performed
within the “modelling part” of this thesis. As an example:
• changes in tension computed with the finite element software have
been confirmed analytically (chapter 6).
• The self damping power per unit length deduced from Godinas’ mea-
surements has been compared to other results from the literature. A
fairly good agreement has been obtained (chapter 7).
In the present chapter, the aim is to seize the potential impact of changes
in tension within an energy balance of the vibrating conductor.
Since there is no accurate data available on the power injected within
the span for the tests performed at Ireq’s laboratory, those measurements
cannot serve as a basis for an energy balance.
This is why simulation results are being used in this chapter.
Once the vibration is installed, one can assume that the input power only
serves to compensate the losses. In the finite element model of the vibrating
span, there is no aerodynamic damping, nor span-end losses. It is there-
fore believed that the damping consists in conductor intrinsic self damping
and the damping effect of non linearities. Ideally, simulations should be per-
formed with beam elements, where the viscoelastic material model presented
in chapter 7 has been implemented. This option has been investigated. Un-
fortunately, it was not applicable using Samcef V13.0 because the prestress
of the beam, imposed via a thermal stress, was not taken into account (yet)
by the corresponding version of the viscoelastic material routine.
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It was therefore decided to model the conductor self damping by means
of the proportionnal damping described in chapter 6. To be more precise,
a mass proportional damping coefficient equal to 0.1 was used: this value
leads to realistic amplitudes of vibrations (referring to the tests performed
on Ireq’s laboratory test span).
The simulation conditions are similar as those of chapter 6:
• ACSR Crow conductor,
• Tension equal to about 25% RTS,
• Harmonic excitation force of 30N (0-peak),
• excitation frequency of 20.98Hz,
• span length equal to 63.5m.
10.2 Energy injected within the beam
The energy injected within the span Win is given by Win = πFµ sin(φ) [25]
(formula 2.3-9), where F is the single-peak amplitude of the excitation force,
µ is the single-peak amplitude at the location of the excitation, and φ is the
phase shift between those signals. The amount computed by this formula
therefore corresponds to the area within the Lissajous curve shown in figure
6.7. In the present case, F = 30N , µ = 0.0045m, giving Win ≈ 0.4J .
The power injected is obtained by multiplying the previous result by the
excitation frequency, giving about 9W .
10.3 Energy dissipated within the conductor
As already discussed in details in chapter 6, the estimation of the conductor
self damping per unit length should be performed via a method which is
not influenced by the conductor non linearities. As an example, it could be
deduced with the new method proposed in chapter 7 provided the required
data is available. Unfortunately, this is not the case for an ACSR Crow
conductor. The amount of self damping per unit length has therefore been
roughly estimated by means of the ISWR method, under the hypotheses
described in chapter 1. From the time evolution of both the antinode and
node amplitude of vibration (see figures 6.8 and 6.9), one can compute the
“snapshot” inverse standing wave ratio and then the power dissipated within
the span. The results are presented in figure 10.1.
The average dissipated power computed by ISWR is worth 5W which is
inferior to the injected power. Its standard deviation value is 2W, which is
an important amount. In the figure, one can see the important fluctuations
of the ISWR power due to the fluctuations of the vibration node amplitude.
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Figure 10.1: Variable tension problem. ISWR power dissipated within the span and
injected power. The mass proportional damping coefficient is equal to 0.1, the excitation
frequency to 20.98Hz and the excitation amplitude to 30N, A/d = 0.2
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10.4 Axial strain energy
The instantaneous change in strain energy of the cable due to a change in

















Referring to section 6.3, y0(x) and y(x, t) satisfy
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Introducing these values in the previous integral (10.1), the increase in length
can be estimated. In the present case, its order of magnitude is 5 ∗ 10−4m
for the 63.5m span. Knowing that the value of ∆N is a few hundreds of
Newtons (see figure 10.2), a strain energy value of the order of 0.05J can be
expected. The order of magnitude of the average axial strain power is 1W.
10.5 Conclusions
For all the reasons discussed in chapter 6, linked to non-linearities, self
damping measurements using dynamic testing is particularly challenging.
In this chapter, the potential impact of changes in tension within an en-
ergy balance of the vibrating conductor has been studied. With the new
self damping measurement method proposed in chapter 7, the potential im-
pact of non linearities on measurements can be avoided. Unfortunately, no
test data using this new method is available for the ACSR Crow conductor
modelled in chapters 5 and 6. The self damping power has therefore been
roughly estimated via the ISWR method. The results show that the com-
puted ISWR power is systematically inferior or equal to the injected power.
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Figure 10.2: Variable tension problem. Change in tension for a mass proportional
damping coefficient equal to 0.1, excitation frequency of 20.98Hz
Once the motion is initiated, the tension in the cable is higher (or equal)
than at rest and keeps fluctuating (see figure 6.2). This continuous change
in tension generates a continuous change in the axial strain of the cable and
therefore consumes energy. As shown in section 10.4, the difference between
the injected power and the ISWR power has the same order of magnitude
than the power which could be dissipated in axial strains. Also, as demon-
strated in section 6.4.3 for a single dead-end span, the higher the fymax
indicator, the higher the changes in tension and hence the corresponding
power dissipation. In the present case, characterized by fymax equal to
80mm/s, which is an average value for aeolian vibrations, the power dissi-
pated by changes in tension may range from 10 % to a few tens of percents








11.1 The new multi-tool strategy to assess con-
ductor self damping
The core contribution of this thesis is the elaboration of a new strategy
to correctly estimate the self damping of overhead power line cables. The
strategy is a combination of three kinds of tools:
• laboratory quasi-static tests to measure hysteresis curves 1,
• the tuning of the parameters of a viscoelastic material model,
• on-site real time continuous measurements.
The laboratory tests are part of a new self damping measurement method
which offers several advantages, the major one being the measurement of
hysteresis curves can be performed quasi-statically 2, so that undesirable
dynamic effects linked to changes in tension and coupling between longi-
tudinal and vertical motion are automatically avoided. Moreover, only a
limited number of tests are required: provided the whole curvature range
corresponding to aeolian vibration is covered by the tests, only one moment
versus curvature curve is required per conductor tension level. Also, the test
procedure is simple.
The moment versus curvature hysteresis curves collected in laboratory
are used to tune a viscoelastic material model. Even though the latter
model is able to reproduce the observed behaviour of the conductor in all its
complexity, it still remains simple and manageable. Once implemented in a
non-linear beam finite element, it permits to predict on-site amplitudes.
1In fact, moment versus curvature curves. The area within the hysteresis represents
the conductor self damping and the slope the hysteresis its variable bending stiffness.
2Experimentally, it has been observed that the shape of the hysteresis curves was
not influenced by the loading speed. In other words, the same hysteresis curves will be
recorder, whether the tests are performed dynamically or quasi-statically.
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Other achievements have been managed processing adequately the lab-
oratory data. A formulation for the self damping per unit length has been
proposed by the author. The predicted power values are consistent with
those deduced from the widely used Power law, using Noiseux’s exponents
[62, 25]. A simplified formulation has permitted to show that the sensitiv-
ity of the self damping to the vibration amplitude, frequency and tension
is comparable to that found by other authors, using another measurement
method. The main advantages of the new proposed formula are that it is
dimensionally correct and also that the exponents of frequency, amplitude,
and tension are integers, fully justified by the physics behind the damping
phenomenon. Last, the conductor variable bending stiffness has been de-
duced from the quasi-static tests. The values found agree well with other
experimental results or models.
11.2 Understanding the impact of non-linearities
Another interesting contribution concerns non-linearities linked to variable
tension and coupling between longitudinal and transversal motion. Their
potential impact has been highlighted, even though the amplitudes at stake
are small 3. This has led to some original developments to better under-
stand the interaction of this non-linear effect with the aeolian vibration
phenomenon. Several undesirable consequences have been demonstrated by
the author, e.g.:
• The artificial damping effect of these non-linearities,
• Potential differences between changes in tension met on a laboratory
span versus real spans.
Those changes in tension must be dealt with adequately so as to produce a
correct estimation of the conductor self damping properties using dynamic
tests. To remain constructive, here are some proposals:
• Use an adequate non-linear finite element model to separate the con-
tributions of non linearities versus conductor intrinsic self damping,
• Use the new self damping measurement method proposed in chapter
7, which is proof against the dynamic impact of non-linearities,
• Perform real on-site measurements. As explained in chapter 3, the
latter bring unique information on the effective self damping, which
is a combination of among others span end effects, interactions be-
tween the cable and the air, cable self-damping. In suspended spans,
the resulting amplitudes may also depend on the interactions between
adjacent spans.
3Their order of magnitude may reach the conductor diameter.
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In the “Validation part” of this work the power dissipated by the non-
linearities (via the coupling between longitudinal and transversal motion)
has been estimated via an energy balance for a given case study, at an av-
erage aeolian vibration amplitude (fymax = 80mm/s). The amount found
is significant. As explained in section 6.4, for a single dead-end span, the
higher the fymax value, the higher the amplitude of changes in tension (all
other things being equal). Therefore, the amount of power dissipated via
the non-linearities may be more important yet for a higher fymax value
(fymax = 200mm/s may be considered as a maximum for aeolian vibra-
tions).
11.3 Superiority of real on-site measurements
Many results of this thesis also show the superiority and advantages of real
on-site measurement.
The comparison of the widely used fatigue parameters Yb and fymax
has shown that the study of the relative amplitudes in the vicinity of span
extremities is only part of the vibration information: all span locations where
the movement of the conductor is restrained may be at risk (near the clamp
of vibration dampers, air warning markers, spacers, etc. ). An adequate
vibration risk analysis requires in-span measurements too.
As shown in chapter 3 and 7, based on real on-site self-damping mea-
surements, it is possible to fit the coefficients of either the widely used power
law or the new formulation presented in chapter 7 in order to adequately
predict the real vibrational behaviour of a conductor.
Concerning the opportunities associated to the detection of wire fail-
ures thanks to on-site measurements, the following key information may be
retained from chapter 4:
• The laboratory failures have been detected by the author using the
rotational acceleration and longitudinal acceleration recorded by tri-
axis accelerometers located in the vicinity of the span clamp.
• The failure pattern may vary from one type of conductor to another
(e.g. from and ACSR conductor to an AAAC one),
• The failure is easier to detect when it takes place within external layers.
In real world, the vibrational amplitudes will continually vary. The impact
of a failure may be flooded by those continual changes. For this reason,
the author recommends to study the longitudinal accelerations, because the
“noise” level according to the conductor axis is less than according to others.
To improve real world failure detection, the author recommends to combine
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acceleration measurements with the tracking of eigen frequencies and con-
ductor average temperature. On the one hand, for the all aluminium alloy
conductor, each failure concurred with a decrease in the eigen frequencies
and on the other hand, it is important to distinguish the changes in frequen-
cies caused by a wire failure from changes in frequencies caused by a change
in conductor average temperature.
Last, the damping impact of non linearities is a valid motive to promote
real on-site measurements.
For all those reasons, laboratory measurements and conductor modelling,
though helpful, can not bring the same information as on-site studies. In
the latter approach, the problem is studied as a whole, with all interactions
and complexities taken into account. Performing on-site measurements also
has a cost, but it brings the most complete picture of vibrational risks.
11.4 Future work
For future work, it would certainly be interesting to implement the viscoelas-
tic material model within a non-linear beam finite element. Provided the
material model is able to automatically adjust the viscoelastic parameters
to follow the recorded moment versus curvature curve 4, this would permit
to simulate the conductor answer in any kind of aeolian vibration. Both the
variable bending stiffness and conductor self damping would be taken into
account.
4only one curve has to be recorded per conductor tension level, provided it spans the










Figure A.1: AMS 621, Moment versus rotation angle for a tension equal to 20000N (10
% RTS)
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Figure A.2: AMS 621, Moment versus rotation angle for a tension equal to 15000N (7.5
% RTS)
Figure A.3: AMS 621, Moment versus rotation angle for a tension equal to 10000N (5
% RTS)
204
Figure A.4: AMS 621, Moment versus rotation angle for a tension equal to 5000N (2.5
% RTS)
A.2 AMS 298
Figure A.5: AMS 298, Moment versus rotation angle for a tension equal to 5000N (5 %
RTS)
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Figure A.6: AMS 298, Moment versus rotation angle for a tension equal to 10000N
(10.4 % RTS)
Figure A.7: AMS 298, Moment versus rotation angle for a tension equal to 20000N
(20.9 % RTS)
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Figure B.2: Dissection report of the ACSR conductor
212
Appendix C
Calibration of the Hall
sensors
C.1 AAAC conductor (testbench 6)




























y = 1.1*x − 0.15
Figure C.1: Calibration of the Hall sensor of test bench 6
213
C.2 ACSR conductor (testbench 3)




























y = 1.2*x − 0.12





axes and the channels of the
acquisition system
• X1 is connected to channel 4,
• Y1 is connected to channel 5,
• Z1 is connected to channel 6,
• X2 is connected to channel 1,
• Y2 is connected to channel 3,




Average bending stiffness of
the AAAC conductor
This test was solely possible on the AAAC conductor since some mainte-
nance and update was scheduled on the test bench where the ACSR was
tested right after the fatigue tests.
The relationships giving the eigen frequencies of a cable span can be


















Given the upper limit of the vibration shaker (80Hz) only the modes 2
to 6 could be excited on the AAAC conductor. It was not possible to excite
the first vibration mode.
The following figure shows the evolution of the eigen frequencies as a
funtion of their order.
The data collected can be assimilated to an overdetermined system. Its
solution leads to a bending stiffness value of 1260N.m2.
A maximum bending stiffness value of 1800N.m2 can be computed using
the formula given in the literature ([25]). In the present case, the deduced
average bending stiffness value represents approximately 70% of this max-
imum value. As a comparison, at Ireq’s 63.5m laboratory test span, the
average bending stiffness deduced from the data represented a little less
than 50% of its maximum value for the ACSR Crow conductor strung at 25
% RTS.
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Figure E.1: Evolution of the eigen mode frequencies as a function of their order
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Appendix F
Self damping in mechanical
systems
F.1 Introduction
Self damping in a real mechanical system can be categorized in three primary
categories of energy dissipation: material damping, structural damping and
fluid damping. All these categories are present in a cable. The material
damping corresponds to the energy dissipation that takes place in the micro-
structure; in the case of a conductor, this takes place within a wire. The
structural damping involves rubbing friction between components of the
mechanical system and contacts at the joints. In the case of a conductor
cable, such friction takes place at the contacts between wires or between
wires and clamps. Then, the fluid damping results from the interactions
between the conductor and the fluid in which it is plunged.
F.2 Material damping
As explained in reference books such as [80], the material damping corre-
sponds to the energy dissipation that takes place in the micro-structure.
This primary category can be further classified into viscoelastic and hys-
teretic damping.
F.2.1 Viscoelastic damping
An example of viscoelastic model is given by the “Kelvin-Voigt” Model
in which the relationship between stress and strain is a linear differential
equation with respect to time, with constant coefficients:





For this model, the damping capacity of a material is frequency depen-
dant (see equation 7.9).
F.2.2 Hysteretical damping
A second model of material damping is named Hysteretical damping. In
fact, all types of internal damping produce an hysteresis loop, but the word
“hysteretic” in this case means that the stress strain relationship satisfies:






The damping capacity of a Hysteretical material is frequency independent
[80].
F.3 Structural damping
Then, structural damping is an energy dissipation mechanism which involves
rubbing friction between components of the mechanical system and contacts
at the joints. The Coulomb model for example is able to represent the energy
dissipation by rubbing:
f = c ∗ sgn(q˙) (F.3)
where f is the damping force, q is the relative displacement at the joint
and c is a friction parameter.
F.4 Fluid damping
The last category, fluid damping is produced when a body is in relative




∗ CD ∗ ρ ∗ d ∗ q˙2 ∗ sgn(q˙) (F.4)
in which q˙ is the relative velocity [m/s], CD the drag coefficient [1], ρ
the fluid density [kg/m3] and d the conductor diameter [m].
In the case of a vibrating overhead cable, material damping exists within
any wire, structural damping at any contact between e.g. two wires, and
the interactions between the vibration cable and the fluid in which it is
immersed result in fluid damping.
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F.5 Viscous damping
The section “ material damping” showed relationships between stresses and
strains which are defined at the microscopic level of a structure. In the case
of a complete mechanical system, characterized by n degrees of freedom, it
is more convenient to use a macroscopic damping representation rather than
a microscopic one. A simple way to do so is to use an equivalent viscous
damping. Let x be the vector of generalized coordinates, K the stiffness
matrix of the system, M its mass matrix and f(t) the forcing function vector.
The idea contained in the concept is to represent the damping capacity of
a system by a so called equivalent viscous damping which is a function of
x˙ (only) and is characterized by the same amount of damping per cycle as
the real one. This linear viscous damping can be introduced in the model
by means of the damping matrix C [Ns/m], so that the adapted equations
of motion become:
Mx¨+ Cx˙+Kx = f(t)
If proportional damping is used, the damping matrix C is a linear com-
bination of the mass and stiffness matrices:
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